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Preface 


Analysts are forecasting that by the year 2020 there will be more than 50 billion connected 
things (devices) and the total revenue from the Internet of things (IoT) will easily surpass 
$1.5 trillion. 

The numbers look phenomenal, but what exactly is IoT? Is it simply things 
connected to the Internet? Why do connected things matter? 

IoT is much more than things connected to the Internet. IoT is about making dumb 
things smarter by giving them the ability to sense, communicate, and respond. We have five 
senses—we can see, hear, taste, smell, and touch. Similarly if you add these sensors to things 
they can do the same as well. For example, using a camera things can see, using a sound 
detector things can hear, and using a speaker things can talk. There are so many other sensors 
that things can use to do so much more than us. By connecting these things to the Internet, 
they can communicate with us, with other things, and the next frontier where they can use 
artificial intelligence to think as well. There are numerous applications of IoT, but here are a 
couple of examples to further understand how IoT is being used to improve our lives: 


e Awristband with the ability to monitor your vitals. Ifit finds anything 
out of the ordinary, it can alert you and your doctor immediately. 


e Asecurity system that monitors the premises of your house for 
any intrusions and alerts you and any security agencies. 


What This Book Covers 


This book is based on my personal experience of getting started with IoT. It is divided into 
two logical sections. The first one teaches the basics of building IoT applications and the 
second section follows a project-based approach. At the end of each chapter you will have 
a working prototype of an IoT application. 


Part 1: Building Blocks 
Chapters 1-3 cover the building blocks of IoT: 


e Chapter 1, “Arduino Basics,” introduces the Arduino prototyping 
platform, which is used throughout the book. 


e Chapter 2, “Internet Connectivity,’ discusses the different options 
available for connecting things to the Internet. 


e Chapter 3, “Communication Protocols,’ teaches you what 
communication protocols are and which ones are available for IoT. 
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Part 2: Prototypes 


Chapters 4-12 use the information covered in Part 1 to build prototypes of loT 
applications. 


e Chapter 4, “Complex Flows: Node-RED,” introduces Node-RED, 
which is a visual designer that helps reduce the amount of code 
required for IoT applications. 


e Chapter 5, “IoT Patterns: Realtime Clients,” talks about 
components required for building IoT applications that provide 
data to users in real time and shows you how to build an intrusion 
detection system as an example. 


e Chapter 6, “IoT Patterns: Remote Control,’ discusses components 
of IoT applications that can remotely control things, such as a 
lighting control system. 


e Chapter 7, “IoT Patterns: On-Demand Clients,’ shows you 
different components involved in building an on-demand IoT 
application. You'll build a smarter parking system in this chapter. 


e Chapter 8, “IoT Patterns: Web Apps,’ teaches you scenarios where 
web clients are preferred and uses a temperature monitoring 
system as an example. 


e Chapter 9, “IoT Patterns: Location-Aware Devices,” discusses 
importance of location-aware devices. You'll develop a livestock 
tracking system as an example. 


e Chapter 10, “IoT Patterns: Machine to Human,’ talks about 
scenarios where human response is needed; you'll build a waste 
management system as an example. 


e Chapter 11, “IoT Patterns: Machine to Machine,” discusses 
a pattern of IoT that is going to be very popular as things get 
smarter. The example is an energy conservation system. 


e Chapter 12, “IoT Platforms,” wraps up the book by introducing 
you to IoT platforms that help expedite entry into IoT. The 
example in this chapter builds a soil moisture control system. 


What You Need for This Book 


IoT applications require hardware and software and can span different technologies, so 
this book uses quite a few technologies. However, we have tried to keep them as simple 
and minimal as possible. 
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Required Hardware 


Read the complete instructions provided in each chapter because, based on your device, 
you may or may not need additional components. 


Arduino Uno or Arduino Yun 

Ethernet shield 

WiFi (wireless) shield 

Breadboard 

Jumper cables (male-male, male-female) 
Light sensor 

Motion sensor (HC-SR501) 

LED 

220Q resistor 

Proximity sensor (Ultrasonic Rangemeter HC-SR04) 
Temperature sensor (TMP36) 

GPS module (NEO6MV2) 


Soil moisture sensor 


Software 


Arduino IDE 
Node-RED 


MQTT broker (book uses free and publicly available broker from 
Eclipse Foundation) 


Android Studio 

Xcode/Swift 

PHP server 

MySQL server 

Text editor 

Effektif BPM (cloud-based, free account required) 
Xively (cloud-based, free account required) 


Zapier (cloud-based, free account required) 
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To further help you, we have also created a web site at http: //codifythings.com 
dedicated to the book. The web site contains variations and enhancements to prototypes 
developed in this book along with additional prototypes. 


Who This Book Is For 


This book is for hobbyists and professionals who want to enter the world of IoT. 

The material in this book requires some prior knowledge of Arduino or similar 
devices and programming experience. We have used basic hardware components 
and provided step-by-step instructions for building circuits. We kept the code simple, 
readable, and minimal to help newbies understand concepts and develop useable 
prototypes. Throughout the book, the code is consistent and, wherever needed, is 
explained in detail. 
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Arduino Basics 


Arduino is an open-soutce platform that’s composed of very simple and easy-to-use 
hardware and software. In a nutshell your Arduino can read sensor data and control 
components such as lights, motors, thermostats, and garage doors. It has mainly been 
developed for prototyping purposes, so it is a great fit for this loT beginner’s book. 


Learning Objectives 


At the end of this chapter, you will be able to: 
e Use Arduino hardware 
e ~—- Use the Arduino IDE 


e Write, upload, and execute basic Arduino programs 


Hardware Requirements 


Arduino comes in various models (also known as boards). Each board has different 
specifications. If your board does not come built-in with the features you are looking 
for, then you always have an option to add a shield that supports required features. 
In the Arduino world, a shield is very similar to a board, but it only supports specific 
functionality such as the ability to connect to a WiFi network or the ability to control 
servo motors. A shield acts as an add-on, that is, it is physically attached to the top of an 
Arduino board. Once attached, the Arduino board becomes capable of handling shield 
features as well. 

Figure 1-1 shows a diagram of Arduino Uno, while Figure 1-2 shows a diagram of an 
Ethernet shield. 


Electronic supplementary material The online version of this chapter 
(doi:10.1007/978-1-4842-1940-9_1) contains supplementary material, which is 
available to authorized users. 


© Adeel Javed 2016 3 
A. Javed, Building Arduino Projects for the Internet of Things, 
DOI 10.1007/978-1-4842-1940-9_1 
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Figure 1-1. Arduino Uno 
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Figure 1-2. Ethernet shield 


The following list summarizes some of the important parts of the board that have 
been used in projects throughout the book. 


Note Parts will vary based on the Arduino board you choose. 
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e Digital pins: In total there are 14 digital pins on Arduino Uno. 
Digital pins can be both INPUT and OUTPUT, but their state can 
only be HIGH or LOW. HIGH means there is current while LOW 
means no current. An example of digital pin usage is turning an 
LED light on or off. To turn it on, the digital pin should be set to 
HIGH and to turn it off the digital pin should be set to LOW. 


e Analog pins: Arduino Uno supports six analog pins, AO through 
A5. Unlike digital pins, the readings of analog pins can range 
from 0 to 1023. A good example of a sensor that provides analog 
readings is a soil moisture sensor. The range helps identify how 
much moisture is left in the soil. 


e USB connector: A USB connector lets you connect Arduino to the 
computer, power the board, upload code, and receive logs on a 
serial monitor. 


e Battery power: IoT applications that need to be placed in remote 
locations will need their own power source. You can use the 
battery power connector to power the board. 


This book uses Arduino Uno for all projects. Arduino Uno is categorized as an 
entry-level board most suited for beginners. Even though the book uses Arduino Uno, 
you are not required to use it; you can choose any of the Arduino boards to complete 
projects in this book. Since this book is about the Internet of things, Internet connectivity 
is an important requirement. Whichever Arduino board you decide to use, just make 
sure that it supports Internet connectivity in some form. The Arduino board should 
either come with a built-in Internet connectivity option or you should have the required 
Internet connectivity shield. 


Note Arduino Uno does not come with built-in Internet connectivity support, so in the 
book both Ethernet and WiFi shields have been used. On the other hand, a more advanced 
model of Arduino called Ytin does support built-in Ethernet and WiFi connectivity. Chapter 2 
discusses Internet connectivity in more detail. 


Software Requirements 


Arduino provides a C-like language for programming Arduino boards. You will be using 
the Arduino IDE for writing code and uploading it to an Arduino board. You can install 
the latest version of Arduino IDE from https: //www.arduino.cc/en/Main/Software. 

Once Arduino IDE has been installed on your machine, open it and, as shown in 
Figure 1-3, it will load with default code. 
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eee ArduinoDefault | Arduino 1.6.4 


ArduinoDefault 


void setup() { 
// put your setup code here, to run once: 


} 


void loop() { 
// put your main code here, to run repeatedly: 


Arduino Uno on /dev/cu.usbmodem1411 


Figure 1-3. Default view of Arduino IDE 


There are three components of Arduino IDE that are referenced in every chapter of 
this book. 
e Toolbar 


e =>. Status window 


e ~—- Serial Monitor window 


Toolbar 


The toolbar on top of the IDE, as shown in Figure 1-4, provides easy access to frequently 
used options. 


Figure 1-4. Arduino IDE toolbar 
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e - Verify/Compile: This is the first button from the left (the tick mark). 
Click this button to verify and compile your code for correctness. 
You can view the results in the Status window at the bottom. 


e¢ Upload: This is the second button from left (right-pointing 
arrow). If your Arduino board is connected to your machine 
that is running the Arduino IDE, this will upload the code on the 
Arduino board. You can view the deployment results in the Status 
window at the bottom. 


e New/Open/Save: The next three buttons, as their names suggest, 
let you open a new code window, open an existing code file, or 
save the currently open code. Arduino code files have an *. ino 
extension. 


e Serial/Monitor: The last button on the right lets you open the 
Serial Monitor window. 


Status Window 


When you verify the code or upload it to a board, the Status window shown in Figure 1-5 
lists all the results. Any errors that occur during code verification or uploading will be 
shown in the Status window. 


Sketch uses 2,006 bytes (6%) of program storage space. Maximum is 32,256 bytes. 
Global variables use 208 bytes (10%) of dynamic memory, Leaving 1,840 bytes for local variables. Moximum is 
2,048 bytes. 


Figure 1-5. Arduino IDE Status window 


Serial Monitor Window 


The Serial Monitor window shown in Figure 1-6 prints all log messages generated by 
the Serial.print() and Serial.print1n() functions in the code. In order to print any 
messages on the Serial Monitor window, you first need to initialize the message in the 
code (discussed later). 
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ee@ /dev/cu.usbmodem1411 (Arduino Uno) 


Send 


HELO ANCEMnEeT OT Mings 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 


Autoscroll Nolineending + 9600 baud — 
Figure 1-6. Log messages on the Serial Monitor window 


Arduino Programming Language Reference 


The Arduino programming language has quite a few constructs. However, this chapter 
provides the basics that have been used throughout the projects in this book; see Table 1-1. 


Table 1-1. Language Reference 


Code Construct Description 

int Integer values, such as 123 

float Decimal values, such as 1.15 

char[] String values, such as "Arduino" 

HIGH Digital pin with current 

LOW Digital pin with no current 

INPUT Pin can only be read 

OUTPUT Pin can only be set 

AO - A7 Constants for analog pins; varies by board 

0 - 13 Value for digital pins; varies by board 

analogRead() Returns analog pin value (0 - 1023) 

analogWrite(...) Sets analog pin value 

digitalRead() Returns digital pin value (HIGH or LOW) 
(continued) 
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Table 1-1. (continued) 


Code Construct Description 


digitalWrite(...) Sets digital pin value (HIGH or LOW) 


Serial.begin() Initializes serial monitor 

Serial.print() Logs message on serial monitor 
Serial.print1n() Logs message on serial monitor with new line 
delay(ms) Adds a wait in processing 

setup() Standard Arduino function called once 
loop() Standard Arduino function called repeatedly 
if Checks for a true/false condition 

if ... else Checks for a true/false condition; if false goes to else 
// Single-line comment 

/* */ Multiline comment 

#define Defines a constant 

#include Includes an external library 


You can explore the complete language at https: //www.arduino.cc/en/Reference. 
The Arduino IDE provides a very simple and clean interface to write code. Normally 
you would structure your code in three parts: 


External libraries: Includes all required libraries. A library is a 
fully developed and tested piece of code that you can include and 
use in your code. For instance, if you wanted to communicate 
over the Internet using an Ethernet connection, instead of writing 
all of that code from scratch, you could simply import and include 
the Ethernet library using #include <Ethernet.h>. 


Constants and variables: Defines all constants and variables 
that will be used to read and manipulate data. Constants do not 
change, so you can, for instance, use them for port numbers on 
the board. Variables can change, so they can be used for reading 
sensor data. 


Functions: Provides implementation of all custom and standard 
functions. A function encapsulates a specific functionality. It is 
recommended to put your code in functions, especially when you 
are looking to reuse that piece of code. Functions help avoid code 
duplication. 


Listing 1-1 provides an example of code that is structured according to points 
discussed previously. 
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Listing 1-1. Recommended Code Structure 


/* 
* External Libraries 
*/ 


#include <SPI.h> 

/* 

* Constants & Variables 

a 

char message[] = “Hello Internet of Things”; // Single line comment 
/* 

* Custom & Standard Functions 


*/ 


void printMessage() 


{ 
} 


Serial.println(message) ; 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 
} 


void loop() 
{ 


printMessage(); 
delay(5000) ; 
} 


Listing 1-1 consists of three functions. It has two standard Arduino functions, 
called setup() and loop(), which are automatically called by Arduino once the code 
is uploaded. They therefore must be present for the code to run. The third is a custom 
function called printMessage() that simply prints a message to the Serial Monitor 
window shown in Figure 1-6. 

The setup() function is called only once. Initializations are done in this function 
including serial monitor initialization using code Serial. begin(9600). The loop() 
function, as the name suggests, runs in a continuous loop. Any post-initialization 
processing such as reading sensor data can be done in this function. The loop() function 
calls printMessage( ) function and then waits 5,000 milliseconds before repeating. 
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Arduino Code Execution 


Start your Arduino IDE and either type the code provided in Listing 1-1 or download it 
from book’s site and open it. Click on the Verify button to compile and check the code. 
Next, using the USB cable that came with your Arduino, connect your Arduino to the 
computer that is running Arduino IDE. 
Once Arduino is connected to your computer, as shown in Figure 1-7, click on 
Tools > Board and select Arduino Uno (or whichever board you are using). This informs 
Arduino IDE about the board where the code will be uploaded. 


Auto Format #T ArduinoBasics | Arduino 1.6.4 
Archive Sketch 
Fix Encoding & Reload 
Serial Monitor 
Board: "Arduino Uno" > Boards Manager... 
| Port > 
Programmer: "“AVRISP mkil" > Arduino Yun 
Burn Bootloader v Arduino Uno 


4 


Arduino Duemilanove or Diecimila 
Arduino Nano 

Arduino Mega or Mega 2560 
Arduino Mega ADK 

Arduino Leonardo 

Arduino Micro 

Arduino Esplora 

Arduino Mini 

Arduino Ethernet 

Arduino Fio 

Arduino BT 

LilyPad Arduino USB 
LilyPad Arduino 

Arduino Pro or Pro Mini 
Arduino NG or older 
Arduino Robot Control 
Arduino Robot Motor 
Arduino Gemma 


> // Single line comment 


Figure 1-7. Select the Arduino board 
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You will also need to select what port to use for code upload. As shown in Figure 1-8 
from Tools > Port, select the USB port that connects Arduino to your computer. 


Help 


Auto Format #T ArduinoBasics | Arduino 1.6.4 
Archive Sketch 
Fix Encoding & Reload 
Serial Monitor TM 

' Board: “Arduino Uno* > 

Serial ports 

/dev/cu.Bluetooth-Incoming-Port 

Programmer: “AVRISP mkil* > /dev/cu.Bluetooth-Modem 
Burn Bootloader : _ ¥ /dev/cu.usbmodem1411 (Arduino Uno) 


Figure 1-8. Select the Arduino port 


Finally, click on the Upload button and open the Serial Monitor window. Make sure 
the value selected in the Serial Monitor dropdown is the same as the value set in the 
Serial.begin() function. In this case, it is 9600 in the code, so 9600 baud needs to be 
selected in the Serial Monitor dropdown. Otherwise, you will not be able to see the log 
messages. 

As shown in Figure 1-9, you will start seeing log messages in the Serial Monitor 
window at an interval of 5,000 milliseconds. 


eee __/dev/cu.usbmodem1411 (Arduino Uno) 


| ) (Send) 


MELLO ANTEPNET OF Etitigs 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things { 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 
Hello Internet of Things 


_) Autoscroll Nolineending + 9600 baud ; 


Figure 1-9. Log messages from the code in the Serial Monitor window 
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Summary 


In this chapter you learned the basics of Arduino hardware and software. You also learned 
the common code constructs of the Arduino programming language, which will be used 
throughout this book. 

This chapter in no way is a complete reference of Arduino; it only provides the basics 
required to complete all the projects in this book. To learn more about Arduino, visit the 
official web site at https: //www.arduino.cc. 
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Internet Connectivity 


All loT devices require a mechanism to send or receive data. There are numerous options 
available for connecting devices to the Internet, including wired and wireless options, 
Bluetooth, cellular networks, and many more. The option you choose depends on various 
factors, such as: 


e Scale and size of the network where the application will run 
e Amount of data that needs to be processed and transferred 
e Physical location of the device 


Table 2-1 lists some of the Internet connectivity options with an example of where 
they have been used. 


Table 2-1. Internet Connectivity Options for IoT Devices 


Option Example 

Wired (Ethernet) Food storage temperature monitoring 
Wireless (WiFi) Soil moisture sensor 

Bluetooth Key tracker 

Cellular data Wildlife tracker 

RFID (Radio Frequency Identification) Inventory management 


Learning Objectives 


At the end of this chapter, you will be able to: 


e Attach an Ethernet shield to Arduino and write Ethernet 
connectivity code 


e = Attach a WiFi shield to Arduino and write WiFi connectivity code 


e Set up Arduino Yuin to connect to WiFi 


© Adeel Javed 2016 15 
A. Javed, Building Arduino Projects for the Internet of Things, 
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Arduino Uno Wired Connectivity (Ethernet) 


In this section, you are going to attach an Ethernet shield to your Arduino Uno and write 
code to connect it to the Internet using Ethernet. 


Note If you are using a model of Arduino that comes with built-in Ethernet capabilities 
such as Arduino Yun, then you do not need a separate Ethernet shield. Arduino Yun Internet 
connectivity setup is discussed later in this chapter. 


Hardware Required 


Figure 2-1 provides a list of all hardware components required for connecting Arduino 
Uno to the Internet using an Ethernet shield. 


Arduino Ethernet Shield 


fritzing 


Figure 2-1. Hardware required for wired Internet connectivity 


Software Required 
In order to write the Internet connectivity code, you need following software: 


e Arduino IDE 1.6.4 or later version 


Circuit 


In this section, you are going to build the circuit required for Internet connectivity using 
Ethernet. 


1. Make sure your Arduino is not connected to a power source, 
such as a computer via USB or a battery. 
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2. Attach the Ethernet shield to the top of Arduino. All the pins 
should align. 


3. Connect an Ethernet cable from Arduino to the LAN (Local 
Area Network) port of your router. The router should already 
be connected to the Internet. 


Once the Ethernet shield has been attached to Arduino, it should look similar to 
Figure 2-2. 


ANALOG N 
5U Gnd SV AD 1 23 4A 


Figure 2-2. Ethernet shield attached to the top of Arduino Uno 


Code (Arduino) 


Now that your Arduino is physically connected to Ethernet, you are going to write the 
code that will allow your Arduino to send and receive data over the Internet. 

Start Arduino IDE and type the code provided here or download it from the book's 
site and open it. All the code goes into a single source file (*. ino), but in order to make it 
easy to understand and reuse, it is divided into three sections. 


e —_ External libraries 
e Internet connectivity (Ethernet) 


e Standard functions 
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External Libraries 


First section of the code as provided in Listing 2-1 includes all external libraries required 
to run the code. Since you are connecting to the Internet using Ethernet, the main 
dependency of code is on <Ethernet.h>. Your Arduino IDE should already have the 
Ethernet library installed, but for any reason it is missing, you can download it from: 


e §=<Ethernet.h>: https://github.com/arduino/Arduino/tree/ 
master/libraries/Ethernet 


Listing 2-1. Code for Including External Dependencies 


#include <Ethernet.h> 


Internet Connectivity (Ethernet) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. 
As provided in Listing 2-2, first you need to define the MAC address in the mac[ ] 
variable. For newer Ethernet shields, the MAC address might be printed on a sticker. 
You will also need to set a static IP address of Arduino for cases where it fails to get 
a dynamic IP from DHCP (Dynamic Host Configuration Protocol). Make sure the IP 
address you use is free, i.e., not currently in use by some other device on the network. 
Define the EthernetClient variable that will be used for connectivity. 


Listing 2-2. Constants and Variables for Connecting to the Internet Using Ethernet 


byte mac[] = { OxDE, OxAD, OxBE, OxEF, OxFE, OxED }; 
IPAddress staticIP(10, 0, 0, 20); 
EthernetClient client; 


Listing 2-3 provides the code for the Ethernet connectivity setup. The 
connectToInternet() function first attempts to connect to Ethernet with DHCP. If DHCP 
fails to assign a dynamic IP address to Arduino, it will attempt connection to Ethernet 
with the static IP you defined. 


Listing 2-3. Code for Connecting to the Internet Using Ethernet 


void connectToInternet() 


{ 
// Attempt to connect to Ethernet with DHCP 
if (Ethernet.begin(mac) == 0) 


{ 
Serial.print("[ERROR] Failed to Configure Ethernet using DHCP"); 
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// DHCP failed, attempt to connect to Ethernet with static IP 
Ethernet. begin(mac, staticIP); 


} 


// Delay to let Ethernet shield initialize 
delay(1000) ; 


// Connection successful 

Serial.println("[INFO] Connection Successful"); 

Serial.print(""); 

printConnectionInformation() ; 
Serial.println("----------------------------------------------- "); 
Serial.println(""); 


Once Arduino has successfully connected to the Internet, the Ethernet 
printConnectionInformation() function, provided in Listing 2-4, is called. This function 
prints connection information such as IP address, subnet mask, gateway, and DNS to the 
Serial Monitor window. 


Listing 2-4. Function to Display Connection Information 


void printConnectionInformation( ) 

{ 
// Print Connection Information 
Serial.print("[INFO] IP Address: "); 
Serial.println(Ethernet.localIP()); 
Serial.print("[INFO] Subnet Mask: "); 
Serial.print1ln(Ethernet.subnetMask()); 
Serial.print("[INFO] Gateway: "); 
Serial.println(Ethernet.gatewayIP()); 
Serial.print("[INFO] DNS: "); 
Serial.println(Ethernet.dnsServerIP()); 


Standard Functions 


Finally, the code in this third and last section is provided in Listing 2-5. It implements 
Arduino’s standard setup() and loop() functions. For this project, you are simply 
connecting Arduino to the Internet with no processing thereafter, so the loop() function 
will remain empty. 
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Listing 2-5. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


} 
void loop() 


// Do nothing 
} 


Your Arduino code is complete. 


Final Product 


To test the application, verify and upload the code to Arduino as discussed in Chapter 1. 
Once the code has been uploaded, open the Serial Monitor window. You will start seeing 
log messages as shown in Figure 2-3. 


@ee@ /dev/cu.usbmodem1411 (Arduino Uno) 
Send 
[INFO] Connection Successful 
[INFO] IP Address: 192.168.2.7 
[INFO] Subnet Mask: 255.255.255.@ 
[INFO] Gateway: 192.168.2.1 
CINFO} ONS: 192.168.2.1 
(M Autoscroll Nolineending + 9600 baud . 


Figure 2-3. Log messages from Arduino 
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Arduino Uno Wireless Connectivity (WiFi) 


In this section, you are going to attach a Wireless shield to your Arduino Uno and write 
code to connect it to the Internet using WiFi. 


Note If you are using a model of Arduino that comes with built-in wireless capabilities 
such as Arduino Yun, then you do not need a separate Wireless shield. Arduino Yun Internet 
connectivity setup is discussed later in this chapter. 


Hardware Required 


Figure 2-4 provides a list of all hardware components required for connecting Arduino 
Uno to the Internet using a Wireless shield. 


Arduino Wireless Shield 


fritzing 


Figure 2-4. Hardware required for wireless Internet connectivity 


Software Required 
In order to write the Internet connectivity code, you will need following software: 


e Arduino IDE 1.6.4 or later version 


Circuit 
In this section you are going to build the circuit required for Internet connectivity using WiFi. 


1. Make sure your Arduino is not connected to a power source, 
such as a computer via USB or a battery. 


2. Attach the WiFi shield (a.k.a., wireless shield) to the top of 
your Arduino. All the pins should align. 
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Once the wireless shield has been attached to Arduino, it should look similar to 
Figure 2-5. 


Figure 2-5. WiFi shield attached to the top of Arduino Uno 


Code (Arduino) 


Now that your Arduino is capable of connecting to a wireless network, you are going to 
write the code that will allow your Arduino to send and receive data over the Internet. 

Start your Arduino IDE and type the following code or download it from book’s site 
and open it. All the code goes into a single source file (*. ino), but in order to make it easy 
to understand and reuse, it has been divided into three sections. 


e —_ External libraries 
e Internet connectivity (wireless) 


e Standard functions 


External Libraries 


The first section of the code, as provided in Listing 2-6, includes all external libraries 
required to run the code. Since you are connecting to the Internet wirelessly, the main 
dependency of code is on <WiFi.h>. Your Arduino IDE should already have WiFi library 
installed, but for any reason it is missing, you can download it from: 


e =©<WiFi.h>: https://github.com/arduino/Arduino/tree/ 
master/libraries/WiFi 
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Listing 2-6. External Libraries 


#include <SPI.h> 
Hinclude <WiFi.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. 

To connect Arduino to your wireless router, set the ssid and password (pass) of your 
wireless network, as provided in Listing 2-7. Also create a WiFiClient variable that will be 
used for Internet connectivity. 


Listing 2-7. Constants and Variables for Connecting to the Internet Using WiFi 


char ssid[] = "YOUR_SSID"; 
char pass[] = "YOUR_PASSWORD" ; 


int keyIndex = 0; 
int status = WL_IDLE STATUS; 


WiFiClient client; 


Listing 2-8 provides code for wireless connectivity setup. The connectToInternet() 
function first checks if the WiFi shield is attached. Next, the code keeps attempting 
to connect to the wireless network. The loop and the function end once Arduino 
successfully connects to the wireless network. 


Listing 2-8. Code for Connecting to the Internet Using WiFi 


void connectToInternet() 


{ 
status = WiFi.status(); 


// Check for the presence of the shield 

if (status == WL_NO SHIELD) 

{ 
Serial.println("[ERROR] WiFi Shield Not Present"); 
// Do nothing 
while (true); 


// Attempt to connect to WPA/WPA2 Wifi network 
while ( status != WL CONNECTED) 


{ 
Serial.print("[INFO] Attempting Connection - WPA SSID: "); 
Serial.println(ssid); 


status = WiFi.begin(ssid, pass); 


} 
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// Connection successful 

Serial.print("[INFO] Connection Successful"); 

Serial.print(""); 

printConnectionInformation(); 

Serial. println("----------------------------------------------- "5 
Serial.println(""); 


Once Arduino has successfully connected to the wireless network, the 
printConnectionInformation() function provided in Listing 2-9 is called. It prints the 
SSID, the router’s MAC address, the Signal Strength (RSSI), Arduino’s IP address, and 
Arduino’s MAC address, all on the Serial Monitor window. 


Listing 2-9. Function to Display Connection Information 


void printConnectionInformation( ) 
{ 
// Print Network SSID 
Serial.print("[INFO] SSID: "); 
Serial.print1ln(WiFi.SSID()); 


// Print Router's MAC address 
byte bssid[6]; 
WiFi.BSSID(bssid) ; 
Serial.print("[INFO] BSSID: "); 
Serial.print(bssid[5], HEX); 
Serial.print(":"); 
Serial.print(bssid[4], HEX); 
Serial.print(":"); 
Serial.print(bssid[3], HEX); 
Serial.print(":"); 
Serial.print(bssid[2], HEX); 
Serial.print(":"); 
Serial.print(bssid[1], HEX); 
Serial.print(":"); 
Serial.println(bssid[0], HEX); 


// Print received signal strength 

long rssi = WiFi.RSSI(); 

Serial.print("[INFO] Signal Strength (RSSI): "); 
Serial.println(rssi); 


// Print encryption type 
byte encryption = WiFi.encryptionType(); 


Serial.print("[INFO] Encryption Type: "); 
Serial.println(encryption, HEX); 
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// Print WiFi Shield's IP address 
IPAddress ip = WiFi.localIP(); 


Serial. 
Serial. 


print("[INFO] IP Address: "); 
println(ip); 


// Print MAC address 
byte mac[6]; 
WiFi.macAddress(mac) ; 


Serial. 
-print(mac[5], HEX); 
Serial. 
Serial. 


Serial 


Serial 


Serial 


Serial 


print("[ INFO] MAC Address: "); 


print(":"); 
print(mac[4], HEX); 


-print(":"); 
Serial. 
Serial. 
Serial. 


print(mac[3], HEX); 
print(":"); 
print(mac[2], HEX); 


-print(":"); 
Serial. 
Serial. 
-println(mac[o], HEX); 


print(mac[1], HEX); 
print(":"); 


Standard Functions 


Finally, the code in the third and last section, as provided in Listing 2-10, implements 

Arduino’s standard setup() and loop() functions. For this project, all you are doing is 
connecting Arduino to the Internet and there is no processing thereafter, so the loop() 
function will remain empty. 


Listing 2-10. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 


Serial. 


begin(9600) ; 


// Connect Arduino to Internet 
connectToInternet(); 


} 


void loop() 


// Do nothing 


I 


Your Arduino code is now complete. 
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Final Product 


To test the application, verify and upload the code to Arduino as discussed in Chapter 1. 
Once the code has been uploaded, open the Serial Monitor window. You will start seeing 
log messages as shown in Figure 2-6. 


eee /dev/cu.usbmodem1411 (Arduino Uno) 
| Send 


[INFO] Attempting Connection - WPA SSID: Belkin.3796 
[INFO] Connection Successful[INFO] SSID: Belkin.3796 
(INFO) BSSID: 94:44:52:54:87:96 

[INFO] Signal Strength (RSSI): -79 

(INFO) Encryption Type: 4 

[INFO] IP Address: 192.168.2.2 

(INFO) MAC Address: 78:(4:E:2:94:BD 


wv Autoscroll Nolineending + 9600 baud : 


Figure 2-6. Log messages from Arduino 


Arduino Yun Wireless Connectivity (WiFi) 


Yun is a more advanced model of Arduino that has been developed for the Internet of 
things. For beginners, Arduino Yun may be a little complex as compared to Arduino Uno, 
but it comes with built-in Ethernet and wireless capabilities so you do not need to buy 
additional shields. 

As mentioned in Chapter 1, this book uses Arduino Uno throughout. This section is 
only provided as a reference for readers who already have an Arduino Yun and still want 
to follow the real-life prototypes developed in this book. Even though Arduino Yun is 
not referenced in rest of the book, the code download contains Arduino Yin-compatible 
code as well. 


Hardware Required 


You do not need any additional hardware to connect Arduino Yun to the Internet, so 
Figure 2-7 only includes a diagram of Arduino Yun. 
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Arduino’ 


a 


fritzing 


Figure 2-7. Arduino Yun 


Software Required 
In order to write the Internet connectivity code you will need following software: 


e Arduino IDE 1.6.4 or later version 


Wireless Setup 


Unlike Arduino Uno, where you need to attach a wireless or Ethernet shield, Arduino Yun 
comes with a built-in Ethernet and wireless connectivity capability. Arduino Yun acts as 
a hotspot by directly connecting to your wired or wireless network. So, you do not need to 
write the Internet connectivity code; instead, you just need to set up your Arduino Yun to 
connect to your network. This section discusses the wireless setup for Arduino Yun. 


1. Connect Arduino Yun to your computer with a Micro USB cable. 


2. Arduino Yun acts as a hotspot as well, so from your 
computer’s WiFi, search for Arduino Yun. Depending on 
where you purchased your Arduino Yun, it might appear as 
ArduinoYunXXXXXXXXXXXX or LininoXXXXXXXXXXXX in your 
computer’s available WiFi connections. As shown in 
Figure 2-8, connect to Arduino Yun wirelessly. 


Wi-Fi: Looking for Networks... 
Turn Wi-Fi Off 


_¥ Linino-B4218AFO0A07 eS 


Figure 2-8. Select Arduino Yun from wireless networks 
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3. Once it’s connected, open a web browser on your computer 
and enter http: //arduino. local (if this does not work then 
enter the default IP http: //192.168.240.1). As shown in 
Figure 2-9, a login screen for your Arduino Yun should open. 


192.168.240. 1/cgi-bin/luc/‘webpanel/homepage 


Welcome to your Arduino Yun . Please enter password to access the web control panel 


PASSWORD 


Please be sure you have cookies enabled before proceeding 


weaPare’ CUI orginaty Ceveleges By Ante oo 


Figure 2-9. Arduino Yin login screen 


4. If this is the first time you are accessing your Arduino Yun, then 
enter the default password arduino (if this does not work, try 
doghunter; otherwise check the manufacturer’s documentation). 
Click the Log In button as shown in Figure 2-10. 


192. 168.240. 1/cgi-birviuclwebpanel/homepage 


Please be sure you have cookies enabled before proceeding 


Wwerrare Ci or gna'y cevelooed By Moyo 


Figure 2-10. Enter the password and log in 
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5. Upon successful login you will be redirected to the 
configuration page of your Arduino Yun, as shown in 
Figure 2-11. Click on the Configure button. 


WELCOME TO LININO, YOUR ARDUINO YUN 


WIFI (WLANO) CONNECTED 


Address 
Netmask 
MAC Address 
Received 


Trasmitted 


192.168.240.1 
255.255.255.0 
B4:2 1:8A:F0:0A:07 
532.69 KB 

1.47 MB 


WIRED ETHERNET (ETH1) DISCONNECTED 


MAC Address 
Received 


Trasmitted 


SYSTEM 
System Type 
Machine 
BogoMIPS 
Kernel Version 
Local Time 
Uptime 


Load Average 


B4:2 1:8A:F8:0A:07 
0.00 B 
0.00 B 


Atheros AR9330 rev 1 
Arduino Yun 

265.42 

3.3.8 

Sat Oct 3 11:08:59 2015 
994 seconds 


0% 


Figure 2-11. Arduino Yun default configuration 


6. As shown in Figure 2-12, you can change the Board Name, 
Password, and Timezone of your Arduino Yun. Under the 
Wireless Parameters section, select the wireless network you 
commonly use from the Detected Wireless Networks list. 
Select the security type and enter network Password. Once 
you are done, click the Configure & Restart button. 
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LININO ONE BOARD 
CONFIGURATION 


BOARD NAME* Arduino 
PASSWORD # ee eeee 
CONFIRM PASSWORD —s eweeeee 


TIMEZONE * _ America/Chicago 


WIRELESS PARAMETERS 


CONFIGURE A WIRELESS NETWORK 
DETECTED WIRELESS NETWORKS _HOME-9252 (WPA2) Refresh 


WIRELESS NAME* HOME-9252 


security _WPA2 iv) 


PASSWORD * eeeeeeeeeeseeeee 


DISCARD CONFIGURE & RESTART 


Figure 2-12. Arduino Yun wireless configuration 


7. Arduino Yun will restart with updated settings, as shown in 
Figure 2-13. 


CONFIGURATION SAVED! 


I'm restarting. 
Please connect your computer to the wireless network called HOME-9252. 


Figure 2-13. Arduino Yiin restarting 
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8. As shown in Figure 2-14, during restart Arduino Yun will 
display a message for you to connect to the commonly used 
wireless network. Once restarted, you will be able to access 
your Arduino Yin using an IP assigned by your wireless 
router. If you are unable to find the assigned IP, follow rest of 
the steps and upload the code provided in a later section that 
prints connection information. 


CONFIGURATION SAVED! 


I'm restarting. 
Please connect your computer to the wireless network called HOME-9252. 


Restarted! You'll find me here. 


Figure 2-14. Arduino Yuin restart complete 


9. Open Arduino IDE while Arduino Yun is still connected via 
Micro USB to your computer. As shown in Figure 2-15 from 
Tools > Board, select Arduino Yun. 


Auto Format 38T sketch_feb13a | Arduino 1.6.4 
Archive Sketch 

Fix Encoding & Reload 
Serial Monitor 


Board: "Arduino Yan" Boards Manager... 
Port: "/dev/cu.usbmodem..." > 

Programmer: “AVRISP mkil" > Vv Arduino Yun 

Burn Bootloader Arduino Uno 


Arduino Duemilanove or Diecimila 


Figure 2-15. Select the Arduino Yun board 
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10. As shown in Figure 2-16, from Tools > Port, select the port 
that says Arduino Yun. 


Auto Format 3T sketch_feb13a | Arduino 1.6.4 
Archive Sketch 

Fix Encoding & Reload 

Serial Monitor 3M 

Board: “Arduino Yan" > 


Port: "/dev/cu.usbmodem..." Serial ports 


=P : /dev/cu.Bluetooth-Incoming-Port 
Programmer: “AVRISP mkil /dev/cu.Bluetooth-Modem 
t Burn Bootloader _ ¥ /dev/cu.usbmodem1411 (Arduino Yun) 


v 


Figure 2-16. Select the Arduino Yin port 


Code (Arduino) 


Now that your Arduino Yun is connected to a wireless network, you are going to write 
the code that will allow your Arduino to send and receive data over the Internet. Since 
Arduino Yun is already connected to the Internet, this is where the code will vary slightly. 
Instead of adding code to connect, you will simply use the library <Bridge.h> to use the 
wireless connection. 

Start your Arduino IDE and either type the following code or download it from our 
site and open it. All the code goes into a single source file (*. ino), but in order to make it 
easy to understand and reuse it has been divided into three sections. 


e _ External libraries 
e Internet connectivity (Wireless) 


e __ Read sensor data 


External Libraries 


The first section of the code as provided in Listing 2-11 includes all external libraries 
required to run the code. For Arduino Yuin, <Bridge.h> lets you access the already 
established Internet connection. You are also going to use <Process.h> to print the 
connection information. Your Arduino IDE has both these libraries installed. 
Listing 2-11. External Libraries 


#include <Bridge.h> 
#include <Process.h> 
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Internet Connectivity (Wireless) 


The second section of the code, which is provided in Listing 2-12, defines the functions 
that are going to be used for displaying connection information. 

Since Arduino is already connected to the wireless network, the 
printConnectionInformation() function is called. It prints the wireless connection 
information. 


Listing 2-12. Function to Display Connection Information 


void printConnectionInformation( ) 


{ 


// Initialize a new process 
Process wifiCheck; 


// Run Command 
wifiCheck.runShellCommand("/usr/bin/pretty-wifi-info.lua"); 


// Print Connection Information 
while (wifiCheck.available() > 0) 
{ 
char c = wifiCheck.read(); 
Serial. print(c); 


} 


Serial.println("----------------------------------------------- ») 3 
Serial.println(""); 


Standard Functions 


Finally, the code in third and last section, provided in Listing 2-13, implements Arduino’s 
standard setup() and loop() functions. For this project, all you are doing is printing 
the Internet connection information and there is no processing thereafter, so the Loop() 
function will remain empty. 

One main difference in this code versus the Arduino Uno code is that you need to 
initialize the bridge using Bridge. begin(). This basically lets you access the Arduino Yun 
Internet connection. 


Listing 2-13. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Do nothing until serial monitor is opened 


while (!Serial); 
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// Contact the Linux processor 
Bridge. begin(); 


// Connect Arduino to Internet 
printConnectionInformation(); 


} 


void loop() 


// Do nothing 
} 


Your Arduino code is now complete. 


Final Product 


To test the application, verify and upload the code to Arduino, as discussed in Chapter 1. 
Once the code has been uploaded, open the Serial Monitor window. You will start seeing 
log messages as shown in Figure 2-17. 


‘e200 /dev/cu.usbmodem1411 (Arduino Yun) 
Send 


Starting bridge... 


Current WiFi configuration 

SSID: HOME-9252 

Mode: Client 

Signal: 81% 

Encryption method: WPA PSK (NONE) 
Interface name: wlan@ 

Active for: 1 minutes 

IP address: 10.0.0.16/255.255.255.@ 
MAC address: 84:21:8A:F@:@A:07 
RX/TX: 19/118 KBs 


Autoscroll No line ending ; 9600 baud ? 


Figure 2-17. Log messages from Arduino 


Summary 


In this chapter you developed code to connect Arduino Uno to the Internet using both 
Ethernet shield and WiFi shield. You also looked at the wireless setup for Arduino Yun 
and the code needed to access the Internet connection. 

For any of your future projects that require Internet connectivity using Ethernet or WiFi, 
you can use the code provided in this chapter as a base and then add your own code to it. 
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Communication Protocols 


In Chapter 2, you connected Arduino to the Internet using Ethernet and WiFi respectively. 
This chapter looks at two protocols used for sending and receiving data. A protocol is an 
agreed-upon structured format that is used for network communication. It defines what 
should be sent and received and what actions should be taken. 


Learning Objectives 


At the end of this chapter, you will be able to: 
e Understand the basics of the HTTP protocol 
e Send an HTTP request to the server 
e Understand the basics of the MQTT protocol 
e Publish and subscribe to an MQTT broker 


HTTP 


The web uses Hyper Text Transfer Protocol (HTTP) as its underlying protocol. HTTP 
supports multiple methods of data transmission, but in this project you are going to write 
code for the two more popular methods, GET and POST. The GET and POST methods do 

the same job and their code is very similar, but there is a slight variation in their request 
formats. GET has a limit on how much data it can transmit compared to POST, which 

has no such limitations. POST is also considered safer compared to GET. Based on your 
requirements, you can decide which one works better for you. Figure 3-1 shows a 
high-level interaction between a device and an HTTP server. 
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HTTP Request 


q—___ 


HTTP Response 


Device HTTP Server 


Figure 3-1. Hyper Text Transfer Protocol (HTTP) 


Note For hardware and software requirements and circuit instructions, refer to the 
“Arduino Uno Wireless Connectivity (WiFi)” section in Chapter 2. 


Code (Arduino) 


Next you are going to write the code for connecting Arduino to the Internet using WiFi 
and sending test data to a server using HTTP. 

Start Arduino IDE and type the following code or download it from book’s site 
and open it. All the code goes into a single source file (*. ino) in the same sequence as 
provided here, but in order to make it easy to understand and reuse, it has been divided 
into four sections. 


e _ External libraries 
e Internet connectivity (wireless) 
e Data publish (HTTP) 


e Standard functions 


External Libraries 


The first section of the code includes all external libraries required to run the code. Code 
in this section is the same as Listing 2-6. 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(Chapter 2) here. 
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Data Publish 


The third section of the code defines variables, constants, and functions that are going to 
be used for sending data to the server using HTTP. 

As provided in Listing 3-1, you first define the address and port of server that 
Arduino will connect to and send data. For the purposes of this project, you can publish 
it to www. httpbin. org, which is an openly available test server that simply echoes all the 
request information along with some additional information. In future projects, you will 
use servers that process the request data. 


Listing 3-1. Variables to Define the HTTP Server 


char server[] = {"www.httpbin.org"}; 
int port = 80; 


The doHttpGet() function provided in Listing 3-2 encapsulates all the details of 
preparing the request for the GET method, connecting to the server and sending request. 

Attempt to connect to the server using client.connect(server, port) inan IF 
condition. If the connection is successful, then prepare the request. 

In a request that uses the GET method, data is sent as part of the URL in a name/ 
value pair format, for example, http://www. httpbin. org/get?temperatureSensor= 
85&metric=F. The example shows that two parameters will be sent, the first is the 
temperatureSensor with a value of 85 and the second is metric with a value of F. 

Finally, transmit the HTTP request to the server using the client.print1n() 
method. This method will send the commands to the server over the network and then 
receive any response from the server. 


Listing 3-2. HTTP GET Request 
void doHttpGet() 


// Prepare data or parameters that need to be posted to server 
String requestData = "requestVar=test"; 


// Check if a connection to server:port was made 
if (client.connect(server, port)) 


i! 
Serial.println("[INFO] Server Connected - HTTP GET Started"); 


// Make HTTP GET request 

client.println("GET /get?" + requestData + " HTTP/1.1"); 
client.println("Host: " + String(server)); 
client.println("Connection: close"); 

client.println(); 

Serial.println("[INFO] HTTP GET Completed") ; 
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else 


{ 
} 


Serial.println("[ERROR] Connection Failed"); 


Serial. println("----------------------------------------------- "); 
} 


This code is for sending an HTTP GET request, but as mentioned earlier, it has a 
length limitation, so if you want to avoid this limitation then use HTTP POST instead. 

The doHttpPost () function provided in Listing 3-3 encapsulates all the details of 
preparing request for the POST method, connecting to the server, and sending the request. 

Attempt to connect to the server using client.connect(server, port) inan 
IF condition. So far, the code is similar to the HTTP GET request. If the connection is 
successful, then prepare the request. 

In a request that uses the POST method, data is also sent in name/value pair format, 
but it is part of the request. As you can see in Listing 3-3, sending an HTTP POST request 
requires additional header information. 

Finally, transmit the HTTP request to the server using the client.print1n() 
method. This method will send the commands to the server over the network and then 
receive any response from the server. 


Listing 3-3. HTTP POST Request 


void doHttpPost() 

{ 
// Prepare data or parameters that need to be posted to server 
String requestData = "requestData={\"requestVar:test\"}"; 


// Check if a connection to server:port was made 
if (client.connect(server, port)) 


{ 
Serial.println("[ INFO] Server Connected - HTTP POST Started"); 


// Make HTTP POST request 

client.println("POST /post HTTP/1.1"); 

client.println("Host: " + String(server)); 
client.println("User-Agent: Arduino/1.0"); 
client.println("Connection: close"); 

client.println("Content-Type: application/x-www-form-urlencoded;"); 
client.print("Content-Length: "); 
client.print1ln(requestData.length()); 

client.println(); 

client.println(requestData) ; 


Serial.println("[INFO] HTTP POST Completed"); 
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else 

{ 
// Connection to server:port failed 
Serial.println("[ERROR] Connection Failed"); 


} 


Serial.println("----------------------------------------------- "); 
} 


That is pretty much it for publishing data from your Arduino to a server. 


Standard Functions 


The code in the fourth and final section implements Arduino’s standard setup() and 
loop() functions. 

As Listing 3-4 shows, the setup() function initializes the serial port, connects to 
Internet, and then makes either the HTTP GET request by calling doHttpGet() or the 
HTTP POST request by calling the doHttpPost() function. 


Listing 3-4. Code for Standard Arduino Functions—setup() 


void setup() 


// Initialize serial port 
Serial. begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


// Make HTTP GET request 
doHttpGet (); 


Since in this project you are not doing any server-side processing with the data that 
is being sent from sensor, you will add code to read response from the server to loop() 
function. The test server that you are using simply echoes all the request information in 
the response, so you are just going to read the response and print it to the Serial Monitor 
window. 

As provided in Listing 3-5, check if there are any bytes available to be read from 
WiFiClient, read all the available bytes, and print them to the Serial Monitor window. 
Once all the bytes have been read and printed, stop the client. 
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Listing 3-5. Code for Standard Arduino Functions—loop() 


void loop() 


if (client.available()) 


{ 
Serial.println("[ INFO] HTTP Response"); 


} 


// Read available incoming bytes from the server and print 
while (client.available() ) 
{ 

char c = client.read(); 

Serial.write(c); 


} 


// If the server:port has disconnected, then stop the client 
if (!client.connected()) 


{ 
Serial.println(); 
Serial.println("[INFO] Disconnecting From Server"); 
client.stop(); 


Your Arduino code is complete. 


Final Product 


To test the application, verify and upload the code as discussed in Chapter 1. Once the 
code has been uploaded, open the Serial Monitor window. You will start seeing log 
messages similar to ones shown in Figure 3-2 for HTTP GET and in Figure 3-3 for HTTP 
POST. 


40 


www.it-ebooks.info 


CHAPTER 3» COMMUNICATION PROTOCOLS 


ee@ /dev/cu.usbmodem1411 (Arduino Uno) 


[INFO] Server Connected - HTTP GET Started 
[INFO] HTTP GET Completed 


[INFO] HTTP Response 

HTTP/1.1 200 OK 

Server: nginx 

Date: Wed, 23 Sep 2015 02:03:47 GMT 
Content-Type: application/json 
Content-Length: 183 

Connection: close 
Access-Control-ALlow-Origin: * 
Access-Control-Allow-Credentials: true 


{ 
“args”: { 
“requestVar": “test” 
}, 
“headers”: { 
“Host”: “www.httpbin.org” 
}, 
“origin”: "98.220.116.106", 
“url”: “http://www. httpbin.org/get7requestVar=test” 
} 


[INFO] Disconnecting From Server 


@ Autoscroll Nolineending + | 9600 baud 2) 


Figure 3-2. HTTP request: GET method 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


se 


[INFO] Server Connected - HTTP POST Started 
[INFO] HTTP POST Completed 

[INFO] HTTP Response 

{TTP/1.1 200 OK 

Server: nginx 

Yate: Wed, 23 Sep 2015 02:08:14 GMT 
content-Type: application/json 
content-Length: 371 

connection: close 
Access-Control-Allow-Origin: * 
Access-Control-Allow-Credentials: true 


“args”: {}, 

“data: **, 

“files”: {3, 

“form”: { 
“requestData": “{\"requestVar:test\"}" 

}, 

“headers”: { 
“Content-Length”: "31", 
“Content-Type”: “application/x-waw-form-urlencoded;”, 
“Host”: “waw.httpbin.org”, 
“User-Agent”: “Arduino/1.0” 

}, 

"json": null, 

“origin”: "98.220.116.106", 

“url”: “http://waw.httpbin.org/post” 

i 


[INFO] Disconnecting From Server 


 Autoscroll | Nolineending +| | 9600 baud : 


Figure 3-3. HTTP request: POST method 


MQTT 


MQTT is a lightweight machine-to-machine protocol. It follows the publisher-subscriber 
model, whereby a publisher publishes data to a server (a.k.a., a broker) and subscribers 
receive the data. Publishers and subscribers do not know each other; they connect to 
the broker, which makes this communication asynchronous. The broker notifies all 
subscribers that relevant data has been published using the concept of topics. A topic 

is similar to a newsfeed, in that you subscribe to certain topics you want to receive 

news about. Publishers and subscribers could be sensors, machines, and mobile apps. 
Figure 3-4 provides a high-level overview of the MQTT protocol. 
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Figure 3-4. The MQTT protocol 


Understanding MQTT is important for building IoT applications, so let’s take a look 
at a few scenarios that will help you understand MQTT. 


Intrusion Detection System 


A simple version of an intrusion detection system is shown in Figure 3-5. It will consist of 
three components—the motion sensors that detect intrusions and publish data, a mobile 
app that receives this data and alerts the app user, and the component, which is a topic 
on an MQTT broker. 


+O 


Device MOTT Broker Mobile App 


Figure 3-5. Components of the intrusion detection system 
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The sensor will act as a publisher and publish a new message to the codifythings/ 
intrusionDetected topic on the MQTT broker as soon as an intrusion is detected. The 
MQTT broker will add this message to the topic. The mobile app will be a subscriber of 
the codifythings/intrusionDetected topic. Whenever a new message is published to the 
topic, it will get notified. This will result in the mobile app creating a notification for the app 
user. You will build this system in Chapter 6. 


Remote Lighting Control 


Another great usage of MQTT is developing mobile apps that act as remote controls for 
various types of devices, such as a lighting control app. As shown in Figure 3-6, a remote 
control app will also consist of three components, but compared to the previous example 
the order of first two components is reversed. That means the first component is a 
mobile app that lets the user switch the lights on or off, the second component is a device 
connected to lights, and the third component is a topic on an MQTT broker. 


Oe? 


Mobile App MOTT Broker 1 Device 


Figure 3-6. Components of the remote lighting control 


Mobile app users interact with the app to turn the lights on or off, whatever selection 
is made the mobile app will publish a new message to the codifythings/lightsControl 
topic on the MQTT broker. The MQTT broker will add this message to the topic. The 
device that is connected to the physical lights will be a subscriber of the codifythings/ 
lightsControl topic. Whenever a new message is published to the topic it will get 
notified; the device as a result will turn the lights on or off. You will build this remote 
control in Chapter 8. 


Note For hardware and software requirements and circuit instructions, refer to the 
“Arduino Uno Wireless Connectivity (WiFi)” section in Chapter 2. 
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Code (Arduino) 


Next you are going to write the code for connecting Arduino to the Internet using WiFi 
and publishing it to a server using MQTT. 

Start your Arduino IDE and type the following code or download it from book’s site 
and open it. All the code goes into a single source file (*. ino) in the same sequence as 
provided here, but in order to make it easy to understand and reuse, it has been divided 
into four sections. 


e —_ External libraries 

e Internet connectivity (wireless) 
e Data publish (MQTT) 

e Data subscribe (MQTT) 


External Libraries 


The first section of code is provided in Listing 3-6. It includes all the external libraries 
required to run the code. This sketch has two main dependencies. For Internet 
connectivity, you need to include <WiFi.h> (assuming you are using WiFi shield) and, for 
MQTT broker communication, you need to include <PubSubClient.h>. You can install 
the <PubSubClient.h> library from: 


e = <PubSubClient.h>:https://github.com/knolleary/ 
pubsubclient/releases/tag/v2.3 


Listing 3-6. External Libraries 


#include <SPI.h> 
#Hinclude <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, 
and Listing 2-9 from Chapter 2 here. 


Data Publish/Subscribe MQTT 


The third section of the code defines variables, constants, and functions that are going 
to be used for publishing and subscribing to an MQTT broker. The code publishes and 
subscribes to same topic. 

Define the address and port (default is 1883) of the MQTT broker that you want 
Arduino to connect to, as shown in Listing 3-7. The topic variable defines which topic 
on the broker data will be published and subscribed. If you do not have an MQTT broker 
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installed on your machine, you can use the openly available MQTT broker from Eclipse 
Foundation (iot.eclipse.org) or Mosquitto (test .mosquitto. org). 


Listing 3-7. MQTT Setup 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883 

char topic[] = {"codifythings/testMessage" } ; 


As shown in Listing 3-8, initialize the MQTT client. The callback() function 
encapsulates all the details of receiving payload from broker. 


Listing 3-8. MQTT Initialization and Callback Function 
PubSubClient pubSubClient(server, 1883, callback, client); 


void callback(char* topic, byte* payload, unsigned int length) 
{ 
// Print payload 
String payloadContent = String((char *)payload) ; 
Serial.println("[INFO] Payload: " + payloadContent) ; 
} 


Standard Functions 


Finally, the code in this last section is provided in Listing 3-9. It implements Arduino’s 
standard setup() and loop() functions. 

In the setup() function, the code initializes the serial port and connects to the 
Internet. If the MQTT broker is connected, it will subscribe to the codifythings/ 
testMessage topic. Once successfully subscribed, the code publishes a new message to 
the codifythings/testMessage topic. The code subscribes to same topic to which it is 
publishing. Therefore, as soon as a message is published, the callback() function will be 
called. The loop() function simply waits for new messages from the MQTT broker. 


Listing 3-9. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 
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//Connect MOTT Broker 
Serial.print1n("[INFO] Connecting to MQTT Broker"); 
if (pubSubClient.connect ("arduinoClient”) ) 


Serial.println("[INFO] Connection to MQTT Broker Successful"); 


pubSubClient.subscribe(topic) ; 


Serial.println("[INFO] Successfully Subscribed to MQTT Topic "); 


Serial.println("[INFO] Publishing to MQTT Broker"); 


pubSubClient.publish(topic, "Test Message"); 
} 


else 


{ 


Serial.println("[INFO] Connection to MOTT Broker Failed"); 


} 
} 


void loop() 
// Wait for messages from MOTT broker 


pubSubClient.loop(); 
i 


Your Arduino code is complete. 


Final Product 


To test the application, verify and upload the code as discussed in Chapter 1. Once the 
code has been deployed, open the Serial Monitor window. You will start seeing log 


messages from Arduino as shown in Figure 3-7. 


[ Bom ) /dev/cu.usbmodem1411 (Arduino Uno) 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful [INFO] SSID: HOME-9252 
(INFO) BSSID: 90:C7:92:46:92:50 

(INFO) Signal Strength (RSSI): -52 

(INFO) Encryption Type: 4 

{INFO} IP Address: 10.0.0.13 

(INFO) MAC Address: 78:(4:E:2:94:B8D 


(INFO) Connecting to MQTT Broker 
(INFO) Connection to MQTT Broker Successfull 
(INFO) Successfully Subscribed to MQTT Topic 
(INFO) Publishing to MQTT Broker 
[INFO] Payload: Test Messageage 


@ Autoscroll _No line ending _ 


Figure 3-7. MQTT: Publish/subscribe log messages 
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Summary 


In this chapter, you learned about HTTP and MQTT, two very important, popular, and 
lightweight communication protocols used in IoT applications. These protocols are 
device agnostic, so they can be used for communication with any type of device or server. 
You will use both these protocols extensively in the next chapters. 
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CHAPTER 4 


Complex Flows: Node-RED 


Now that you understand the basics of Arduino, including the different connectivity 
options available and the communication protocols, you are going to use that knowledge 
to prototype IoT applications. 

This chapter starts with a hypothetical scenario. Imagine that you are responsible 
for monitoring noise levels around an animal sanctuary. Whenever noise levels cross 
a certain threshold, you are required to send an SMS to the supervisor and log noise 
information in a database for future trends analysis. Let’s look at what will it take to 
implement this oT application: 


Connect a sound sensor to Arduino 


Write code that sends an HTTP request to a server whenever 
noise levels exceed a threshold 


Create a service on a server that receives HTTP requests 
Write a service to send an SMS to the supervisor 


Write a service to store sensor data in a database 


Looking at these tasks, you can see that a lot of code needs to be developed to 
create this application. Most IoT applications require implementation of tasks such as 
HTTP request/response, MQTT publish/subscribe, e-mails, SMS, tweets, and storing/ 
loading data. Engineers at IBM faced this same issue. Every time they had to create a 
new prototype they were required to code the flow and tasks from scratch, even though 
they were repetitive. So, they developed Node-RED, which is an excellent drag-and-drop 
toolkit of reusable code that does these tasks and many more. 

Node-RED is an event-processing engine that helps IoT developers avoid reinventing 
the wheel. You still need to write code but the amount of code required is significantly 
reduced. Figure 4-1 shows the Node-RED development environment. 


© Adeel Javed 2016 51 
A. Javed, Building Arduino Projects for the Internet of Things, 
DOI 10.1007/978-1-4842-1940-9_4 


www.it-ebooks.info 


CHAPTER 4. COMPLEX FLOWS: NODE-RED 


= eut Light Sensor Tweet Flow Node-RED Flow + oto debug 
C= 5 
2 
0 (Sow baay 4 Provides an input node for hitp requests, 
allowing the creation of simple wed 
= — 
The resulting met has the following 
oO = = : | Pecoive MOTT Message ° properties: 
—— © msg.roq : http request 
a as © msg.res : http response 
For POST/PUT requests, the body is 
- out available under ss9.req.boey . This uses 
the Expross bodyParser middieware to 
co 8 | parse the content to a JSON object. 
f By detaum, this expects the body of the 
, mat request to be url encoded: 
(nto resporee foo-borkthis«thot 
{ wetnocket |) To send JSON encoded data to the node, 
a the content-type header of the request 
Q must be Set to appl icotion/ json 


Figure 4-1. Node-RED development environment 


As you can see, a Node-RED flow is made of nodes. Each node encapsulates a 
reusable piece of code that performs a certain task. To create a flow, you simply drag 
nodes from palette on the left and drop them on your flow designer. You can find a lot of 
nodes pre-built and openly available for use. A flow starts after receiving an input. There 
are quite a few standard input sources available, such as HTTP, MQTT, and TCP. A flow 
ends with an output task such as a HTTP response, an MQTT publish, a tweet, etc. A flow 
is not limited to one input/output node; it can start or end with multiple nodes. Nodes in 
between input and output usually transform or manipulate data, for example, converting 
an HTTP request into an e-mail body. 

You are going to build a simple project in order to get more acquainted with Node- 
RED. The idea of this project is to tweet whenever it is sunny outside. Figure 4-2 displays 
all the components that will be used to design this system. The first component is an 
Arduino device with a light sensor attached to it. The second component is a Node-RED 
flow that is started by Arduino. The final component is Twitter, as your Node-RED flow 
will tweet a message whenever a certain threshold is crossed. 


q it 
| i} 
q it 
0 iI 
uly q tf 
5@=+ O01 FREE 
ow H I - 1 
fis I I 
| it 
I I 
. fl tt ‘ 
Device 1 Node-RED i Twitter 


Figure 4-2. Components of the light sensor tweet system 
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Learning Objectives 
At the end of this chapter, you will be able to: 


e Read light sensor data from Arduino 


e Build a Node-RED flow that receives an HTTP request and tweets 
a message 


e Send sensor data in an HTTP request to start a Node-RED flow 


Hardware Required 


Figure 4-3 provides a list of all hardware components required for building the light 
sensor tweet system. 


Light Sensor 


Arduino 
Jumper Cables 


ey 
eee eee eee eee eee 
ee 


Breadboard WiFi Shield 


fritzing 


Figure 4-3. Hardware required for light sensor tweet system 
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Software Required 


In order to develop the light sensor tweet system, you need following software: 


Circuit 


Arduino IDE 1.6.4 or later version 


Node-RED 0.13.2 or later version 


In this section you are going to build the circuit required for the light sensor tweet system. 
This circuit uses an analog light intensity sensor, which returns values between 0 and 
1023. Higher values mean higher intensity of light. 


1. 


Make sure your Arduino is not connected to a power source, 
such as a computer via a USB or a battery. 


Attach a WiFi shield to the top of Arduino. All the pins should 
align. 


Using jumper cables, connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


Tip 


It is a good practice to use red jumper cables for power (+/VNC/5V/3.3V) and black 


jumper cables for ground (-/GND). 
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Now that your breadboard has a power soutce, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the light sensor. 


To read the light sensor values, you need to connect a jumper 
cable from the analog read port of light sensor to the AO 
(analog) port of your Arduino. Your code will use this port to 
read the light’s intensity value. 


Your circuit is now complete and it should look similar to Figures 4-4 and 4-5. 
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fritzing 


Figure 4-4. Circuit diagram of the light sensor tweet system 


Figure 4-5. Actual circuit of the light sensor tweet system 


55 


www.it-ebooks.info 


CHAPTER 4 COMPLEX FLOWS: NODE-RED 


Node-RED Flow 


Note This book does not cover the installation of the Node-RED server. You can find 
installation instructions at Node-RED’s official web site (http: //nodered.org/docs/ 
getting-started/installation.html). 


In this section you are going to develop a flow in Node-RED that will perform the 
following tasks: 


e Receive an HTTP request sent from the light sensor 
e ‘Prepare a tweet using data sent by the light sensor 
e Tweet the message 

e Send an HTTP response 


Start your Node-RED server using the node-red command in a terminal window. 
Figure 4-6 shows the log messages you will see once the Node-RED server starts. 


Adee\ls-MacBook-Air:~ adeeljaved$ node-red 


Welcome to Node-RED 


Oct 17:25:28 - [info] Node-RED version: v0.10.6 
Oct 17:25:28 - [info] Node.js version: v@.10.36 
Oct 17:25:28 - [info] Loading palette nodes 


:25: (warn) Failed to register 4 node types 
Oct 17:25:29 - [warn] Run with -v for details 
Oct 17:25:29 - [warn] ------------------------------------------ 
Oct 17:25:29 - [info] User Directory : /Users/adeeljaved/.node-red 
Oct 17:25:29 - [info] Flows file : /Users/adeeljaved/.node-red/flows_Adeel 
s-MacBook-Air. local. json 
4 Oct 17:25:30 - [info] Server now running at http://127.0.0.1:1880/ 
4 Oct 17:25:30 - [info] Starting flows 
4 Oct 17:25:30 - [info] Started flows 
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Figure 4-6. Startup logs of Node-RED 


In Figure 4-6, the log message Server now running at http://127.0.0.1:1880 
contains the exact URL of the Node-RED server. 
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Note The Node-RED server URL in logs http: //127.0.0.1:1880 is the IP of your 
local computer and cannot be accessed by Arduino. You will need to replace the local IP 
127.0.0.1 with the network IP of your machine. The IP of the Node-RED server used in this 
book was 10.0.0.6, so the URL you will see is http: //10.0.0.6:1880. 


Enter the Node-RED server URL in a browser to access the designer. The designer 
opens up with an empty flow tab called Flow 1. Figure 4-7 shows the default view of the 
Node-RED designer. 


Figure 4-7. Default view of the Node-RED designer 


On the left side of designer, as shown in Figure 4-7, is a palette with all available 
nodes. Nodes are grouped into various categories, such as input, output, function, etc. 
Figure 4-8 shows the list of input nodes that comes with default installation of Node-RED, 
and Figure 4-9 shows the list of output nodes in the default installation. 
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~ 
— 


— 


Figure 4-8. Input nodes in the default installation of Node-RED 
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Figure 4-9. Output nodes in the default installation of Node-RED 


On the right side of the designer, as shown in Figure 4-7, are the Info and Debug 
tabs. The Info tab displays documentation about the currently selected node in the Node 
palette or Flow tab. The Debug tab displays log messages and errors generated from the 
flow during execution. 

Finally, the Deploy button on the top-right of the designer, as shown in Figure 4-7, 
lets you deploy and activate your flow changes to the server. 

Now let’s start creating the flow. If this is your first flow in Node-RED, you can use 
Flow 1 to create your flow. If you have already created some flows and want to create a 
new one, click on the plus (+) button on top-right side to add a new flow. Double-click 
the flow tab name to open the properties dialog box shown in Figure 4-10. Call the new 
flow Light Sensor Tweet Flow and then click OK to save your changes. 
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Rename flow x 
® Name Light Sensor Tweet Flow 


[ok | cance 


Figure 4-10. Flow properties dialog box 


Drag and drop the http request input node from the palette in the Flow tab. Your flow 
should look similar to Figure 4-11. 


Figure 4-11. HTTP request node 


Double-click the http node to open the properties dialog box, as shown in Figure 4-12. 
Set the method to GET, which specifies that the HTTP request will be sent by the client 
(in this case, the light sensor) using a GET method. As discussed in Chapter 3, the structure 
of the request varies based on the method you select. You saw the Arduino code for the GET 
and POST methods in Chapter 3. 


Edit http in node 


= Method GET 


«> 


@ url /lightSensorTweet 


® Name Receive HTTP Request 


Figure 4-12. HTTP request node properties dialog box 
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Set the URL property to /lightSensorTweet. This URL will be prepended by the 
Node-RED server and port. The Node-RED server used in this project is available at 
10.0.0.6:1880, so Arduino will send data to 10.0.0.6:1880/lightSensorTweet. 

Finally, each node can be given a custom name that describes the task it performs. 
Call this node Receive HTTP Request. 

Click OK to make the updates. 

Data coming from the device using HTTP is in string format, so you need to convert 
it into a number. Drag and drop a function node and place it in the Flow tab after the 
Receive HTTP Request node. A function node lets you write code to manipulate payload. 
Your flow should look similar to Figure 4-13 at this point. 


Figure 4-13. Function node 


Double-click the function node to open the properties dialog, as shown in 
Figure 4-14. Change the name to Convert to Number. Update the code inside function 
as provided in Listing 4-1. Click OK to save your changes. Connect your Receive HTTP 
Request and Convert to Number nodes. 
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Edit function node 


® Name Convert to Number a~ 
# Function 


1 msg.payload.requestVar = parseInt(msg.payload.re 
2 return msg; 


> Outputs 1 


See the Info tab for help writing functions. 


Figure 4-14. Function node properties dialog box 


Listing 4-1. Code for Converting a String to a Number 


msg.payload.requestVar = parseInt(msg.payload.requestVar) ; 
return msg; 


At this point, your light sensor will send readings every few seconds whether it’s 
sunny or not. So within the Node-RED flow, you need to add a rule to check if the sensor 
value has crossed a certain threshold and only tweet when that threshold has been 
crossed. 
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You can add this threshold check within Arduino code as well, but consider a real- 
life implementation of this same project. Instead of tweeting you can also use same logic 
to build an application that conserves energy by opening window blinds and turning 
lights inside the house off if it is sunny outside. If you hard-code such checks in Arduino 
code, then individual users might not be able to set their light preferences, because they 
cannot directly update the code. Taking such logic away from sensors will enable you to 
build something that can be customized by individual users. 

Drag and drop a switch node from the function category and place it in the Flow tab 
after the Convert to Number node. Your flow should look similar to Figure 4-15 at this 
point. 


Figure 4-15. Switch node 


A switch node lets you follow a certain path in the flow based on a condition. 
Double-click the switch node to open its properties dialog box and set the conditions 
shown in Figure 4-16. 
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Edit switch node 


® Name Check Threshold 


Property ~ msg. payload.requestVar 


otherwise S —+2 x 


+ rule 


checking all rules 


«> 


Ok Cancel 


Figure 4-16. Switch node properties dialog box 


Change the name to Check Threshold. By default, there will be only one path, so 
click on the + Rule button to add a new path. If the sensor value is greater than 750, it will 
follow path 1; otherwise, it will follow path 2. Path 2 will not check any conditions, so you 
can change it to otherwise from the dropdown. 

Node-RED keeps all input information in msg. payload. You will be sending the 
sensor value in requestVar from Arduino, which is why the condition checks msg. 
payload. requestVar. 

Connect your Convert to Number and Check Threshold nodes. 

You are going to use the sensor value to create a tweet message. Drag and drop a function 
node on to the flow diagram. Place it after the Check Threshold node, as shown in Figure 4-17. 
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Figure 4-17. Function node 


Double-click the function node to open the properties dialog box, as shown in 
Figure 4-18. Name it Set Tweet Message. Update the code inside the function node, as 
shown in Listing 4-2. Click OK to save your changes. 


Edit function node 


® Name Set Tweet Message a~ 
# Function 

1 msg.payload = "Sunny Outside! " + 

2 msg.payload.requestVar + 

3 " #I0T"; 


4 return msg; 


x Outputs 4 al 
See the Info tab for help writing functions. 


Ok Cancel 


Figure 4-18. Function node properties dialog box 
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Listing 4-2. Code for Creating the Tweet 


msg.payload = "Sunny Outside! " + msg.payload.requestVar + " #IoT"; 
return msg; 


Connect the Set Tweet Message node to the first path of the Check Threshold switch 
node. This connection will make sure that whenever a light sensor value crosses the 
threshold of 750, the flow follows path 1 that tweets. 

Next, drag and drop a Tweet node on to the flow diagram after the Set Tweet Message 
node, as shown in Figure 4-19. 


20 
* Tweet 


_ Set Tweet Message 
a J 
face HTTP Rae °° Cana ohm ®t? 
Figure 4-19. Tweet node 


For Node-RED to be able to tweet, you need to configure your Twitter credentials. 
Double-click the twitter out node to open the properties dialog box shown in Figure 4-20. 
If you already have your Twitter credentials configured in Node-RED, select them from 
the Twitter dropdown. Otherwise, select the Add New Twitter-Credentials option from 
the dropdown and click on the Edit/Pencil icon to start the configuration steps. 


Edit twitter out node 


& Twitter Add new twitter-credentials... a 


® Name Tweet 


Ok Cancel 


Figure 4-20. Add new Twitter credentials 


Figure 4-21 shows the next dialog box that appears. Click on the Click Here to 
Authenticate with Twitter button. 
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Add new twitter-credentials config node 


Click here to authenticate with Twitter. 


Cancel 


Figure 4-21. Authenticate the Twitter account 


On the next screen, shown in Figure 4-22, enter your Twitter username and password 
and click the Authorize App button to grant Node-RED access to your Twitter account. 


Authorize Node RED to use your 
account? 


Node-RED 
Node RED 
codifythings@gmail.cor nodered.org 
seeeeeee - Node-RED Twitter node 


Remember me - Forgot password? 


cn 


This application will be able to: 


« Read Tweets from your timeline. 

« See who you follow, and follow new people. 
« Update your profile. 

¢ Post Tweets for you. 

+ Access your direct messages. 


Will not be able to: 
+ See your Twitter password. 


Figure 4-22. Authorize Node-RED to use your Twitter account 
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Once the authorization process is complete, click on the Add button in the dialog 
box shown in Figure 4-23. 


Edit twitter out node 


Add new twitter-credentials config node 


&TwitterID @codifythings 


Add Cancel 


Figure 4-23. Add the authorized Twitter account to the flow 


Figure 4-24 shows the dialog box that you will be presented with next; it’s the same 
dialog box where you started the Twitter configuration process. Click OK to complete the 
Twitter configuration. 


Edit twitter out node 


& Twitter @codifythings 


® 


® Name Tweet 


Ok Cancel 


Figure 4-24. Select the authorized Twitter credentials 


Connect the Tweet node to the Set Tweet Message node. 
Finally, add an HTTP response node to your flow under the Twitter node. Your flow 
should look similar to Figure 4-25. 
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Figure 4-25. HTTP response node 


The HTTP response node will simply send msg. payload back to the client in the 
JSON format. Change the name of this node to Send HTTP Response. 

Connect the Send HTTP Response node to the second path of the Check Threshold 
switch node and also to the Set Tweet Message. Your final flow should look similar to 
Figure 4-26. 


= = 
eg eee: AaaL haa 


Figure 4-26. Completed Node-RED flow 


Code (Arduino) 


Next, you are going to write code for connecting Arduino to the Internet using WiFi, 
reading light sensor data, and sending it to the Node-RED server as an HTTP request. 

Start your Arduino IDE and either type the code provided here or download it from 
book’s site and open it. All the code goes into a single source file (*. ino), but in order to 
make it easy to understand and reuse, it has been divided into five sections. 


e —_ External libraries 

e Internet connectivity (WiFi) 
e __ Read sensor data 

e HTTP (GET) 


e Standard functions 


External Libraries 


The first section of the code, as provided in Listing 4-3, includes all the external libraries 
required to run the code. Since you are connecting to the Internet wirelessly, the main 
dependency of code is on <WiFi.h>. 


Listing 4-3. Code for Including External Dependencies 


#include <SPI.h> 
Hinclude <WiFi.h> 
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Internet Connectivity (Wireless) 


The second section of the code defines variables, constants and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(Chapter 2) here. 


Read Sensor Data 


The third section of the code is provided in Listing 4-4. It defines variables, constants, and 
functions that are going to be used for reading sensor data. 

The readSensorData() function reads data from Analog Pin AO, and the result is 
between 0 and 1023. The greater the value returned, the brighter the light source. The 
light sensor value is assigned to the lightValue variable. 


Listing 4-4. Code for the Reading Light Sensor Data 
int lightValue; 


void readSensorData() 

{ 
//Read Light Sensor Value 
lightValue = analogRead(Ao) ; 


Serial.print("[INFO] Light Sensor Reading: "); 
Serial.println(lightValue) ; 


Data Publish 


The fourth section of the code is provided in Listing 4-5. It defines variables, constants, 
and functions that are going to be used for creating and sending an HTTP request to the 
server. This code is a slightly modified version of the HTTP GET that you developed in 
Chapter 3. 

The main modification in this code is its ability to open and close a connection to 
the server repeatedly. Apart from that, make sure to change the server and port values to 
your Node-RED server's values. The other changes include passing a lightValue variable 
in the request and invoking the /lightSensorTweet URL. 


Listing 4-5. Code for Starting the Node-RED Flow Using HTTP Request 


//IP address of the HTTP server 

char server[] = {"10.0.0.6"}; 

int port = 1880; 

unsigned long lastConnectionTime s= 0; 

const unsigned long postingInterval = 10L * 1000L; 
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void doHttpGet() 


} 


// Read all incoming data (if any) 
while (client.available()) 
i 


char c = client.read(); 
Serial.write(c); 


} 


Serial.println(); 
Serial.println("----------------------------------------------- Ss 
if (millis() - lastConnectionTime > postingInterval) 
client.stop(); 
//Read sensor data 


readSensorData(); 


// Prepare data or parameters that need to be posted to server 
String requestData = "requestVar=" + String(lightValue) ; 


Serial.println("[INFO] Connecting to Server"); 
// Check if a connection to server:port was made 
if (client.connect(server, port)) 
{ 
Serial.println("[INFO] Server Connected - HTTP GET Started"); 


// Make HTTP GET request 


client.println("GET /lightSensorTweet?" + requestData + " HTTP/1.1"); 


client.println("Host: " + String(server)); 
client.println("Connection: close"); 
client.print1n(); 


lastConnectionTime = millis(); 


Serial.println("[ INFO] HTTP GET Completed"); 
} 
else 
{ 
// Connection to server:port failed 
Serial.println("[ERROR] Connection failed"); 
} 
} 
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Standard Functions 


Finally, the code in the fifth and last section is provided in Listing 4-6. It implements 
Arduino’s standard setup() and loop() functions. 

The setup() function initializes the serial port and connects to the Internet. While 
it’s in the loop() function, it calls doHttpGet() at an interval of 5,000 milliseconds. The 
doHttpGet () function reads the sensor data and sends this sensor value to Node-RED in 
an HTTP request. 


Listing 4-6. Code for the Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


\ 


void loop() 
{ 


// Make HTTP GET request 
doHttpGet () ; 


delay(5000) ; 


Your Arduino code is now complete. 


Final Product 


To test the application, make sure your Node-RED server is up and running with the flow 
deployed. 

Also verify and upload the Arduino code, as discussed in Chapter 1. Once the code 
has been uploaded, open the Serial Monitor window. You will start seeing log messages 
similar to the ones shown in Figure 4-27. 
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[ Bom } /dev/cu.usbmodem1411 (Arduino Uno) 


COMPLEX FLOWS: NODE-RED 


| | Send | 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful [INFO] SSID: HOME-9252 
(INFO) BSSID: 90:C7:92:46:92:50 

[INFO] Signal Strength (RSSI): -47 

[INFO] Encryption Type: 4 

(INFO) IP Address: 10.0.0.13 

(INFO) MAC Address: 78:€4:E:2:94:BD 


(INFO) Light Sensor Reading: 1023 
[INFO] Connecting to Server 

(INFO) Server Connected - HTTP GET Started 
(INFO) HTTP GET Completed 

HTTP/1.1 200 OK 

X-Powered-By: Express 

Content-Length: 24 

Content-Type: text/html; charseteutf-8 
ETag: W/"18-HpHERatAjxnxCPOhLZ1PuQ” 
Date: Sat, @S5 Mar 2016 23:03:21 GMT 
Connection: close 


Sunny Outside! 1023 #IoT 


\) Autoscroll | No line ending 


) 


+) | 9600 baud 


Figure 4-27. Log messages from the light sensor tweet system 


Arduino will be continuously sending data to the server, so as soon as you put the 
sensor in bright light, the Node-RED flow condition will become true and a tweet will 
be sent. This is shown in Figure 4-28. There is no condition to send this once, so the 
application will keep sending tweets unless the sensor is moved away from bright light or 


turned off. 
CodifyThings @codifythings - Sis 


Sunny Outside! 882 #loT 


Figure 4-28. Tweet from the light sensor tweet system 


Summary 


In this chapter you learned about Node-RED and developed a simple flow that is initiated 
by Arduino. This flow publishes a tweet whenever a certain threshold value is crossed. 
You can utilize hundreds of readily available nodes in Node-RED to expedite your 


IoT application development. 
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lol Patterns: Realtime Clients 


An important pattern of IoT is the ability to sense data and make it available to users in 
realtime, such as with home monitoring solutions, perimeter security applications, and 
inventory alerts. 

In this chapter, you are going to build an example of this pattern, an intrusion 
detection system. Figure 5-1 shows components of an intrusion detection system. The 
first component is an Arduino device that has a motion sensor attached to it. The secon 
component is an MQTT broker. You will use the publish-subscribe model of MQTT for 


d 


sending intrusion detection notifications in realtime (for details, see Chapter 3). The final 
component of your IoT application is an Android app that subscribes to the MQTT broker 


and shows an alert notification to users whenever Arduino detects an intrusion and 
publishes a message to the MQTT broker. 


R 


Y)+ 0 


Device MOTT Broker Mobile App 


Figure 5-1. Components of the intrusion detection system 


© Adeel Javed 2016 
A. Javed, Building Arduino Projects for the Internet of Things, 
DOI 10.1007/978-1-4842-1940-9_5 
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Learning Objectives 


At the end of this chapter, you will be able to: 
e Read motion sensor data from Arduino 
e Publish sensor data to an MQTT broker 
e Build an Android app that subscribes to an MQTT broker 


e Display a notification in the app whenever a new message is 
published to the MQTT broker 


Hardware Required 


Figure 5-2 provides a list of all hardware components required for building the intrusion 
detection system. 


Motion Sensor (HC-SRS01) 


Arduino 
Jumper Cables 


ed 


WiFi Shield 


Breadboard 
fritzing 


Figure 5-2. Hardware required for the intrusion detection system 
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Software Required 


In order to develop the intrusion detection system, you need the following software: 
e Arduino IDE 1.6.4 or later version 


e Android Studio 1.5.1 or later 


In this section, you are going to build the circuit required for the intrusion detection 
system. This circuit uses an HC-SR501 motion sensor to detect intrusions. 


1. Make sure your Arduino is not connected to a power soutce, 
such as to a computer via a USB or a battery. 


2. Attach a WiFi shield to the top of Arduino. All the pins 
should align. 


3. Use jumper cables to connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


4. Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the motion sensor. 


5. To read motion sensor values, you need to connect a jumper 
cable from signal port of the motion sensor (usually the 
middle port) to digital port 3 of your Arduino. You can use 
other digital ports as well, but if you do, make sure to change 
the Arduino code appropriately. 


Your circuit is now complete and it should look similar to Figures 5-3 and 5-4. 
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fritzing 


Figure 5-3. Circuit diagram of the intrusion detection system 


Figure 5-4. Actual circuit of the intrusion detection system 
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Code (Arduino) 


Next you are going to write code for connecting Arduino to the Internet using WiFi, 
reading motion sensor data, and publishing it to an MQTT broker. 

Start your Arduino IDE and type the code provided here or download it from book’s 
site and open it. All the code goes into a single source file (*. ino), but in order to make it 
easy to understand and reuse, it has been divided into five sections. 


e _ External libraries 

e Internet connectivity (WiFi) 
e _ Read sensor data 

e MQTT (publish) 


e Standard functions 


External Libraries 


The first section of code is provided in Listing 5-1. It includes all external libraries 
required to run the code. This sketch has two main dependencies. For Internet 
connectivity, you need to include the <WiFi.h> (assuming you are using a WiFi shield) 
and for MQTT broker communication, you need to include <PubSubClient.h>. 


Listing 5-1. Code for Including External Dependencies 


#include <SPI.h> 
#include <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(from Chapter 2) here. 


Read Sensor Data 


The third section of code is shown in Listing 5-2. It defines variables, constants, and 
functions that are going to be used for reading the sensor data. 


Listing 5-2. Variables for Reading Motion Sensor Data 


int calibrationTime = 30; 

long unsigned int lowIn; 

long unsigned int pause = 5000; 
boolean lockLow = true; 

boolean takeLowTime; 

int pirPin = 3; 
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Listing 5-3 provides the code for the calibrateSensor() function, which waits for 
the motion sensor to calibrate properly. The sensor can take between 5 and 15 seconds 
to calibrate, so the code allows 30 seconds for sensor to calibrate. Once calibration is 
complete, the motion sensor is active and can start detection. If you do not give it enough 
time to calibrate, the motion sensor might return incorrect readings. 


Listing 5-3. Function to Calibrate the Motion Sensor 


void calibrateSensor() 

{ 
pinMode(pirPin, INPUT); 
digitalWrite(pirPin, LOW); 


Serial.println("[INFO] Calibrating Sensor "); 


for(int i = 0; i < calibrationTime; i++) 
{ 

Serial.print("."); 

delay(1000) ; 


} 


Serial.println(""); 

Serial.println("[INFO] Calibration Complete"); 
Serial.println("[INFO] Sensor Active"); 
delay(50); 


The readSensorData() function in Listing 5-4 reads data from Digital Pin 3 and the 
result is either HIGH or LOW. HIGHmeans motion was detected and LOW means there was no 
motion or the motion stopped. The additional condition if (1lockLow) is there to avoid 
publishing too many messages to the MQTT broker for the same motion. 


Listing 5-4. Code for Reading Motion Sensor Data 


void readSensorData() 


{ 
if(digitalRead(pirPin) == HIGH) 


if(lockLow) 
{ 
lockLow = false; 
Serial.print("[INFO] Activity Detected @ "); 
Serial.print(millis()/1000) ; 
Serial.print(" secs"); 
Serial.println(""); 
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// Publish sensor data to MOTT broker 
publishSensorData(); 


delay(50); 


} 


takeLowTime = true; 


‘i 
if(digitalRead(pirPin) == LOW) 


if(takeLowTime) 

| 
lowIn = millis(); 
takeLowTime = false; 


} 


if(!lockLow && millis() - lowIn > pause) 
i 


lockLow = true; 


Serial.print("[INFO] Activity Ended @ "); //output 
Serial.print((millis() - pause)/1000) ; 

Serial.print(" secs"); 

Serial.println(""); 


delay(50); 


Data Publish 


The fourth section of the code defines variables, constants, and functions that are going 
to be used for publishing the data to an MQTT broker. 

This is the same code that you saw in Chapter 3. You do not need to make any 
changes for the code to work, but it is recommended that you customize some of the 
messages so that they do not get mixed up with someone else using the same values. 
All values that can be changed have been highlighted in bold in Listing 5-5. If you are 
using your own MQTT server, make sure to change the server and port values. The two 
recommended changes include value of the topic variable and the name of the client 
that you need to pass while connecting to the MQTT broker. 
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Listing 5-5. Code for Publishing an MQTT Message 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883; 

char topic[] = {" codifythings/intrusiondetection" } ; 


void callback(char* topic, byte* payload, unsigned int length) 
{ 


//Handle message arrived 


} 


PubSubClient pubSubClient(server, port, 0, client); 


void publishSensorData() 


{ 
// Connect MOTT Broker 
Serial.println("[INFO] Connecting to MOTT Broker"); 


if (pubSubClient.connect ("arduinoIoTClient" ) ) 


{ 


Serial.println("[ INFO] Connection to MQTT Broker Successful"); 
} 


else 


{ 
Serial.println("[INFO] Connection to MOTT Broker Failed"); 


} 


// Publish to MOTT Topic 
if (pubSubClient.connected() ) 


Serial.println("[INFO] Publishing to MQTT Broker"); 

pubSubClient.publish(topic, "Intrusion Detected"); 

Serial.println("[ INFO] Publish to MOTT Broker Complete"); 
} 


else 


{ 
Serial.println("[ERROR] Publish to MOTT Broker Failed"); 


} 


pubSubClient.disconnect(); 
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Standard Functions 
The code in the fifth and final section implements Arduino’s standard setup() and 
loop() functions. 

In the setup() function, you initialize the serial port, connect to the Internet, and 
calibrate the sensor for correct readings, as shown in Listing 5-6. 
Listing 5-6. Code for Standard Arduino Function—setup() 
void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


// Calibrate motion sensor 
calibrateSensor(); 


In the loop() function, you only need to call the readSensorData() function, as 
shown in Listing 5-7. 
Listing 5-7. Code for Standard Arduino Function—loop() 
void loop() 
{ 
//Read sensor data 


readSensorData(); 


} 


Your Arduino code is now complete. 


Code (Android) 


This section provides instructions for developing an Android app that will fulfill the 
following two requirements: 


e Display a notification in realtime whenever motion is detected by 
the sensor 


e Create a simple screen where app users can see when last motion 
was detected 
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Project Setup 


In this section, you are going to create a new project in Android Studio to develop an 
app. Android Studio is the official IDE for Android platform development and can be 
downloaded from http: //developer.android.com/sdk/index.html. 

Start Android Studio and create a new Android Studio project. 

If you are on the Quick Start screen, as shown in Figure 5-5, click on the Start a New 
Android Studio Project option to create a new project. 


ee Android Studio 
Rs) Welcome to Android Studio 
= 
Recent Projects Quick Start 


Ee Start a new Android Studio project 
BS} Open an existing Android Studio project 
ry Import an Android code sample 

VES Check out project from Version Control 
ry Import project (Eclipse ADT, Gradle, etc.) 


BS Configure 


ig Docs and How-Tos 


Android Studio 1.2.2 Build 141.1980579. Check for updates now. 


Figure 5-5. Create new project from the Quick Start screen 
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If you are already in Android Studio, as shown in Figure 5-6, choose File > New > 
New Project to create a new Android Studio project. 


Edit View Navigate Code Analyze Refactor Build Run 


New Project... | 
Import Sample... Import Project... 
© Open... Project from Version Control > 
Open Recent > 
Close Project New Module... 

Import Module... 


Figure 5-6. Create new project from the Android Studio menu bar 


Figure 5-7 shows the new project configuration screen. Enter a name for the new 
project, for example, Intrusion Detection System. Enter your company or personal 
domain name. This will be used by Android Studio to define the package hierarchy of the 
Java code. Click Next. 


ee Create New Project 


New Project 


Android Studio 


Configure your new project 


Application name: Intrusion Detection System 
Company Domain: codifythings.com 


Package name: r difythings .intrusiondetectionsysterr Edit 


Project location: /Users /adeeljaved/Development/android-apps /intrusionDetectionSystem 


Figure 5-7. New project configuration 
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Note As anorm, package hierarchy is the domain name in reverse. Therefore, 
codifythings.com becomes com. codifythings.<packagename>. 


For this project, you are only going to run your app on an Android phone or tablet, so 
select Phone and Tablet for the target platform, as shown in Figure 5-8. 


e.@ Create New Project 


v4 Target Android Devices 


Select the form factors your app will run on 


Different platforms may require separate SDKs 


© Phone and Tablet 
Minimum SOK API 14: Android 4.0 (iceCreamSandwich) 


Lower API levels target more devices, but have fewer features available. 


By targeting API 14 and later, your app will run on approximately 97.3% of the devices 
that are active on the Google Play Store. 


Help me choose 
Wear 
Minimum SOK — API 21: Android 5.0 (Lollipop) 
WV 


Minimum SOK — API 21: Android 5.0 (Lollipop) 
Android Auto 

Glass 

Minimum SDK Class Development Kit Preview 


Cancel Previous {Net | 


Figure 5-8. Android device selection screen 


Your app requires a screen to display the time when the last intrusion was detected. 
To accomplish this, you need to create an activity. From the activity template selection 
screen, select Blank Activity; see Figure 5-9. Click Next. 
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Google AdMob Ads Activity 


Create New Project 


rR Add an activity to Mobile 


Add No Activity 


Empty Activity Fullscreen Activity 


7 e4" 


Master/Detail Flow Navigation Drawer Activity Scrolling Activity 


Google Maps Activity Login Activity 


Cancel Previous [Net | Finish 


Figure 5-9. Activity template selection screen 


Leave the default values for Activity Name, Layout Name, Title, and Menu Resource 
Name, as shown in Figure 5-10. The rest of the chapter will reference them with these 


same names. 
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e @ Create New Project 


rR Customize the Activity 


Creates a new blank activity with an app bar. 


a 


Layout Name activity_main 
Title MainActivity 
Menu Resource Name: = menu_main 


Use a Fragment 


Blank Activity 


Cancel | | Previous Next Finish | 
Figure 5-10. Activity customization screen 


Click Finish. Android Studio will create quite a few folders and files, as shown in 
Figure 5-11. These are the most important ones: 


e app > manifests > AndroidManifest.xml—A mandatory file 
required by the system that contains application information, 
such as required permissions, screens and services, etc. Most of 
the elements in this file are system-generated, but you can update 
it manually as well. 


© app > java > *.* - package-hierarchy—Contains all Java 
code and unit tests. 


e app > res > layout > *.xml—Contains layout XMLs for all 
screens. Determines how each screen will look, fonts, colors, 
position, etc. You can access any layout XML in Java using the 
auto-generated Java class R, such as R. layout.activity_main. 
To access an individual element in layout XML, you can use the 
syntax R.id.updated_field. 
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Android 7 © # | #- It 
v Capp 
v manifests 
'@ AndroidManifest.xml 
v java 
> E)com.codifythings.intrusiondetectionsystem 
> ©)com.codifythings.intrusiondetectionsystem (androidTest) 
v Cures 
[© drawable 
v layout 
o activity_main.xml 
'@& content_main.xml 
> menu 
[ mipmap 
© values 
§@ colors.xml 
> EJdimens.xml (2 
'@ strings.xml 
> EJstyles.xml (2) 


4v 


Figure 5-11. Default folders generated by Android Studio 
Screen Layout 
To start designing the screen layout, click on activity_main.xml in the App > Res > 


Layout folder. This will open the Main Activity screen. The default screen in Design view 
will look like Figure 5-12. 
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& content_mainxm! « 


Palette Oty [Le Enexus4- [)- G@noactontar ““mainacuvity: O- H23- Component Tree ==) e- +1 

© Layouts B-ea fe R QaRn : 
FrameLayout ves 
UnearLayout (Horizonta)) 
UnearLayout (Vertical) 
Tabletayout 

= TableRow 


! 
t 


Nothing to show 


= ProgressBar (Large) 
= ProgressBar (Normal) 
== ProgressBar (Small) 
= ProgressBar (Morizontal) 
+ SeekBar 
* RatingBar 

* Spinner 


Mata te rmes 


Design Text 


Figure 5-12. Default development view of Android Studio 


There are two options to customize screen layout. You can either use the drag-and- 
drop feature in Design view or manually edit the XML file in Text view. We are going to 
directly edit the XML in Text view. 

Switch to Text view and you will be able to see the screen layout in XML, as shown 
in Listing 5-8. This layout file acts as a container for other sub-layout files. As you can 
see in Listing 5-8, content_main is included in the activity_main.xml layout file. 


Listing 5-8. Default Text View of activity_main.xml 


< <?xml version="1.0" encoding="utf-8"?> 
<android.support.design.widget.CoordinatorLayout xmlns:android="http:// 
schemas.android.com/apk/res/android" 

xmlns:app="http://schemas.android.com/apk/res-auto" 

xmlns:tools="http://schemas.android.com/tools" 

android: layout_width="match_parent" 

android: layout_height="match_parent" 

android: fitsSystemWindows="true" 

tools:context="com.codifythings. intrusiondetectionsystem.MainActivity"> 


<android.support.design.widget .AppBarLayout 
android: layout_width="match_parent" 
android: layout_height="wrap_content" 
android: theme="@style/AppTheme. AppBarOverlay"> 


<android.support.v7.widget. Toolbar 
android: id="@+id/toolbar" 
android: layout_width="match_parent" 


90 


www.it-ebooks.info 


CHAPTER 5 — IOT PATTERNS: REALTIME CLIENTS 


android: layout_height="?attr/actionBarSize" 
android: background="?attr/colorPrimary" 
app: popupTheme="@style/AppTheme.PopupOverlay" /> 


</android.support.design.widget.AppBarLayout> 
<include layout="@layout/content_main" /> 


<android.support.design.widget.FloatingActionButton 
android: id="@+id/fab" 
android: layout_width="wrap_ content" 
android: layout_height="wrap_ content" 
android: layout_gravity="bottom|end" 
android: layout_margin="@dimen/fab_margin" 
android: src="@android:drawable/ic_dialog email" /> 


</android.support.design.widget .CoordinatorLayout> 


The activity_main.xml file adds a toolbar and a floating action button on the 
view. None of these widgets is required in this app, so you will remove those two. After 
removing the toolbar and floating action button, activitiy_main.xml should look 
similar to Listing 5-9. 


Listing 5-9. activity_main.xml] Without the Toolbar and Floating Action Button 


<?xml version="1.0" encoding="utf-8"?> 
<android.support.design.widget.CoordinatorLayout xmlns:android="http:// 
schemas.android.com/apk/res/android" 
xmlns:app="http://schemas.android.com/apk/res-auto" 
xmlns:tools="http://schemas.android.com/tools" 
android: layout_width="match_parent" 
android: layout_height="match_parent" 
android: fitsSystemWindows="true" 
tools:context="com.codifythings.intrusiondetectionsystem.MainActivity"> 


<include layout="@layout/content_main" /> 
</android.support.design.widget .CoordinatorLayout> 


It is recommended to add custom content in the content_main. xml file. Listing 5-10 
shows the default code of content_main. xml. 


Listing 5-10. Default Text View of content_main.xml 


<?xml version="1.0" encoding="utf-8"?> 

<RelativeLayout xmlns:android="http://schemas.android.com/apk/res/android" 
xmlns:app="http://schemas.android.com/apk/res-auto" 
xmlns:tools="http://schemas.android.com/tools" 
android: layout_width="match_parent" 
android: layout_height="match_parent" 
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android: paddingBottom="@dimen/activity_vertical_margin" 

android: paddingLeft="@dimen/activity_horizontal_margin" 

android: paddingRight="@dimen/activity_horizontal_margin" 

android: paddingTop="@dimen/activity_vertical_margin" 

app: layout_behavior="@string/appbar_ scrolling view behavior" 
tools:context="com.codifythings. intrusiondetectionsystem.MainActivity" 
tools:showIn="@layout/activity_main"> 


<TextView 
android: layout_width="wrap content” 
android: layout_height="wrap_content" 
android:text="Hello World!" /> 
</RelativeLayout> 


You are going to start by first removing the existing TextView element for Hello 
World shown in Listing 5-11. 


Listing 5-11. Remove Default Element from content_main.xml 


<TextView 
android: layout_width="wrap content” 
android: layout_height="wrap_content" 
android:text="Hello World!" /> 


Next, add the ImageView element provided in Listing 5-12 to content_main. xml. This 
will display an intruder image. 


Listing 5-12. Add an ImageView element to content_main.xml 


<ImageView 
android: id="@+id/intrusion_icon" 
android: src="@drawable/intrusion_ icon" 
android: layout_width="wrap_ content" 
android: layout_height="wrap_ content" 
android: layout_centerHorizontal="true" 
android: layout_centerVertical="true" 
/> 


The element references an image called intrusion_icon, so you need to paste an 
image named intrusion_icon.png to the App > Res > Drawable folder, as shown in 


Figure 5-13. You can upload your own image or download the one in the example from 
https://openclipart.org/detail/212125/walking. 
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Copy 


Copy file /Users/adeeljaved /Desktop/intrusion_icon.png 


New name: intrusion_icon.png 


To directory: pment/loT_Code/IntrusionDetectionSystem/app/src/main/res/drawable ¥ 
Use “Space for path completion 


® 


Cancel) (OK) 


Figure 5-13. Dialog box for adding an image to an app 


As provided in Listing 5-13, add a second element TextView. This will display the 
time when the last motion was detected. 


Listing 5-13. Add a TextView Element to content_main.xml 


<TextView 


android: 


android 


android 
/> 


id="@+id/updated_field" 


:layout_width="wrap_ content" 
android: 
android: 
android: 
android: textAppearance="?android: attr/textAppearanceMedium" 
android: 
android: 


:text="Intrusion Detected @ " 


layout_height="wrap_content" 
layout_centerHorizontal="true" 
layout_below="@+id/intrusion_icon" 


textSize="20sp" 
textColor="#000000" 


Your app’s screen layout is ready, and it should look similar to Figure 5-14. 
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1@ activity_main.xm! « 
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‘Ab Large Text 
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\AD Small Text 
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 CheckBox 
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=» ToggleButton 
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== ProgressBar (Normal) 
= ProgressBar (Small) 
= ProgressBar (Horizontal) 
** SeekBar 
® RatingBar 

* Spinner 


eee 


Design Text 


Nothing to show 


Figure 5-14. Final screen layout of app 


Screen Logic 


Next you are going to add logic to the screen that will make it dynamic and create a 
notification when a new message is received from the sensor. 

Open the MainActivity. java file from the App > Java > com.codifythings. 
intrusiondetectionsystem package. By default, there will be three methods auto- 
generated by Android Studio, as shown in Listing 5-14. 


Listing 5-14. Default Code for MainActivity.java 


public class MainActivity extends AppCompatActivity { 


{ 
@Override 
protected void onCreate(Bundle savedInstanceState) { ... } 
@Override 
public boolean onCreateOptionsMenu(Menu menu) { ... } 
@Override 
public boolean onOptionsItemSelected(MenuItem item) { ... } 
} 
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For now you are going to add two new methods. The first method is provided in 
Listing 5-15. It’s updateView(...) and will update the screen with new messages from the 
sensor. 


Listing 5-15. Add the updateView(...) Method to MainActivity.java 


public void updateView(String sensorMessage) { 
try { 
SharedPreferences sharedPref = getSharedPreferences( 
"com. codifythings.motionsensorapp.PREFERENCE FILE KEY", 
Context .MODE_ PRIVATE); 


if (sensorMessage == null || sensorMessage == "") { 
sensorMessage = sharedPref.getString("lastSensorMessage", 
"No Activity Detected"); 
} 


final String tempSensorMessage = sensorMessage; 


runOnUiThread(new Runnable() { 
@O0verride 
public void run() { 


TextView updatedField = (TextView) 
findViewById(R.id.updated field) ; 
updatedField.setText (tempSensorMessage) ; 
} 
})5 


SharedPreferences.Editor editor = sharedPref.edit(); 
editor. putString("lastSensorMessage", sensorMessage) ; 
editor.commit(); 

} catch (Exception ex) { 
Log.e(TAG, ex.getMessage()); 

} 


The second method is provided in Listing 5-16. Itis createNotification(...) and 
will create a realtime notification on a phone or tablet to alert the users. 


Listing 5-16. Add the createNotification(...) Method to MainActivity.java 


public void createNotification(String notificationTitle, 
String notificationMessage) { 
NotificationCompat.Builder mBuilder = 
new NotificationCompat .Builder(getApplicationContext()) 
.setSmallIcon(R.drawable.notification_template_icon_bg) 
.setContentTitle(notificationTitle) 
.setContentText (notificationMessage) ; 
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// Creates an explicit intent for an Activity in your app 
Intent resultIntent = new Intent(getApplicationContext(), 
MainActivity.class); 


// The stack builder object will contain an artificial back 

// stack for the started Activity. This ensures that navigating 

// backward from the Activity leads out of your application to the 

// Home screen. 

TaskStackBuilder stackBuilder = 
TaskStackBuilder.create(getApplicationContext()); 


// Adds the back stack for the Intent (but not the Intent itself) 
stackBuilder.addParentStack(MainActivity.class) ; 


// Adds the Intent that starts the Activity to the top of the stack 
stackBuilder.addNextIntent(resultIntent) ; 


PendingIntent resultPendingIntent = 
stackBuilder.getPendingIntent(0, 
PendingIntent.FLAG UPDATE_CURRENT) ; 


mBuilder.setContentIntent (resultPendingIntent) ; 
NotificationManager mNotificationManager = (NotificationManager) 
getSystemService(Context.NOTIFICATION SERVICE) ; 


// mid allows you to update the notification later on. 
mNotificationManager.notify(100, mBuilder.build()); 


MQTT Client 


The final piece of your app is the MQTT client. It will connect to an MQTT server and 
subscribe to the codifythings/intrusiondetection topic. 

In order to communicate with an MQTT broker, your app requires MQTT libraries. 
Therefore, download the following two libraries: 


e = MOQTT client library: https://eclipse.org/paho/clients/java/ 


e Android service library: https: //eclipse.org/paho/clients/ 
android/ 


Once you have downloaded both JAR files, switch the view of Android Studio from 
Android to Project, as shown in Figure 5-15. 
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Packages 
Scratches 
Android 
Project Files 
Problems 
Production 
Tests 


Figure 5-15. Switch the perspective from Android to Project 


Expand IntrusionDetectionSystem > App and paste both libraries into the libs 
folder. Figure 5-16 shows the libs folder where both libraries need to be pasted. 


v (QintrusionDetectionSystem (~/Development/! 
> ©.gradle 
> ©.idea 
vy Ciapp 
> | build 
Olibs sl : 
> Msre 3 Cut 3X 
=) .gitignore [Copy #C 
Dl app.imi Copy Path CEC 
© build.gradle Copy as Plain Text 
[| proguard-rules.pro Copy Reference XO#C 
> Cibuild 


Figure 5-16. Import library to resolve dependencies 
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Figure 5-17 shows the dialog box that will be presented when you paste the 
MQTT library. 


[ om Copy 


Copy file /Users/adeeljaved /.iceClient/libs/org.eclipse.paho.clientmattv3 jar 


New name: 


org.eclipse.paho.client.mattv3.jar 
To directory: 


/adeeljaved/Development/loT_Code/IntrusionDetectionSystem/app/libs * 
Use “Space for path completion 


@ Cancel | (OKE 
Figure 5-17. Import MQTT library 


Figure 5-18 shows the dialog box that will be presented when you paste the Android 
Service library. 


e@..°8 Copy 

Copy file /Users/adeeljaved /Downloads/org.eclipse.paho.android.service-1.0.2.jar 
New name: org.eclipse.paho.android.service- 1.0.2.jar 

To directory: 


/adeeljaved/Development/loT_Code/IntrusionDetectionSystem/app/libs * 
Use “Space for path completion 


2) _ Cancel |—oK | 


Figure 5-18. Import Android Service library 


As shown in Figure 5-19, right-click on the newly added libraries and click on the 


Add As Library option. You can do this for both libraries individually or select both and 
then add them as libraries. 


Local History 
© Synchronize ‘org.eclipse.paho.android.service-1.0.2.jar' 
Reveal in Finder 


> 


Compare With... #D 
Add As Library... 


Figure 5-19. Add the imported files as libraries 
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As shown in Figure 5-20, select App from the Add to Module option. Click OK and 
switch back to the Android view. 


@ 9 @ Create Library 


Add to module: | Saapp +) 


| Cancel | —o%—. 


Figure 5-20. Add libraries to app module 


Next you are going to write code to communicate with the MQTT broker. As shown in 
Figure 5-21, right-click on the top-level package (in the example, it is com. codifythings. 
intrusiondetectionsystem) and choose New » Java Class. 


vy Coapp New > @ Java Class 
¥ Comanifests ? '® Android resource file 
@ AndroidManifest.xml % Cut %X © Android resource directory 
y Dijava (i) Copy 2 File 
¥ ©) com.codifythings.intrusiondetectionsystem Copy Path GRO Package 
© © MainActivity Copy as Plain Text Mh ticne Bidens 


Figure 5-21. Add a new class 


Enter MOTTClient in the Name field and click OK, as shown in Figure 5-22. 


e@.4.°8 Create New Class 
Name: MQTTClient TL 
Kind: | © Class a) 


Figure 5-22. Enter new class name 
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Android Studio will generate an empty class file with the default code, as shown in 
Listing 5-17. 


Listing 5-17. Default Code for MQTTClient.java 


public class MQTTClient 
{ 


} 


Next you are going to add code to the MOTTClient that will connect and subscribe to an 
MOTT broker, and whenever a new message is received to the subscribed topic, code will 
update the app’s user interface. Listing 5-18 provides the complete code for MOTTClient. 


Listing 5-18. Complete Code of MQTTClient.java 


package com.codifythings. intrusiondetectionsystem; 
import android.util.Log; 


import org.eclipse.paho.client.mqttv3.IMqttDeliveryToken; 

import org.eclipse.paho.client.mqttv3.MqttCallback; 

import org.eclipse.paho.client.mqttv3.MqttClient; 

import org.eclipse.paho.client.mqttv3.MqttConnectOptions ; 

import org.eclipse.paho.client.mqttv3.MqttException; 

import org.eclipse.paho.client.mgttv3.MqttMessage; 

import org.eclipse.paho.client.mqttv3.persist.MemoryPersistence; 


import java.text.DateFormat; 
import java.util.Date; 


public class MQTTClient { 
private static final String TAG = "MOTTClient”; 
private String mqttBroker = "tcp://iot.eclipse.org:1883"; 
private String mqttTopic = "codifythings/intrusiondetection"; 
private String deviceId = "androidClient"; 


// Variables to store reference to the user interface activity. 
private MainActivity activity = null; 


public MOQTTClient(MainActivity activity) { 
this.activity = activity; 
} 


public void connectToMQTT() throws MqttException { 
// Request clean session in the connection options. 
Log.i(TAG, "Setting Connection Options"); 
MgttConnectOptions options = new MqttConnectOptions(); 
options.setCleanSession(true) ; 
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// Attempt a connection to MOTT broker using the values of 

// connection variables. 

Log.i(TAG, "Creating New Client"); 

MgttClient client = new MqttClient(mqttBroker, deviceId, new 
MemoryPersistence()); 

client.connect (options) ; 


// Set callback method name that will be invoked when a new message 
// is posted to topic, MqttEventCallback class is defined later in 
// the code. 

Log.i(TAG, "Subscribing to Topic"); 

client.setCallback(new MqttEventCallback()); 


// Subscribe to topic "codifythings/intrusiondetection", whenever a 
// new message is published to this topic 

// MqttEventCallback.messageArrived will be called. 
client.subscribe(mqttTopic, 0); 


} 


// Implementation of the MqttCallback.messageArrived method, which is 
// invoked whenever a new message is published to the topic 
// “codifythings/intrusiondetection". 
private class MqttEventCallback implements MqttCallback { 

@Override 

public void connectionLost(Throwable argo) { 

// Do nothing 
} 


@Override 

public void deliveryComplete(IMqttDeliveryToken argo) { 
// Do nothing 

} 


@Override 
public void messageArrived(String topic, final MqttMessage msg) 
throws Exception { 
Log.i(TAG, "New Message Arrived from Topic - " + topic); 
try { 
// Append the payload message "Intrusion Detected" 
// with "@ Current Time". 
DateFormat df = DateFormat.getDateTimeInstance(); 
String sensorMessage = new String(msg.getPayload()) + " @ " 
+ df.format(new Date()); 


// User is not going to be on the screen all the time, 

// so create a notification. 

activity.createNotification("Intrusion Detection System", 
sensorMessage) ; 
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// Update the screen with newly received message. 
activity.updateView(sensorMessage) ; 

} catch (Exception ex) { 
Log.e(TAG, ex.getMessage()); 

} 


In Listing 5-18, variable TAG will be used while logging so that you can identify your 
app’s messages in the log. 

The mqttBroker, mqttTopic, and deviceld variables define the MQTT broker your 
app will connect to, the topic that your app is subscribing to, and the device ID that will 
show up on the server when your app successfully connects. 

The activity variable is defined to store a reference of user interface activity so that 
you can directly make updates. 

The code for connecting and subscribing to the MQTT broker goes in the 
connectToMQTT() method. Initialize a new MqttClient and connect it to the iot. 
eclipse.org:1883 server with a clean session. You need to execute your code whenever 
a new message is published to the codifythings/intrusiondetection queue, so first 
set the callback method by providing a new instance of MqttEventCallback and then 
subscribe to the topic codifythings/intrusiondetection. 

Once you subscribe to a topic and set a callback method, the MQTT library will 
always call your MqttCallback.messageArrived method. So now you need to provide 
implementation that specifies what to do when a new message has arrived. 

Your app has two requirements. It needs to create a new notification for users and 
to update the screen with the latest time the activity was detected. You have already 
implemented these two methods in the MainActivity class, so you are going to use the 
activity reference and call the createNotification and updateView methods. 

Both the screen and MQTT client are now ready, but you have not yet added the 
code in the MainActivity class that actually starts the MQTTClient whenever the app 
is created. So update the onCreate() method of the MainActivity class to update the 
screen with an empty string and start the MQTTClient. Since you removed toolbar and 
floating action button from activity_main. xml, you will need to remove the reference in 
the onCreate method as well. The final code for MainActivity is provided in Listing 5-19, 
with the changes in the onCreate() method highlighted. 


Listing 5-19. Complete Code of MainActivity.java 


package com.codifythings. intrusiondetectionsystem; 


import android.app.NotificationManager ; 
import android.app.PendingIntent; 

import android.app.TaskStackBuilder ; 
import android.content.Context; 

import android.content. Intent; 

import android.content.SharedPreferences; 
import android.os.Bundle; 
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import 
import 
import 
import 
import 
import 


public 


android. 
android. 


android.util.Log; 
android.view.Menu; 


android. 
android. 


class MainActivity extends AppCompatActivity { 
private static final String TAG = "MainActivity"; 


@Override 
protected void onCreate(Bundle savedInstanceState) { 
super.onCreate(savedInstanceState) ; 

setContentView(R.layout.activity_main) ; 


updateView(""); 


try 
{ 


MOTTClient client = new MOTTClient(this) ; 


CHAPTER 5 


support.v4.app.NotificationCompat ; 
support.v7.app.AppCompatActivity; 


view.MenuItem; 
widget. TextView; 


client. connectToMOTT(); 


Log.e(TAG, ex.getMessage()); 


} 
catch(Exception ex) 
{ 
} 
} 
@Override 


public boolean onCreateOptionsMenu(Menu menu) { 
// Inflate the menu; this adds items to the action bar if it 
// is present. 
getMenuInflater().inflate(R.menu.menu_main, menu); 
return true; 


@Override 
public boolean onOptionsItemSelected(Menultem item) { 

// Handle action bar item clicks here. The action bar will 

// automatically handle clicks on the Home/Up button, so long 
// as you specify a parent activity in AndroidManifest.xml. 
int id = item.getItemId(); 


//noinspection SimplifiableIfStatement 
if (id == R.id.action settings) { 


} 


return true; 
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return super.onOptionsItemSelected(item) ; 


} 


//Custom function that renders view 
public void updateView(String sensorMessage) { 
try { 
SharedPreferences sharedPref = getSharedPreferences( 
"com. codifythings.motionsensorapp.PREFERENCE_FILE_KEY", 
Context .MODE_PRIVATE) ; 


if (sensorMessage == null || sensorMessage == "") { 
sensorMessage = sharedPref.getString("lastSensorMessage", 
"No Activity Detected"); 
} 


final String tempSensorMessage = sensorMessage; 


runOnUiThread(new Runnable() { 
@Override 
public void run() { 


TextView updatedField = (TextView) 
findViewById(R.id.updated field) ; 
updatedField.setText(tempSensorMessage) ; 
} 
})3 


SharedPreferences.Editor editor = sharedPref.edit(); 
editor.putString("lastSensorMessage", sensorMessage) ; 
editor.commit(); 

} catch (Exception ex) { 
Log.e(TAG, ex.getMessage()); 

} 


} 


public void createNotification(String notificationTitle, 
String notificationMessage) { 
NotificationCompat.Builder mBuilder = 
new NotificationCompat .Builder(getApplicationContext()) 
.setSmallIcon(R.drawable.notification template _icon_bg) 
.setContentTitle(notificationTitle) 
.setContentText (notificationMessage) ; 


// Creates an explicit intent for an Activity in your app 
Intent resultIntent = new Intent(getApplicationContext(), 
MainActivity.class); 
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// The stack builder object will contain an artificial back 

// stack for the started Activity. This ensures that navigating 

// backward from the Activity leads out of your application to the 

// Home screen. 

TaskStackBuilder stackBuilder = 
TaskStackBuilder.create(getApplicationContext()); 


// Adds the back stack for the Intent (but not the Intent itself) 
stackBuilder.addParentStack(MainActivity.class); 

// Adds the Intent that starts the Activity to the top of the stack 
stackBuilder.addNextIntent(resultIntent) ; 


PendingIntent resultPendingIntent = 
stackBuilder.getPendingIntent(0, 
PendingIntent.FLAG UPDATE_CURRENT) ; 
mBuilder.setContentIntent(resultPendingIntent) ; 
NotificationManager mNotificationManager = (NotificationManager) 


getSystemService(Context.NOTIFICATION SERVICE) ; 


// mid allows you to update the notification later on. 
mNotificationManager.notify(100, mBuilder.build()); 


Finally, you need to update AndroidManifest.xml under the App > Manifests folder. 
Your app uses MqttService in the backend, so you need to add a reference to the service. 
Your app also needs to access the Internet for connecting to the MQTT broker, so add the 
Internet permissions in AndroidManifest.xml as well. Listing 5-20 provides the code that 
needs to be added to AndroidManifest. xml. 


Listing 5-20. Add App Permissions in AndroidManifest.xml 


<!-- MOTT Service --> 
<service android:name="org.eclipse.paho.android.service.MqttService" > 
</service> 


<uses-permission android:name="android.permission. INTERNET" /> 
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The Final Product 


To test the application, verify and upload the Arduino code, as discussed in Chapter 1. 
Once the code has been uploaded, open the Serial Monitor window. You will start seeing 
log messages similar to ones shown in Figure 5-23. 


eee /dev/cu.usbmodem1411 (Arduino Uno) 
Send — 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful 

[INFO] SSID: HOME-9252 

[INFO] BSSID: 90:C7:92:46:92:50 

[INFO] Signal Strength (RSSI): -45 

[INFO] Encryption Type: 4 

[INFO] IP Address: 10.0.0.13 

{INFO} MAC Address: 78:(4:E:2:94:BD 


[INFO] Calibration Complete 
[INFO] Sensor Active 


_ Autoscroll _Nolineending + 9600 baud +} 


Figure 5-23. Log messages from the intrusion detection system 


In Android Studio, deploy and run the app on your Android device by choosing Run > 
Run ‘App’ from the menu bar, as shown in Figure 5-24. 


GRE Tools VCS Window Help 


> Run ‘app' AR 
si Debug ‘app’ AD 
ve 

> Run... AXR 
# Debug... AXD 
[-y Edit Configurations... 


bd 


Figure 5-24. Deploy and run the app from Android Studio 
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If you have an Android device connected to your computer, Android Studio will 
prompt you to use your existing running device or launch a new emulator to run the app. 


As shown in Figure 5-25, select the emulator or device that you want to test your app on 
and click OK. 


Choose Device 


© Choose a running device 


Device Serial Number State Compatible 
ls Motorola DROID RAZR Android 4.1.2 (API 16) (0A3C0C120200500E ‘Online |Yes 
Launch emulator 

Android virtual device Nexus 5 API 22 x86 

Use same device for future launches 
2 Cancel | OK 

Figure 5-25. Select the device to deploy and run app 
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Open the device where your app was deployed. If your app is not already running, 
locate your app on the device and run it. Figure 5-26 shows the default view of your app. 


Intrusion Detection System 


No Activity Detected 


Figure 5-26. Default view of the Android app 
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Make some movement in front of your motion sensor. As soon as the sensor detects 
the motion, a message will be published to the MQTT broker and your app will display a 
notification, as shown in Figure 5-27. 


Intrusion Detection System 


Figure 5-27. Intrusion notification from the Android app 
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Click on the notification to open the app screen. It will display the last time an 
intrusion was detected, as shown in Figure 5-28. 


Intrusion Detection System 


Intrusion Detection System @ Nov 2, 
2015 8:32:54 PM 


Figure 5-28. Intrusion details in Android app 


Summary 


In this chapter, you learned about realtime clients, a very important pattern of loT 
applications. You developed an intrusion detection system with an Android app as a 
client to illustrate this pattern. 

The Android app is just one example and clients can be of many different types, 
including iOS, wearables, web-based apps, etc. 
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lol Patterns: Remote Control 


Remote control is currently one of the most popular IoT patterns. Examples of this 
pattern can be found in IoT applications that let you remotely control things such as 
lights, thermostats, and garage doors using handheld devices or computers. It has mainly 
been used for home automation applications so far. 

In this chapter, you are going to build a lighting control system. Figure 6-1 shows 
components of a lighting control system. The first component is an Android app that lets 
users control lights. It publishes messages to an MQTT broker whenever the user taps 
on the app screen. The second component is an MQTT broker, and the final component 
of this loT application is an Arduino device that turns lights on or off based on messages 
received from the MQTT broker. 


0 
i q 
0 1 
ql q 
i} 
ql q 
vl ; Oe 
0 
q q 
i} 
. 0 q : 
Mobile App il MOTT Broker i Device 
Figure 6-1. Components of the lighting control system 
© Adeel Javed 2016 111 
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Learning Objectives 

At the end of this chapter, you will be able to: 
e — Write code to turn LEDs connected to Arduino on or off 
e Subscribe Arduino to an MQTT broker 
e Build an Android app that publishes to an MQTT broker 


Hardware Required 


Figure 6-2 provides a list of all hardware components required for building this lighting 
control system. 


os m= OOWo.. 


ax™m Arduino 


LED 2200 Resistor 


Jumper Cables 


Arduino 


eee ee eee ee ee 
eee ee eee ee ee ee 


Breadboard WiFi Shield 


fritzing 


Figure 6-2. Hardware required for this lighting control system 
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Software Required 


In order to develop this lighting control system, you need the following software: 


Circuit 


Arduino IDE 1.6.4 or later 
Android Studio 1.5.1 or later 


In this section, you are going to build the circuit required for the lighting control system. 


1. 


Make sure your Arduino is not connected to a power source, 
such as to a computer via a USB or a battery. 


Attach a WiFi shield to the top of the Arduino. All the pins 
should align. 


Unlike previous circuits, you do not want to power your 
breadboard all the time, instead you want to control it. So 
use a jumper cable to connect digital port 3 of your Arduino 
to power (+) port on the breadboard. You will use this port to 
turn the LED on and off. 


Use jumper cables to connect the ground (GND) port on 
Arduino to the ground (-) port on the breadboard. 


Attach an LED to your breadboard. 


Use the jumper cable to connect the power (+) port of the 
breadboard to the power (+) port of the LED. 


Attach a 220Q resistor between the ground (-) port of the 
breadboard and the ground (-) port of the LED. 


Your circuit is now complete and should look similar to Figures 6-3 and 6-4. 
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Figure 6-3. Circuit diagram of the lighting control system 
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Figure 6-4. Actual circuit of the lighting control system 


Code (Android) 


This section provides instructions for developing an Android app that will allow users to 
tap on the screen to turn the lights on and off. 


Project Setup 


In this section, you are going to create a new project in Android Studio to develop an app. 
Start Android Studio and create a new Android Studio project. 
If you are on the Quick Start screen, as shown in Figure 6-5, then click on Start a New 
Android Studio Project to create a new project. 
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ee Android Studio 


® Welcome to Android Studio 


Recent Projects Quick Start 
Ew Start a new Android Studio project 
& Open an existing Android Studio project 
ry Import an Android code sample 
Ss Check out project from Version Control 
Ge Import project (Eclipse ADT, Gradle, etc.) 


BS Configure 2 


eg Docs and How-Tos > 


Android Studio 1.2.2 Build 141.1980579. Check for updates now. 


Figure 6-5. Create a new project from the Quick Start screen 


If you are already in Android Studio, as shown in Figure 6-6, choose File > New > 
New Project to create a new Android Studio project. 


Edit View Navigate Code Analyze Refactor Build Run 


New Project... 
import Sample... Import Project... 
© Open... Project from Version Control > | 
Open Recent > 
Close Project New Module... 


Import Module... 


Figure 6-6. Create new project from the Android Studio menu bar 
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Figure 6-7 shows the new project configuration screen. Enter the name for the new 
project as Lighting Control System. Enter your company or personal domain name, 
as this will be used by Android Studio to define the package hierarchy of the Java code. 
Click Next. 


e @ Create New Project 


New Project 


Android Studio 


Configure your new project 


Application name: Lighting Control System 
Company Domain: codifythings.com 


Package name. 


a] 
i 
in 


Project location: /Users /adeeljaved/Development/android-apps/LightingControlSystem 


Figure 6-7. New project configuration 


Note Asanorm, package hierarchy is the domain name in reverse, so codifythings.com 
becomes com.codifythings .<packagename>. 


For this project, you are only going to run your app on an Android phone or tablet. 
As shown in Figure 6-8, check Phone and Tablet as the target platform and click Next. 
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ee Create New Project 


KR Target Android Devices 


Select the form factors your app will run on 


Different platforms may require separate SDKs 
© Phone and Tablet 


Minimum SOK — API 14: Android 4.0 (iceCreamSandwich) 


Lower API levels target more devices, but have fewer features available. 


By targeting API 14 and later, your app will run on approximately 97.3% of the devices 
that are active on the Coogle Play Store. 


Help me choose 
Minimum SDK | API 21: Android 5.0 (Lollipop) 


Minimum SOK API 21: Android 5.0 (Lollipop) 
Minimum SOK | Glass Development Kit Preview 


Cancel Previous | [SuNextes) — Finish 


Figure 6-8. Android device selection screen 


Your app requires a screen where users can tap to turn lights on or off. To accomplish 
this, you need to create an activity. So, from the Activity Template selection screen, 
choose Blank Activity, as shown in Figure 6-9. Click Next. 
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r% Add an activity to Mobile 


—_ FA = 
Blank Activity Empty Activity Fullscreen Activity Google AdMob Ads Activity 
Xe 


Master/Detail Flow Navigation Drawer Activity Scrolling Activity 


_Gancel_) (Previous | (NG) Finish 


Figure 6-9. Activity template selection screen 


Leave the default values for Activity Name, Layout Name, Title, and Menu 
Resource Name, as shown in Figure 6-10. The rest of the chapter references them with 


these same names. 
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ee Create New Project 


Creates a new blank activity with an app bar. 
peti ame: iad 

Layout Name activity_main 

Title: MainActivity 

Menu Resource Name: =menu_main 


() Use a Fragment 


Blank Activity 


if true, the content will be a fragment 


Cancel Previous Next | Finish | 


Figure 6-10. Activity customization screen 


Click on Finish. Android Studio will create quite a few folders and files, as shown in 
Figure 6-11. These are the most important ones: 


e app > manifests > AndroidManifest.xml: A mandatory file 
required by the system that contains application information such 
as required permissions, screens and services, etc. Most of the 
elements in this file are system-generated, but you can update it 
manually as well. 


© app > java > *.* - package-hierarchy: This folder contains 
all Java code and unit tests. 


e app > res > layout > *.xml: This folder contains layout XMLs 
for all screens, including how each screen will look, fonts, colors, 
position, etc. You can access any layout XML in Java using the 
auto-generated Java class R, such as R. layout.activity_main. To 
access an individual element in layout XML, you can use syntax 
R.id.updated_ field. 
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© LightingControlSystem Ca app Oo src ex main ) Ca res Ej layout » 


” Android 5 | 
v Clapp 
v manifests 
i AndroidManifest.xml 
v java 
> E)com.codifythings.lightingcontrolsystem 
> E)com.codifythings.lightingcontrolsystem (androidTest) 
v (Cures 
[= drawable 
v EJlayout 
i@ activity_main.xml 
'@ conte nt_main.xml 
> EJmenu 
[= mipmap 
J values 
'@ colors.xml 
> EJdimens.xml (2) 
'@ strings.xml 
> EE styles.xml (2) 


©, Captures 


Project 


s1 


ect 2: Structure 


qv 


Figure 6-11. Default folders generated by Android Studio 


Screen Layout 


To start designing the layout of the screen, click on the activity_main.xml file in the 
App » Res > Layout folder, which will open the Main Activity screen. The default screen 
in Design view will look like Figure 6-12. 


121 


www.it-ebooks.info 


CHAPTER 6 — IOT PATTERNS: REMOTE CONTROL 


Palette tm Che Binexus4- P)- @woactionsar ““mainactivty- @- §23- Component Tree = =\e- ~ 
© Layouts @-ag fe RARG 1, YE Shown in @tayout/activity.main 
FrameLayout 
UnearLayout (Horizontal) Ab TextView ~ “Hello Work! 
UnearLayout (Vertical) 
TableLayout 
= TableRow 
GridLayout 
© RelativeLayout 
1D Widgets 
AD Plain TextView 
Am Large Text 
A> Medium Text 
AB Small Text 
= Button 
© Small Button 
@ RadioButton 
of CheckBox 
© Switch 
= ToggleButton 
@ ImageButton 
Eh imageview 
== ProgressBar (Large) 
= ProgressBar (Normal) 
= ProgressBar (Small) 
= ProgressBar (Horizontal) 
oo SeekBar 
* RatingBar 
* Spinner 


Om Mth tases 


Design = Text 


Nothing to show 


Figure 6-12. Default development view of Android Studio 


There are two options to customize screen layout—you can either use the drag-and-drop 
feature in Design view or manually edit the XML file in Text view. We are going to directly edit 
the XML in the Text view. 

Switch from Design view to Text view and you will be able to see the screen layout in 
XML, as shown in Listing 6-1. This layout file acts as a container for other sublayout files. 

As you can see in Listing 6-1, content_main is included in the activity_main. xml layout file. 


Listing 6-1. Default Text View of activity_main.xml 


<?xml version="1.0" encoding="utf-8"?> 
<android.support.design.widget.CoordinatorLayout xmlns:android="http:// 
schemas.android.com/apk/res/android" 

xmlns:app="http://schemas.android.com/apk/res-auto" 

xmlns:tools="http://schemas.android.com/tools" 

android: layout_width="match_parent" 

android: layout_height="match_parent" 

android: fitsSystemWindows="true" 

tools:context="com.codifythings. lightingcontrolsystem.MainActivity"> 


<android.support.design.widget .AppBarLayout 
android: layout_width="match_parent" 
android: layout_height="wrap_content" 
android: theme="@style/AppTheme. AppBarOverlay"> 


<android.support.v7.widget. Toolbar 
android: id="@+id/toolbar" 
android: layout_width="match_parent" 
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android: layout_height="?attr/actionBarSize" 
android: background="?attr/colorPrimary" 
app: popupTheme="@style/AppTheme.PopupOverlay" /> 


</android.support.design.widget.AppBarLayout> 
<include layout="@layout/content_main" /> 


<android.support.design.widget.FloatingActionButton 
android: id="@+id/fab" 
android: layout_width="wrap_ content" 
android: layout_height="wrap_ content" 
android: layout_gravity="bottom|end" 
android: layout_margin="@dimen/fab_margin" 
android:src="@android:drawable/ic_dialog email" /> 


</android.support.design.widget .CoordinatorLayout> 


The activity_main.xml file adds a toolbar and a floating action button on the 
view. None of these widgets is required in this app, so you can remove those two. After 
removing the toolbar and floating action button, activitiy_main.xml should look 
similar to Listing 6-2. 


Listing 6-2. activity_main.xml] Without Toolbar and Floating Action Button 


<?xml version="1.0" encoding="utf-8"?> 
<android.support.design.widget.CoordinatorLayout xmlns:android="http:// 
schemas.android.com/apk/res/android" 

xmlns:app="http://schemas.android.com/apk/res-auto" 

xmlns:tools="http://schemas.android.com/tools" 

android: layout_width="match_ parent" 

android: layout_height="match_parent" 

android: fitsSystemWindows="true" 

tools:context="com.codifythings. lightingcontrolsystem.MainActivity"> 


<include layout="@layout/content_main" /> 
</android.support.design.widget.CoordinatorLayout> 


It is recommended to add custom content in the content_main. xml file. Listing 6-3 
shows the default code of content_main. xml. 


Listing 6-3. Default Text View of content_main.xml 


<?xml version="1.0" encoding="utf-8"?> 

<RelativeLayout xmlns:android="http://schemas.android.com/apk/res/android" 
xmlns:app="http://schemas.android.com/apk/res-auto" 
xmlns:tools="http://schemas.android.com/tools" 
android: layout_width="match_parent" 
android: layout_height="match_parent" 
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android: paddingBottom="@dimen/activity_vertical_margin" 

android: paddingLeft="@dimen/activity_horizontal_margin" 

android: paddingRight="@dimen/activity_horizontal_margin" 

android: paddingTop="@dimen/activity_vertical_margin" 

app: layout_behavior="@string/appbar_ scrolling view behavior" 
tools:context="com.codifythings.lightingcontrolsystem.MainActivity 
tools:showIn="@layout/activity_main"> 


<TextView 
android: layout_width="wrap content" 
android: layout_height="wrap_content" 
android:text="Hello World!" /> 
</RelativeLayout> 


You can start by first removing the existing TextView element for Hello World shown 
in Listing 6-4. 


Listing 6-4. Remove Default Element from content_main.xml 


<TextView 
android: layout_width="wrap_ content" 
android: layout_height="wrap_ content" 
android:text="Hello World!" /> 


Next, add the ImageView element provided in Listing 6-5 to content_main. xml; this 
will display an image of a light bulb. 


Listing 6-5. Add ImageView Element to content_main.xml 


<ImageView 
android: id="@+id/light_icon" 
android: src="@drawable/light_icon" 
android: layout_width="wrap_ content" 
android: layout_height="wrap_ content" 
android: layout_centerHorizontal="true" 
android: layout_centerVertical="true" 
/> 


The element references an image called light_icon, so you need to provide an 
image named light_icon.png in the App > Res > Drawable folder, as shown in 


Figure 6-13. You can upload your image or download the same that has been used in the 
example from https: //openclipart.org/detail/220988/light-bulb-on-off. 
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e@.°@ Copy 
Copy file /Users/adeeljaved /.olSystem/app/src/main/res/drawable/light_icon.png 


Newname: _light_icon.png 


To directory: ment/android-apps/LightingControlSystem/app/src/main/res/drawable y) [=] 
Use “Space for path completion 


‘) [_Cancel_} (sok) 
| 
Figure 6-13. Dialog box for adding an image to an app 


Your app’s screen layout is ready, and it should look similar to Figure 6-14. 


& activity_main.xmi x 


Padette Mim [Le Einexus4~ [)- GNoactionBar “Mainactivity- @- W23- Component Tree = \8--1 
© tayouts Ma @eaR y BE Device screen 
FrameLayout wedi Maacao « ¥ 7% CustomView ~ android support. design. widge 
UnearLayout (Horizontal) © include - @layout/content_main 
UnearLayout (Vertical) 
TableLayout 
/=| TableRow 
| GridLayout 
o RelativeLayout 
1 Widgets 
Ab) Plain TextView 
Ab Large Text 
Ab Medium Text 
Abi Small Text 
© Button 
Small Button 
@ RadioButton 
~~ CheckBox 
© Switch 
= ToggieButton 
@ imageButton 
i imageview 
= ProgressBar (Large) 
= ProgressBar (Normal) 
= ProgressBar (Small) 
= ProgressBar (Horizontal) 
1 SeekBar 


Properties ree SS of 


Nothing to show 


Figure 6-14. Final screen layout of app 


Screen Logic 


Next you are going to make the screen interactive so that app users can tap on the light 
bulb icon to turn the lights on or off. This app does not display if the lights are currently 
on or off; instead, it simply switches the state from on to off and from off to on. 

Open the MainActivity. java file from the App > Java > com.codifythings. 
lightingcontrolsystem package. By default, there will be three methods auto-generated 
by Android Studio as shown in Listing 6-6. 
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Listing 6-6. Default Code for MainActivity.java 


public class MainActivity extends ActionBarActivity 
{ 
@Override 
protected void onCreate(Bundle savedInstanceState) { ... } 


@Override 
public boolean onCreateOptionsMenu(Menu menu) { ... } 


@Override 
public boolean onOptionsItemSelected(MenuItem item) { ... } 


Since you removed toolbar and floating action button from activity_main.xml, you 
need to remove the reference in the onCreate method as well. 

You want the light bulb icon to be interactive so that when an app user taps on the 
icon, a message is published to the MQTT broker. To accomplish this, you need to update 
the onCreate() method, as shown in Listing 6-7. You are going to register an onClick() 
listener which will be called whenever someone taps on the light bulb icon. For now the 
implementation of onClick() is empty and will be updated later. 


Listing 6-7. Screen Tap/Click Listener Code 


@Override 
protected void onCreate(Bundle savedInstanceState) 
{ 
super .onCreate(savedInstanceState) ; 
setContentView(R.layout.activity_main) ; 


ImageView lightIcon = (ImageView) findViewById(R.id.light_icon); 
lightIcon.setOnClickListener(new View.OnClickListener() 
i 


@Override 
public void onClick(View v) 
{ 
//TODO - add action 
} 
})3 
} 
MOTT Client 


The final piece of this app is the MQTT client that will connect to an MQTT server and 
publish to the codifythings/lightcontrol topic. 

In order to communicate with an MQTT broker, your app requires an MQTT library 
that can be download from https: //eclipse.org/paho/clients/java/. 
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Once you have downloaded the library, switch the view of Android Studio from 
Android to Project, as shown in Figure 6-15. 


Packages 
Scratches 
Android 
Project Files 
Problems 
Production 
Tests 


Figure 6-15. Switch perspective from Android to Project 


Expand LightingControlSystem > App and paste the MQTT library in the libs 
folder. Figure 6-16 shows the libs folder where all libraries need to be pasted. 


Project + Oo | He It 
vy (QLightingControlSystem (~/Development/loT_Code 


> ©.gradle 
> D.idea 
v (Sapp 
> build 
libs a : 
> Osre x Cut 3X 
5) .gitignore [}) Copy #C 
Dl app.imi Copy Path HC 
© build.gradle Copy as Plain Text 
[=] proguard-rules.pro Copy Reference XC 
> Cibuild 


Figure 6-16. Import library to resolve dependencies 
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Figure 6-17 shows the dialog box that will be presented when you paste the 
MQTT library. 


[ em) Copy 

Copy file /Users/adeeljaved/..ystem/app/libs/org.eclipse.paho.client.mattv3 jar 
New name: org.eclipse.paho.client.mattv3.jar 

To directory: 


adeeljaved/Development/android-apps/LightingControlSystem/app/libs * 
Use “Space for path completion 


Q) Cancel = 


Figure 6-17. Import MQTT library 


As shown in Figure 6-18, right-click on the newly added library and click on the Add 
As Library option. 


Local History > 
© Synchronize 'org.eclipse.paho.client.mqttv3.jar' 


Reveal in Finder 


i Compare With... 38D 
Compare File with Editor 


Add As Library... 


Figure 6-18. Add imported files as libraries 


As shown in Figure 6-19, select App from the Add to Module option. Click OK and 
switch back to Android view. 


@  @ Create Library 


Addto module: | Sapp +) 


Cancel —%K— 


Figure 6-19. Add libraries to the app module 
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Next you are going to write code to communicate with the MQTT broker. As shown in 
Figure 6-20, right-click on the top-level package (in the example, it is com. codifythings. 
lightingcontrolsystem) and choose New > Java Class. 


vy Cyapp New > @G Java Class 
v Comanifests ® Android resource file 


1S AndroidManifest.xm! © Cut %X © Android resource directory 
y Dijava () Copy *#C File 
¥ icom.codifythings.intrusiondetectionsystem Copy Path GRO Package 
© © MainActivity Copy as Plain Text i. Imane Aceat 


Figure 6-20. Add a new class 


Enter MQTTClient in the Name field and click OK, as shown in Figure 6-21. 


ee... Create New Class 
Name: MQTTClient Tl 
Kind: ‘© Class = 


Cancel t—on—J 


Figure 6-21. Enter new class name 
Android Studio will generate an empty class with the default code shown in Listing 6-8. 


Listing 6-8. Default Code for MQTTClient.java 


public class MQTTClient 
| 


} 


Next you are going to add code to the MQTTClient that will connect and publish 
to an MQTT broker whenever the user taps on the app screen. Listing 6-9 provides the 
complete implementation of the MQTTClient class. 


Listing 6-9. Complete Code of MQTTClient.java 


package com.codifythings. lightingcontrolsystem; 
import android.util.Log; 


import org.eclipse.paho.client.mgttv3.MqttClient; 

import org.eclipse.paho.client.mgttv3.MqttConnectOptions ; 

import org.eclipse.paho.client .mqttv3.MqttException; 

import org.eclipse.paho.client.mqttv3.MqttMessage; 

import org.eclipse.paho.client .mqttv3.persist.MemoryPersistence; 
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public class MQTTClient { 
private static final String TAG = "MOTTClient"; 
private String mqttBroker = "tcp://iot.eclipse.org:1883"; 
private String mqttTopic = "codifythings/lightcontrol"; 
private String deviceId = "androidClient"; 
private String messageContent = "SWITCH"; 


public void publishToMQTT() throws MqttException { 
// Request clean session in the connection options. 
Log.i(TAG, "Setting Connection Options"); 
MqttConnectOptions options = new MqttConnectOptions(); 
options.setCleanSession(true) ; 


// Attempt a connection to MOTT broker using the values 

// of connection variables. 

Log.i(TAG, "Creating New Client"); 

MqttClient client = new MqttClient(mqttBroker, deviceld, 
new MemoryPersistence()); 

client.connect (options) ; 


// Publish message to topic 
Log.i(TAG, "Publishing to Topic"); 
MqttMessage mqttMessage = 
new MqttMessage(messageContent.getBytes()); 
mgttMessage.setQos(2); 
client.publish(mqttTopic, mqttMessage) ; 
Log.i(TAG, "Publishing Complete"); 


Log.i(TAG, "Disconnecting from MQTT"); 
client.disconnect(); 


In Listing 6-9, the variable TAG will be used while logging so that you can identify 
your apps messages in the log. 

The mgttBroker, mqttTopic, and deviceld variables define the MQTT broker your 
app will connect to, the topic that your app will publish to, and the device ID that will 
show up on the server when your app successfully connects. If you do not have an MQTT 
broker installed on your machine, you can use the openly available MQTT broker from 
the Eclipse Foundation. 

In this project, you are only switching the state of a single light, such as from on to off 
and vice versa. You are not controlling multiple lights or multiple appliances; therefore, 
you do not need to create specific commands for all actions. You are going to publish the 
following message whenever the user taps on the app screen. 

The code for connecting and publishing to an MQTT broker goes in the 
publishToMQTT() method. Initialize a new MqttClient and connect to the iot.eclipse. 
org: 1883 server with a clean session. Create an MqttMessage object and publish it to the 
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MQTT broker when the user taps on the app screen. Finally, disconnect the app from the 
MOTT broker, as you do not need an active connection throughout. 

Now that the MQTT connectivity and publish code is ready, you are going to go back 
to the MainActivity class and update the onCreate() method. Earlier you had added 
a listener to the light icon that would be called whenever a user taps on the app screen. 
You are going to provide the missing implementation of the listener. You are just going 
to initialize a new MOTTClient object and call its publishToMQTT() method inside the 
listener. Listing 6-10 provides the complete code of the MainActivity class within the 
onCreate() method highlighted. 


Listing 6-10. Complete Code of MainActivity.java 


package com.codifythings. lightingcontrolsystem; 


import android.os.Bundle; 

import android.support.v7.app.AppCompatActivity; 
import android.util.Log; 

import android.view.Menu; 

import android.view.MenuItem; 

import android.view.View; 

import android.widget.ImageView; 


public class MainActivity extends AppCompatActivity { 
private static final String TAG = "MainActivity"; 


@Override 

protected void onCreate(Bundle savedInstanceState) { 
super.onCreate(savedInstanceState) ; 
setContentView(R.layout.activity_main); 


ImageView lightIcon = (ImageView) findViewById(R.id.light_icon); 
lightIcon.setOnClickListener(new View.OnClickListener() { 
@Override 
public void onClick(View v) { 
try { 
new MOTTClient() .publishToMOTT() ; 
} catch (Exception ex) { 
Log.e(TAG, ex.getMessage()); 


})3 
} 


@Override 
public boolean onCreateOptionsMenu(Menu menu) { 
// Inflate the menu; this adds items to the action bar if it 
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//is present. 
getMenuInflater().inflate(R.menu.menu_main, menu); 
return true; 


} 


@Override 

public boolean onOptionsItemSelected(MenuItem item) { 
// Handle action bar item clicks here. The action bar will 
// automatically handle clicks on the Home/Up button, so long 
// as you specify a parent activity in AndroidManifest.xml. 
int id = item.getItemId(); 


//noinspection SimplifiableIfStatement 

if (id == R.id.action settings) { 
return true; 

I 


return super.onOptionsItemSelected(item) ; 


Finally, you need to update AndroidManifest.xml under the App > Manifests folder. 
Your app needs to access the Internet for connecting to the MQTT broker, so you need to 
add Internet permissions in AndroidManifest.xml as well. Listing 6-11 provides the code 
that needs to be updated in AndroidManifest. xml. 

Listing 6-11. Add App Permissions in AndroidManifest.xml 


<uses-permission android:name="android.permission. INTERNET" /> 


Code (Arduino) 


Next, you are going to write code for connecting Arduino to the Internet using WiFi, 
subscribing to an MQTT broker, and controlling the attached LED. 

Start your Arduino IDE and either type the code provided here or download it from 
the site and open it. All the code goes into a single source file (*. ino), but in order to 
make it easy to understand and reuse, it has been divided into five sections. 


e —_ External libraries 

e Internet connectivity (WiFi) 
e MQTT (subscribe) 

e Control LED 


e Standard functions 
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External Libraries 


The first section of code includes all the external libraries required to run the code. 
This sketch has two main dependencies—for Internet connectivity, you need to 
include the <WiFi.h> (assuming you are using a WiFi shield) and for the MQTT broker 
communication, you need to include <PubSubClient.h>. 

Listing 6-12 provides the first section of the code with all the required libraries. 


Listing 6-12. Code for Including External Dependencies 


#include <SPI.h> 
#include <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(in Chapter 2) here. 


Data Subscribe 


The third section of the code defines variables, constants, and functions that are going 
to be used for connecting to an MQTT broker and callback when a new message arrives 
(for details, see Chapter 3). 

This is the same code that you saw in Chapter 3. You do not need to make any 
changes for the code to work, but it is recommended that you customize some of the 
code so that your messages do not get mixed up with someone else who is using the same 
values. All values that can be changed have been highlighted in bold in Listing 6-13. If you 
are using your own MQTT server, make sure to change the server and port values. The 
two recommended changes include the value of the topic variable and the name of client 
that you need to pass while connecting to the MQTT broker. 

Whenever a new message is received, the callback() function is called. It extracts 
payload and calls the turnLightsOnOff() function. 


Listing 6-13. Code for Subscribing to an MQTT Broker 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883; 

char topic[] = {"codifythings/lightcontrol" }; 


PubSubClient pubSubClient(server, port, callback, client); 
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void callback(char* topic, byte* payload, unsigned int length) 
{ 
// Print payload 
String payloadContent = String((char *)payload) ; 
Serial.println("[INFO] Payload: " + payloadContent) ; 


// Turn lights on/off 
turnLightsOn0ff() ; 


Control Lights 


The fourth section of the code defines variables, constants, and functions that are going 
to be used for controlling the LED. 

The code provided in Listing 6-14 checks if the LED is already on or off and simply 
switches the state of the LED. If the value of the digital port 3 is HIGH, that means LED is 
on. In that case, it’s changed to LOW, which turns the LED off. 


Listing 6-14. Code for Controlling LED Light 
int ledPin = 3; 


void turnLightsOnOff() 

{ 
// Check if lights are currently on or off 
if(digitalRead(ledPin) == LOW) 


//Turn lights on 
Serial.println("[INFO] Turning lights on"); 
digitalWrite(ledPin, HIGH); 


else 
t 
// Turn lights off 
Serial.println("[INFO] Turning lights off"); 
digitalWrite(ledPin, LOW); 
} 
} 


Standard Functions 


Finally, the code in the fifth and final section is shown in Listing 6-15. It implements 
Arduino’s standard setup() and loop() functions. 

In the setup() function, the code initializes the serial port, connects to the Internet, 
and subscribes to the MQTT topic. 

The MQTT broker has already been initialized and subscribed, so in loop() 
function, you only need to wait for new messages from the MQTT broker. 
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Listing 6-15. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


// Set LED pin mode 
pinMode(ledPin, OUTPUT) ; 


//Connect MOTT Broker 
Serial.print1n("[INFO] Connecting to MQTT Broker"); 
if (pubSubClient.connect("arduinoClient") ) 


Serial.println("[ INFO] Connection to MQTT Broker Successful"); 
pubSubClient.subscribe(topic) ; 


} 


else 


{ 
Serial.println("[INFO] Connection to MOTT Broker Failed"); 


} 
} 


void loop() 
// Wait for messages from MOTT broker 


pubSubClient.loop(); 
} 


Your Arduino code is now complete. 


The Final Product 


To test the application, verify and upload the Arduino code as discussed in Chapter 1. 
Once the code has been uploaded, open the Serial Monitor window. You will start seeing 
log messages similar to ones shown in Figure 6-22. 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


| Send | 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful[INFO) SSID: HOME-9252 
[INFO] BSSID: 90:C7:92:46:92:50 

{INFO) Signal Strength (RSSI): -53 

CINFO) Encryption Type: 4 

(INFO) IP Address: 10.0.0.13 

[INFO] MAC Address: 78:(4:E:2:94:B8D 


[INFO] Connecting to MQTT Broker 

[INFO] Connection to MQTT Broker Successfull 
[INFO] Successfully Subscribed to MQTT Topic 
[INFO] Payload: SWITCH 

[INFO] Turning Lights on 

CINFO] Payload: SWITCH 

[INFO] Turning lights off 


cA Autoscroll | Nolineending +. 9600 baud ? 


Figure 6-22. Log messages from Lighting Control System 


In your Android Studio, deploy and run the app on your Android device by choosing 
Run > Run ‘App’ from the menu bar, as shown in Figure 6-23. 


GR Tools VCS Window Help 


> Run ‘app' AR 
si« Debug ‘app’ AD 
i Run ‘app’ with Coverage 

> Run... aH S| 
#& Debug... AXD 
[= Edit Configurations... 

@ Stop 


Figure 6-23. Deploy and run the app from Android Studio 
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If you have an Android device connected to your computer, Android Studio will 
prompt you to either use your existing running device or launch a new emulator to run 


the app. As shown in Figure 6-24, select the emulator or device that you want to test your 
app on and click OK. 


Choose Device 


(*) Choose a running device 
Device 


Serial Number State Compatible 
ll Motorola DROID RAZR Android 4.1.2 (API 16) 0A3C0C120200500E Online |Yes 
Launch emulator 
Android virtual device Nexus 5 API 22 x86 
Use same device for future launches 
? Cancel) OK 


Figure 6-24. Select the device to deploy and run the app 


Open the device where your app was deployed. If your app is not already running, 
locate your app and run it. Figure 6-25 shows the default view of your app. 
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Lighting Control System 


Figure 6-25. The default view of the Android app 


Tap on the screen and check the LED attached to your Arduino. Its state should 
change every time you tap. 


Summary 


In this chapter you learned about the remote control pattern of IoT applications. This 
pattern lets users control their devices remotely using handheld or web-based interfaces. 
You also built an Android app that acts as a remote control for your Arduino device. 

As mentioned in Chapter 5, an Android app is just one example. Remote controls can 
be made from many different types such as iOS, wearables, and web-based apps. 
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lol Patterns: 
On-Demand Clients 


Compared to realtime IoT patterns that provide end users with data instantaneously, 
on-demand patterns provide end users with data only when it’s requested. IoT 
applications built using this pattern get information by directly accessing the device 
or by getting it from a pre-stored location. On-demand patterns are useful when your 
application is not actively looking for data and only accesses it when needed. 

In this chapter, you are going to build an example of this pattern, called a smarter 
parking system. Figure 7-1 shows a high-level diagram of all components involved in 
building this system. The first component is an Arduino device that monitors the status 
of parking spots with a proximity sensor and publishes it to a server using an HTTP 
request. The second component is a server with services to store parking spot data and an 
interface service that provides the number of open parking spots. The final component is 
an iOS app that accesses open parking spot data and displays it to users when requested. 


a 0 
0 i 
i i 
i i 
T i 1 
chs oO il i 
a ul 
if i 
oss | 
it i 
; i q 
Device I HTTP Server ni Mobile App 
Figure 7-1. Components of the smarter parking system 
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Since this is just an example to help you better understand the pattern, it’s purposely 
simple. You are going to check the status of only a single parking spot. The project can be 
easily scaled for multiple parking spots. 


Learning Objectives 


At the end of this chapter, you will be able to: 
e Read data from a proximity sensor 
e Send sensor data to a server using HTTP 


e Display sensor data in an iOS app using HTTP 


Hardware Required 


Figure 7-2 provides a list of all hardware components required for building this smarter 
parking system. 


Ultrasonic Rangemeter (HC-SRO4) 


Arduino 


Jumper Cables 


eee eee ee eee eee 
ee 


Breadboard WiFi Shield 


fritzing 


Figure 7-2. Hardware required for the smarter parking system 
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Software Required 


In order to develop the smarter parking system, you need the following software: 


Circuit 


Arduino IDE 1.6.4 or later 

PHP server (installed or hosted) 
MySQL server (installed or hosted) 
Text editor 


Xcode 


In this section, you are going to build the circuit required for the smarter parking system. 
This circuit uses an ultrasonic proximity sensor to detect objects. The sensor sends an 
ultrasonic burst, which reflects from objects in front of it. The circuit reads the echo that is 
used to calculate the distance to nearest object. 


1. 


Make sure Arduino is not connected to a power source, such 
as to a computer via a USB or a battery. 


Attach a WiFi shield to the top of the Arduino. All the pins 
should align. 


Use jumper cables to connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the proximity 
sensor. 


To trigger an ultrasonic burst, connect a jumper cable from 
the TRIG pin of the sensor to the digital port 2 of Arduino. 
Your code will set the value of this port to LOW, HIGH, and 
LOW in order to trigger the burst. 


To read the echo, connect a jumper cable from the ECHO pin of 
the sensor to the digital port 3 of Arduino. Your code will read 
values from this port to calculate distance of the object. 
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CHAPTER 7 


Your circuit is now complete and should look similar to Figures 7-3 and 7-4. 


ee 


one eee ere ee enee 
ee eee eee eee ee 
one ee een een eeenae 
one eee eee ee eee 


eeeee 
eeeee 


* 
* 


fritzing 


Figure 7-3. Circuit diagram of the smarter parking system 
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Figure 7-4. Actual circuit of the smarter parking system 
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Database Table (MySQL) 


Before you can send HTTP requests from Arduino, you need to build a service that will 
receive the data. 

The data received from Arduino needs to be stored so that your iOS app can access 
and display this information to users. Data storage requirements for this project are 
relatively simple. You just need to create a two-column table that can store the count of 
open parking spots and a timestamp to track when it was last updated. 

This book uses MySQL as the database. Create a new table called PARKING _SPOTS_DATA 
using the SQL script provided in Listing 7-1. Run this script in an existing database or 
create a new one. The first column will contain a count of parking spots and the second 
column will be an auto-generated timestamp. In addition to create table sql, 

Listing 7-1 also contains an insert statement. This statement initializes the count of 
parking spots, which will then be updated as data is received from the sensors. 


Listing 7-1. Create and Initialize Table SQL 


CREATE TABLE “PARKING SPOTS DATA™ ( 
“PARKING SPOTS COUNT” int(11) NOT NULL, 
~TIMESTAMP” timestamp NOT NULL DEFAULT CURRENT TIMESTAMP 


) 


INSERT INTO “PARKING SPOTS DATA™ (~ PARKING SPOTS COUNT~) VALUES (1) 


Figure 7-5 shows structure of the PARKING SPOTS DATA table. 


=) _| PARKING_SPOTS_DATA 
=) Columns 
4 New 
|. PARKING_SPOTS_COUNT 
| TIMESTAMP 


Figure 7-5. PARKING_SPOTS_DATA table structure 


Code (PHP) 


Now that the database table is ready, you need to build two services. The first service will 
receive the Arduino sensor data in an HTTP request and accordingly update the open 
parking spots count to the database. The second service will act as an interface for the iOS 
app—it will return data in a format that the iOS app can parse and display. 

This project uses PHP for building the data storage and the interface services. PHP 
is a simple and open source server-side processing language that can process HTTP 
requests and send HTTP responses. 

Create a new folder called smartparking in the public/root folder of your PHP 
server. All of the PHP source code for this project will go in the smartparking folder. 
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Start a text editor of your choice. 


Note All the PHP code was developed using Brackets, which is an open source text 
editor. Visit http: //brackets.io/ for more information. 


Database Connection 


Both PHP scripts for data storage and interface need to connect to the database. As 
shown in Figure 7-6, create a new file called util-dbconn. php in the smartparking folder. 
This file will be used by both scripts instead of repeating the code. 


% New File 


Create a New File 
New File Name: 
util-dbconn.php 

(ex: file.txt, file.html, file.php) 


New file will be created in: 
2 / /public_html/bookapps/smartparking 


ja) 


Figure 7-6. Common database connectivity file called util-dbconn.php 


Open the file in a text editor and copy or type the code from Listing 7-2. As you 
can see, there is not much code in this file. The four variables $servername, $username, 
$password, and $dbname contain the connection information. Create a new connection by 
passing these four variables and storing the connection reference in the $mysqli variable. 
The IF condition in the code simply checks for errors during the connection attempt 
and prints them if there were any. 


Listing 7-2. Common Database Connectivity Code util-dbconn.php 


<?php 
$servername = "SERVER_NAME"; 
$dbname = "DB_NAME"; 
$username = "DB_USERNAME"; 
$password = "DB_PASSWORD"; 
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//Open a new connection to MySQL server 
$mysqli = new mysqli($servername, $username, $password, $dbname); 


//Output connection errors 
if ($mysqli->connect_error) 


die("[ERROR] Connection Failed: " . $mysqli->connect_error) ; 


?> 


Receive and Store Sensor Data 


As shown in Figure 7-7, you can create a new file called update. php within the smartparking 
folder. This script will perform two tasks—it will first fetch information from the HTTP 
request and then it will update the open parking spot count in the database. 


a _ 


Create a New File 
New File Name: 
updated.php 

(ex: file.txt, file.htmi, file.php) 


New file will be created in: 
* / /public_html/bookapps/smartparking 


Create New File | | 


Figure 7-7. File to receive and update stored data called update.php 


Open the newly created file in a text editor and copy or type the code provided 
in Listing 7-3. As mentioned in the previous step, in order to store data, a database 
connection needs to be established, and you created util-dbconn. php to perform that 
task, so in this file you need to include util-dbconn. php. The util-dbconn. php provides 
access to the $mysqli variable, which contains the connection reference and will be used 
to run the SQL queries. 

The example in this book is hosted at http: //bookapps.codifythings.com/ 
smartparking, and Arduino will be sending open parking spot data to update. php 
using an HTTP GET method. As discussed in Chapter 2, HTTP GET uses a query string 
to send request data. So, the complete URL with the query string that Arduino will 
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be using becomes http: //bookapps.codifythings.com/smartparking/update. 
php?parkingUpdate=OPEN. Your PHP code will need to extract parkingUpdate from the 
query string using a $_GET[ 'parkingUpdate' ] statement. 

Since you are only checking status of a single parking spot, the default value of 
$currentParkingCount in the code is set as 1, which is the same value with which the 
database was initialized. If you were monitoring multiple parking spots, you would simply 
add to or subtract from the count based on the data from the proximity sensor. For this 
project, the code simply sets the value as 1 whenever Arduino sends OPEN as a value of 
the parkingUpdate parameter and sets the value to 0 if Arduino sends OCCUPIED as the 
parameter value. 

To update this count in the database table, prepare an UPDATE SQL statement in the 
$sql variable. You just need to pass the $currentParkingCount value and the TIMESTAMP 
value will be auto-generated. 

Finally, execute the UPDATE SQL statement using $mysqli->query($sql) and check 
the $result variable for success or failure. 


Listing 7-3. Code to Receive and Update Stored Data in update.php 
<?php 

include('util-dbconn.php'); 

$parkingUpdate = $ GET['parkingUpdate' ]; 

echo "[DEBUG] Parking Update: " . $parkingUpdate . "\n"; 


$currentParkingCount = 1; 


if($parkingUpdate == "OPEN") 
af 


$currentParkingCount = 1; 
} 
else 
: 

$currentParkingCount = 0; 
} 


$sql = "UPDATE ~PARKING SPOTS DATA” SET PARKING SPOTS COUNT = 
$currentParkingCount" ; 


if (!$result = $mysqli->query($sql)) 
{ 


echo "[Error] " . mysqli_error() . "\n"; 
exit(); 

} 

$mysqli->close(); 

echo "[DEBUG] Updated Parking Spots Counter Successfully\n"; 


2> 
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Get the Parking Spot Count 


Your app is not going to directly query the database for the parking spot count; instead 
you are going to create a PHP service that returns the information over HTTP. As shown 
in Figure 7-8, you should create a new file called getcount. php in the smartparking 
folder. Once the iOS app calls the http: //bookapps.codifythings.com/smartparking/ 
getcount.php URL, the PHP service will return the open parking spots count from the 
database in JSON format as part of the HTTP response. 


( saananannsenles isms 


Create a New File 
New File Name: 
getcount.php 

(ex: file. txt, file.html, file.php) 


New file will be created in: 
* / /public_html/bookapps/smartparking 


Ea) 


Figure 7-8. File for interface to database is getcount.php 


Listing 7-4 provides the complete code for getcount . php, so copy or write the code 
in getcount.php. The code requires access to the database so include util-dbconn. php, 
create a new SELECT sql statement, and execute it using $mysqli->query ($sql). Check 
if any results were returned and pass all the results in JSON format as part of the HTTP 
response. 


Listing 7-4. Code for Interface to Database in getcount.php 
<?php 
include('util-dbconn.php'); 


$sql = "SELECT PARKING SPOTS COUNT FROM ~PARKING SPOTS DATA™"; 
$result = $mysqli->query($sql); 
$resultCount = $result->num_rows; 


if ($resultCount > 0) 
{ 


$row = $result->fetch_assoc(); 
print(json_encode($row) ) ; 
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else 


{ 


} 
$mysqli->close(); 


echo "0 results"; 


2> 


Code (Arduino) 


The second component of this project is the Arduino code. This code connects Arduino 
to the Internet using WiFi, checks if parking spot is open or not, and publishes this 
information to a server. 

Start your Arduino IDE and either type the code provided or download it from book's 
site and open it. All the code goes into a single source file (*. ino), but in order to make it 
easy to understand and reuse, it has been divided into five sections. 


e _ External libraries 

e Internet connectivity (WiFi) 
e _ Read sensor data 

e HTTP (publish) 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 7-5, includes all external libraries required 
to run the code. Since you are connecting to the Internet wirelessly, the main dependency 
of the code is on <WiFi.h>. 


Listing 7-5. Code for Including External Dependencies 


#include <SPI.h> 
#Hinclude <WiFi.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(in Chapter 2) here. 
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Read Sensor Data 


The third section of the code, as provided in Listing 7-6, defines the variables, constants, 
and functions that are going to be used for reading sensor data. 

The calibrateSensor() function waits for the proximity sensor to calibrate properly. 
Once calibration is complete, the proximity sensor is active and can start detection. If you 
do not give it enough time to calibrate, the proximity sensor might return incorrect readings. 

The readSensorData() function generates a burst to detect if the parking spot is 
empty. It triggers a burst on Digital Pin 2 by sending alternate signals—LOW, HIGH, and 
LOW again. Then it reads the echo from Digital Pin 3, which provides a distance of the 
closest object. Finally, it checks if the echo value is less than the threshold. If it is, that 
means an object is occupying the parking spot. Since this is just a prototype, the echo value 
of 500 has been used, so when you use this sensor in real life you will need to adjust the 
value by doing a few tests. If the parking spot is occupied, it calls publishSensorData(...) 
with a OCCUPIED parameter; otherwise, it sends OPEN in the parameter. 


Listing 7-6. Code for Detecting if Parking Spot Is Empty 


int calibrationTime = 30; 
#define TRIGPIN 2 // Pin to send trigger pulse 
#define ECHOPIN 3 // Pin to receive echo pulse 


void calibrateSensor() 


{ 


//Give sensor some time to calibrate 
Serial.println("[INFO] Calibrating Sensor "); 


for(int i = 0; i < calibrationTime; i++) 
{ 

Serial.print("."); 

delay(1000) ; 


Serial.println(""); 
Serial.println("[INFO] Calibration Complete"); 
Serial.println("[INFO] Sensor Active"); 


delay(50); 
} 


void readSensorData() 


{ 


// Generating a burst to check for objects 
digitalWrite(TRIGPIN, LOW); 
delayMicroseconds(10) ; 
digitalWrite(TRIGPIN, HIGH); 
delayMicroseconds(10) ; 
digitalWrite(TRIGPIN, LOW); 
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// Distance Calculation 
float distance = pulseIn(ECHOPIN, HIGH); 


Serial.println("[INFO] Object Distance: " + String(distance)); 


if(distance < 500) 


i 
Serial.println("[INFO] Parking Spot Occupied"); 


// Publish sensor data to server 
publishSensorData("OCCUPIED") ; 
} 


else 


{ 
Serial.println("[INFO] Parking Spot Open"); 


// Publish sensor data to server 
publishSensorData("OPEN") ; 
} 
t 


Data Publish 


The fourth section of the code, as provided in Listing 7-7, defines the variables, constants, 

and functions that are going to be used for creating and sending an HTTP request to the 

server. This code is a slightly modified version of the HTTP GET developed in Chapter 3. 
The main modification in this code is its ability to open and close a connection to 

the server repeatedly. Apart from that make sure to change the server and port values 

to your PHP server’s values. Make sure to change the server, port, and requestData 

variables and the URL values. 


Listing 7-7. Code for Sending an HTTP Request 


//IP address of the server 
char server[] = {"bookapps.codifythings.com"}; 
int port = 80; 


unsigned long lastConnectionTime = 0; 
const unsigned long postingInterval = 10L * 1000L; 
void publishSensorData(String updateParkingSpot) 


{ 
// Read all incoming data (if any) 


while (client.available()) 
{ 
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char c = client.read(); 
Serial.write(c); 


} 


if (millis() - lastConnectionTime > postingInterval) 
client.stop(); 


Serial.println("[INFO] Connecting to Server"); 


String requestData = "parkingUpdate=" + updateParkingSpot; 
// Prepare data or parameters that need to be posted to server 
if (client.connect(server, port)) 


{ 
Serial.println("[INFO] Server Connected - HTTP GET Started"); 


// Make HTTP request: 

client.printIn("GET /smartparking/update.php?" + requestData + 
HTTP/1.1")5 

client.println("Host: " + String(server)); 

client.println("Connection: close"); 

client.println(); 


lastConnectionTime = millis(); 


Serial.println("[INFO] HTTP GET Completed") ; 
} 
else 
{ 
// Connection to server:port failed 
Serial.println("[ERROR] Connection Failed"); 
} 
} 


Serial.println("----------------------------------------------- a 
} 


Standard Functions 


The fifth and final code section is shown in Listing 7-8. It implements Arduino’s standard 
setup() and loop() functions. 

The setup() function initializes the serial port, sets the pin modes for the trigger and 
echo pins, connects to the Internet, and calibrates the proximity sensor. 

The loop() function needs to call readSensorData() at regular intervals as it 
internally calls the publishSensorData() function. 
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Listing 7-8. Code for Standard Arduino Functions 
void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Set pin mode 
pinMode(ECHOPIN, INPUT); 
pinMode(TRIGPIN, OUTPUT); 


// Connect Arduino to internet 
connectToInternet(); 


// Calibrate sensor 
calibrateSensor(); 


} 


void loop() 


// Read sensor data 
readSensorData(); 


delay(5000) ; 


Your Arduino code is now complete. 


Code (i0S) 


The final component of your IoT application is an iOS app that will show the number of 
open parking spots to the user. The app will fetch the count of open parking spots from 
the PHP service whenever the user taps on the Refresh button. 


Project Setup 


In this section, you are going to set up your Xcode project for the iOS app. You can 
download Xcode from https: //developer.apple.com/xcode/download/. Xcode can 
also be downloaded directly from the Mac App Store. Developing and testing iOS apps in 
Xcode is free. You can use built-in simulators to test your apps. In order to test your apps 
on an iOS device or publish them to the App Store, you need a paid developer account 
(https://developer.apple.com/programs/). This chapter uses built-in emulator for 
testing, so you do not need a paid developed account to complete this chapter. 

Start Xcode from Applications and, as shown in Figure 7-9, click on Create a New 
Xcode Project. 
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No Recent Projects 


Welcome to Xcode 


Get started with a playground 

Explore new ideas quickly and easily. 
Create a new Xcode project 

Start building a new iPhone, iPad or Mac application. 
| Check out an existing project 

Start working on something from an SCM repository. 


Show this window when Xcode launches Open another project... 


Figure 7-9. Create new Xcode project 


Select Single View Application for the project, as shown in Figure 7-10. Screen 
requirements for this app are very simple and the Single View Application template 
accomplishes them. If you are interested in building more complicated applications, you 
can use one of the other templates that Xcode provides. Click on Next. 
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Choose a template for your new project: 


iOS 
Application = e@00 1 & eco 
Framework & Library 
Master-Detail Page-Based Single View Tabbed 
watchOS Application Application Application 
Application 
Framework & Library * 
OS X 
Application Game 
Framework & Library 
System Plug-in 
Other 


Single View Application 


This template provides a starting point for an application that uses a single view. It provides 
a view controller to manage the view, and a storyboard or nib file that contains the view. 


Figure 7-10. Template selection screen 


Fill out the details of your project as shown in Figure 7-11. You need to provide 
the Product Name, Organization Name, and Organization Identifier. The Organization 
Identifier can be your company or personal domain name, which is used for creating the 
Bundle Identifier. This project will be developed using Swift, so select that option from 
the Language dropdown. If you want your application to run on all types of iOS devices, 
then select Universal. Uncheck all other options as they are not required for this project. 
Click Next. 


155 


www.it-ebooks.info 


CHAPTER 7 — IOT PATTERNS: ON-DEMAND CLIENTS 


Choose options for your new project: 


Produ Name 


Organization Name: CodifyThings 
Organization identifier: com.codifythings 
Bundle Identifier; com.codifythings.Smart-Parking 


Language: Swift 


oo 


Devices: Universal 


Use Core Data 
Include Unit Tests 
Include UI Tests 


Cancel Previous P Next | 


Figure 7-11. New project configuration 


Select the location on your machine where you want to save the project and click 
Create. Xcode will create quite a few folders and files, as shown in Figure 7-12. The 
following are the most important ones: 


e Smart Parking > Main.storyboard: This file provides a 
main entry point for your app and is used for designing the 
visual interface. 


e Smart Parking > ViewController.swift: This file contains all 
the Swift code for making your app dynamic and interactive. 


e Smart Parking > Assets.xcassets: This file contains all assets 
to be used by the app (images). 


e Smart Parking > Info.plist: This file contains important 
information about the runtime of the app. 
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y Smart Parking 
v (9) Smart Parking 
_») AppDelegate.swift 
_») ViewController.swift 
& Main.storyboard M 
[§) Assets.xcassets 
{§) LaunchScreen.storyboard 
©) Info.plist 
v 1 Products 
A Smart Parking.app 


Figure 7-12. Default files generated by Xcode 


Screen Layout 


To start designing the layout of the screen, click on Main.storyboard under the main Smart 
Parking folder. This will open the default storyboard, as shown in Figure 7-13. Storyboard 
is where you drag and drop different widgets to create a user interface of your application. 


+ Wh View Comvoter Scene oo 8 


is Dd Any Any =er tat! Be 
Figure 7-13. Default development view of Xcode 
All widgets are available in the Object Library on the bottom-right side of the 


storyboard. Figure 7-14 shows the Object Library from where you can drag and drop 
widgets on storyboard. 
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boOeO8B 
View Controller - A controller that 
manages a view. 


eer 


/----y Storyboard Reference - Provides 
| | | | aplaceholder for a view controller in 
“an external storyboard. 


. 
ae 


Navigation Controller - A 
controller that manages navigation 
through a hierarchy of views. 


Figure 7-14. Object library with user interface widgets 


This application needs three widgets on the screen—the first one is an optional 
ImageView to display image of a car, the second is a Label to display open parking spots, 
and the third is a button that users can click to recheck open parking spots. 

Drag these widgets from the Object Library on to the storyboard; do not worry about 
alignment or size of widgets right now. Your screen should look similar to Figure 7-15. 


Label 
Button 


Figure 7-15. Screen with required widgets 


158 


www.it-ebooks.info 


CHAPTER 7 — IOT PATTERNS: ON-DEMAND CLIENTS 


Since the first widget is an ImageView, you need to set an image in properties. 
You need to import an image in Assets. xcassets. As shown in Figure 7-16, select 
Assets.xcassets and right-click to see the menu, then select Import. You can either 
provide your own image or use the same that has been used in the example from 
https://openclipart.org/detail/122965/car-pictogram. Select an image and click 
on Open. 


BRA > ii S Bix 1B Smart Parking ) [Smart Parking ) (BM Assets.xcassets ) No Selection 
y & Smart Parking Appicon 
¥ (iy Sman Parking 
» AppDelegate.swift 
» ViewController. swift 


Main. st rd M 
3 - wm pomeen New Image Set 
| BlAssetsxcassets s. xcassets 
New Data Set 


 LeunchScreen.storybourd App Icons & Launch Images > 
Info.plist 
> Bi Products New Watch Complication 


New Apple TV Image Stack 


New Folder 


New Sprite Atlas 
Game Center > aie 
No Selection 
Import... 
import From Project... 


Figure 7-16. Import an image asset 


Once imported, the image becomes available in the application, as shown in 
Figure 7-17. 


— 


Universal 


Figure 7-17. Available/imported assets 


Now that the image is available in the assets, you need to set this image in the 
ImageView widget that you added on the storyboard. Switch back to Main. storyboard 
and select ImageView from the storyboard. As shown in Figure 7-18, from the Attribute 
Inspector on the right, choose ParkedCar (or the name of your image) in the Image and 
Highlighted dropdowns. You can always set two different images when the image is 
highlighted versus normal scenarios. 
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Dh Smart Parking)  Main_vowd )  Main.....6i > rs] _ Pareoct > 
= 
os GB age ParkedCe ~} 
— 
o 35 
ow B 
on a = Z 
Bu } 
: 4 Entry Point Op 


Figure 7-18. ImageView properties 


Once the ImageView properties have been set, the image will become visible on the 
storyboard as well. Your ImageView should look similar to Figure 7-19 (or the image that 
you selected). 


Label 


Button 


Figure 7-19. ImageView with newly imported image 
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Just like with ImageView, you need to update the properties of the Label and Button 
as well. 

Select Label and, from the Attribute Inspector, change the Text property to Open 
Parking Spots: 0, as shown in Figure 7-20. 


B Smart Parking [0 Smart Parting) Main..yooard | Main...(Base} > [J View... Scene ) ©) View Controtier) |") View )|L) Ladet 9 oO 


¥ [i View Comtrotier Scene 


Oo @ 8 


Bersvcr @ Eraded 
Sabet Highlighted 


Baseire Avgr Dasoives 


d Catry Point 


aks Truncate Ta 


Tighten Letter Spacing 


Figure 7-20. Label properties 


Next, select Button and, from the Attribute Inspector, change the Title property to 
Click to Refresh, as shown in Figure 7-21. 


B Sear Parking [BN Smart Parking) Main...yooars ) f} Main....Base} ) [Bi View... Scene ) @) View Controtter) |") View ) [S| Button 9 o 
¥ Bl View Controtier Scone Button 

0 @ B&B Tyre System B 
State Config Detaut i>] 
Tite Pian B 
A: 
mage B 
Bacagrond 8B 

acow OF set ° ° 


Reversos On Highignht 

Orawing (") Shows Touch On Highlight 

© Highlighted Adjusts Image 
Deadled Adjusts Image 


0 Brea ato Medco B 
Faye Co B 
a = o: = o: 
Figure 7-21. Button properties 
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You are almost done with the screen layout. The final steps involve aligning the 
widgets. As shown in Figure 7-22, select all three widgets. 


< & Smart Parking ) [5 Smar...rking ) } Main....card ) } Main...Base) ) EJ View...cene ) © view...trotier View ) 8 | Click to Refresh 


v BB View Controller Scene 
v Oview Controller 
— | Top Layout Guide 
. Bottom Layout Guide 


0 @ 6B 
o 


v View 
ParkedCar 
L | Open Parking Spots: 0 
8 Click to Refresh 
GB First Responder 


Bex 


Storyboard Entry Point 


= 0 Any »Any & & toi tai 


Figure 7-22. Align widgets 


Figure 7-23 provides a magnified version of alignment and constrains the menu 
visible on the bottom-right side of storyboard. 


BB IB tol ta 


Figure 7-23. Alignment and constraints menu 
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While all three widgets are selected, click on the Stack ( Ela ) button. This will stack 
all selected widgets together in a vertical fashion, as shown in Figure 7-24. 


< & Smart Parking ) (5 Sma...rking ) } Main...card ) } Main...ase) ) Bj view...cene ) © view...roller View Stack View 
= 
v BB View Controller Scene ° 
" G 
¥ © View Controtier Oo @¢ & 


Top Layout Guide 
— Bottom Layout Guide 
v View 
OB First Responder 
Exit 


Storyboard Entry Point 


Open Parking Spots: 0 
Click to Refresh 


Figure 7-24. Vertically stacked widgets 


To complete screen alignment, you need to add some constraints to the widgets so 
that, even when they run on different devices, their behavior is consistent. As shown in 
Figure 7-24, make sure you have the Stack View selected in the View Controller. Drag the 
Stack View into center of the screen so that the horizontal and vertical alignment guides 
are visible, as shown in Figure 7-25. 


163 


www.it-ebooks.info 


CHAPTER 7 — IOT PATTERNS: ON-DEMAND CLIENTS 


BB Seat Parking [BB Smart Parking) Main.sterytoard | ff} Main storyboard Base) ) [lJ View Contotier Scone) View Comtrotior Vew 


¥ BB View Controtier Scene 


¥ O View Conover ooes 
~ Top Layout Gude 
— Bottom Layout Guce - 
View 
Stack View 
@ First Responder 
Ben 
Storyboard Entry Port 
Open Parking Spots: 0 
to Retresh 
3 
o Any Any = & toi tat 


Figure 7-25. Center-aligned widgets 


While Stack View is selected from the alignment and constraints menu shown in 
Figure 7-24, click on the Resolve Auto Layout Issues ( . Al ) button. Select Add Missing 
Constraints for Selected Views, as shown in Figure 7-26. 


Update Frames X = 
Add Missing Constraints 


Reset to Suggested Constraints (?#= 
Clear Constraints 


Update Frames 
Add Missing Constraints 


Reset to Suggested Constraints 
Clear Constraints 


Figure 7-26. Add missing constraints 
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Your screen layout is ready and should look similar to Figure 7-27. 


BB Smart Parcng [5 Smart Parting [B Main storyboard [§ Main storyvoard (Base) [fl] View Controtier Scene () View Controser View Stack View 


+ Bi View Controtier Scene 


Open Parking Spots: 0 


Click to Refresh 


oD Any »Any & & fol ti 


Figure 7-27. Final screen layout of app 


Screen Logic 


Next you are going to add some logic that will make the screen interactive. Whenever the 
user taps on the Click to Refresh button, the app will check the server for open parking 
spot information. 

Open the ViewController. swift file side by side with the storyboard. As shown 
in Listing 7-9, by default there will be two functions, called viewDidLoad() and 
didReceiveMemoryWarning(), that were auto-generated by the system. You are not going 
to make any changes to these functions. 


Listing 7-9. Default Code for ViewController.swift 
import UIKit 


class ViewController: UIViewController { 
override func viewDidLoad() { 
super. viewDidLoad() 


// Do any additional setup after loading the view, typically 
// from a nib. 
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override func didReceiveMemoryWarning() { 
super .didReceiveMemoryWarning () 
// Dispose of any resources that can be recreated. 


} 


In order to update the values of the open parking spots on the screen, you need a 
reference of the Open Parking Spots: 0 label in your ViewController. swift file. Xcode 
provides a very easy way to do this, as shown in Figure 7-28. You simply drag and drop the 
label from the storyboard on the ViewController. swift file. Make sure you keep the Ctrl 
button on the keyboard pressed. 


bs... &b4>500 Stack View L_ Open Parking Spots: 0 Asomatic VeeaControler swt No Selection 
oo 8 
aad 4 6/35 
gt. A 9 
urKit 
Viewontroller v { 
OD Warrize Insert Outlet o Outlet Collection 
Yv tup after loading the view, typically from a 
A\ ) 


CigheceiveMerorywarning() { 
rywarning() 


Spen Parking SpotsrC 


Click to Refresh 


Figure 7-28. Drag and drop label from storyboard 


When you drop the label on the code, Xcode will display a popup to enter the 
name of this property. As shown in Figure 7-29, enter a name and make sure you leave 
Connection set to Outlet. Click Connect to add a new property to ViewController. swift. 


Connection | Outlet 


Object 2) View Controller 


Name | parkingSpots| 
Type _UlLabel 
Storage | Weak 


Cancel Connect 


Figure 7-29. Outlet properties 
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Similarly drag and drop the Click to Refresh button from the storyboard on the 
ViewController. swift file, as shown in Figure 7-30. 


borwrns kh OO Stack View | 6 | Click to Refresh Automatic | ViewControter sain (J) ViewControter 


Open Parking Spots: 0 


Slick to Refre; 


Figure 7-30. Drag and drop button from storyboard 


As shown in Figure 7-31, from the properties popup, select Action from Connection 
as you need to add code to respond whenever the user taps on the button. In the Name 
field, enter refreshParkingSpotsCount and click Connect. 


Connection Action 


Object =) View Controller 


Name | refreshParkingSpotsCou: 


Type AnyObject 
Event | Touch Up Inside 
Arguments | Sender 


Cancel Connect 


Figure 7-31. Action properties 
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At this point, your ViewController. swift should look similar to Listing 7-10. 


Listing 7-10. Action Code in ViewController.swift 
import U]IKit 
class ViewController: UIViewController { 


@IBOutlet weak var parkingSpots: UILabel! 


@IBAction func refreshParkingSpotsCount(sender: AnyObject) { 


} 


override func viewDidLoad() { 
super. viewDidLoad() 
// Do any additional setup after loading the view, typically 
// from a nib. 


} 


override func didReceiveMemoryWarning() { 
super .didReceiveMemoryWarning () 
// Dispose of any resources that can be recreated. 


Now you are going to add code that needs to execute in response to a Button clicked 
action. Add all the code in the refreshParkingSpotsCount (sender: AnyObject) function. 

The code provided in Listing 7-11 first sends a request to the URL http: //bookapps. 
codifythings.com/smartparking/getcount. php. The PHP response service that you 
wrote earlier sends the parking spots count in JSON format back to the client. The 
next piece of code parses this JSON response and extracts the count value using the 
PARKING SPOTS COUNT key. Finally, it updates the parkingSpots label with an updated 
count of open parking spots. 


Listing 7-11. Complete Code for ViewController 
import UIKit 
class ViewController: UIViewController { 
@IBOutlet weak var parkingSpots: UILabel! 
@IBAction func refreshParkingSpotsCount(sender: AnyObject) { 


let url = NSURL(string: "http://bookapps.codifythings.com/ 
smartparking/getcount.php") 

let request = NSURLRequest(URL: url!) 

NSURLConnection.sendAsynchronousRequest (request, queue: 
NSOperationQueue.mainQueue()) {(response, data, error) in 
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let jsonResponse: NSDictionary!=(try! NSJSONSerialization. 


JSONObjectWithData(data!, options: NSJSONReadingOptions.MutableContainers) ) 
as! NSDictionary 


self.parkingSpots.text = "Open Parking Spots: " + 
String(jsonResponse[ "PARKING SPOTS COUNT"]!) 


} 


override func viewDidLoad() { 
super. viewDidLoad() 


// Do any additional setup after loading the view, typically from a nib. 
i 


override func didReceiveMemoryWarning() { 
super .didReceiveMemoryWarning() 
// Dispose of any resources that can be recreated. 


Before your iOS app can make any Internet calls, you need to add a property in 
Info.plist. As shown in Figure 7-32, click on the + on the top-level parent Information 
Property List. 


o 
¥ 5 Smart Paring 
¥ [Bs Smart Parting 
+ AppDelegate switt 
+ VeewControtier swift 
©) Main.storyboard 
(Be Assets xcassots 


|) LaunchScreen storyboard 


> [i Products 


a < © Smart Parking ) NN Smart Parking 


Key 
¥ information Property List 


Localization native development 1... $ 


Executable file 
Bundie identitier 
infeDictionary version 
Bungie name 
Bundie OS Type code 
Bundie versions string, short 
Bundie creator OS Type code 
Bundie version 
Application requires Prone erie 
Launch screen intertace the base 
Main storyboard te base name 
> Requred device capaniinies 
> Supported interface orientations 


> Supported interface orientations (... $ 


Figure 7-32. Info.plist properties list 


Type 


Into.plist No Selection <a> 


Varue 
on 


S(EXECUTABLE_NAME) 
S{PRODUCT_BUNOLE_IDENTIFIER) 
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Anew property will be added to the list. As shown in Figure 7-33, select App 
Transport Security Settings. 


28 < >» | B& Smart Parking ) [Mj Smart Parking ) § Info.plist ) No Selection 
Key Type Value 


¥ Information Property List © Dictionary (17 items) 


App Transport Security S¢ ; ¢ Dictionary (0 items) 
Application can be killed imme... ' 4 String en 
Application Category 4 = String S(EXECUTABLE_NAME) 
Application does not run in ba... 4 String $(PRODUCT_BUNDLE_ IDENTIFIER) 
Application fonts resource path 4 String 6.0 
Application has localized displ... 4 — String $(PRODUCT_NAME) 
Application is agent (UlElement) 4 String APPL 
Application is background only < = String 1.0 
Application is visible in Classic 4 String 2222 
Application prefers Carbon env... 4 — String 1 
Application requires IPhone envir.. 4 Goolean YES 
Launch screen interface file base... * String LaunchScreen 
Main storyboard file base name < = String Main 
» Required device capabilities 4 Array (1 item) 
>» Supported interface orientations = Array (3 items) 
> Supported interface orientations (... * Array (4 items) 


Figure 7-33. Select the App Transport Security Settings property 
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Click on + in the newly added property of App Transport Security Settings, as shown 
in Figure 7-34. This will add a child property. Select the Allow Arbitrary Loads property 


from the list and change its value from NO to YES. 


Ba | < 


Key 
¥ Information Property List 
v App Transport Security Settings 


a 
¥ 


Type 


Dictionary 
Dictionary 


{& Smart Parking ) [§) Smart Parking )  Info.plist ) No Selection 


Value 
(17 items) 


(1 item) 


| Allow Arbitrary Loads 400 Boolean > YES 


» Application Category 
Localization native development r 
Executable file 
Bundle identifier 
InfoDictionary version 
Bundle name 
Bundle OS Type code 
Bundle versions string, short 
Bundle creator OS Type code 
Bundle version 


Application requires iPhone envir... 
Launch screen interface file base... 


Main storyboard file base name 
» Required device capabilities 
>» Supported interface orientations 


>» Supported interface orientations (... 


ee 


(0 items) 

en 

S(EXECUTABLE_NAME) 
$(PRODUCT_BUNDLE_ IDENTIFIER) 
6.0 

$(PRODUCT_NAME) 

APPL 

1.0 

2222 


LaunchScreen 
Main 

(1 item) 

(3 items) 


(4 items) 


Figure 7-34. Select the Allow Arbitrary Loads property 


This completes the implementation of your iOS app. 


The Final Product 


To test the application, make sure your MySQL and PHP servers are up and running with 


the code deployed. 


Also verify and upload the Arduino code as discussed in Chapter 1. Make sure 
initially there is no object in front of your proximity sensor. Once the code has been 
uploaded, open the Serial Monitor window. You will start seeing log messages similar to 


the ones shown in Figure 7-35. 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful[INFO] SSID: HOME-9252 


{INFO} BSSID: 98:C€7:92:46:92:50 
{INFO} Signal Strength (RSSI): -SS 
[INFO] Encryption Type: 4 

(INFO) IP Address: 10.0.0.13 

(INFO) MAC Address: 78:(4:£:2:94:BD 


(INFO) Calibration Complete 

CINFO) Sensor Active 

(INFO) Object Distance: 3722.00 

(INFO) Parking Spot Open 

(INFO) Connecting to Server 

(INFO) Server Connected - HTTP GET Started 
(INFO) HTTP GET Completed 

(INFO) Object Distance: 3752.00 

(INFO) Parking Spot Open 

HTTP/1.1 200 OK 

Server: nginx 

Date: Sun, @6 Mar 2016 @1:10:52 GMT 
Content-Type: text/html; charset=UTF-8 
Transfer-Encoding: chunked 

Connection: close 

Host-Header: 192fc2e7e5094Sbeb82310492d608024 
X-Proxy-Cache: MISS 


50 
(DEBUG) Parking Update: OPEN 


(DEBUG) Updated Parking Spots Counter Successfully 


\) Autoscroll 


Figure 7-35. Log messages from the smarter parking system 


Next, open your iOS app in Xcode. Click on the Play button from menu visible on 
top-left side of storyboard shown in Figure 7-36 to launch your app in a simulator. 


> M  AXSmart Parking ) WB iPhone 6 


Figure 7-36. Screen simulation menu 
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Once the app launches, click on the Click to Refresh button to fetch the latest count of 
the open parking spots. Figure 7-37 shows how the screen will look in the simulator. The 
screen will show 1 because you have not placed any object in front of the proximity sensor. 


ee iPhone 4s - iPhone 4s / iOS 9.1 (138137) 


Open Parking Spots: 1 
Click to Refresh 


Figure 7-37. App screen in simulator with one open spot 
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As shown in Figure 7-38, place an object in front of your proximity sensor. 


Figure 7-38. Object in front of proximity sensor 
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As soon as your Arduino sends the next HTTP request to the server, the count will 
change. Click the Refresh button on your iOS app. As shown in Figure 7-39, it will show no 
open spots. 


ee iPhone 4s - iPhone 4s / iOS 9.1 (138137) 


Open Parking Spots: 0 
Click to Refresh 


Figure 7-39. App screen in simulator with no open spots 


Summary 


In this chapter, you learned about the on-demand pattern of IoT applications. This 
pattern is a good fit if your users are not required to be fed data and instead are provided 
the latest data only when they request it. The smarter parking system that you built in this 
chapter is a good example of this pattern, because users are only concerned with open 
parking spot information when they are looking for a parking spot; otherwise, they are 
not concerned. 
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loT Patterns: Web Apps 


As most of our day-to-day tasks and interactions move to mobile devices, web 
applications will still have a place. In the IoT space, they will mainly be used for 
monitoring and controlling large-scale implementations. 

In this chapter, you are going to build a temperature monitoring system. Figure 8-1 
shows a high-level diagram of all components involved in this system. The first component 
is an Arduino device that gathers temperature data and publishes it to a server using an 
HTTP request. The second component is a server that receives temperature data and 
stores it in a database. The final component accesses temperature data from the server 
and presents it to users in a web-based analytics dashboard. This web-based analytics 
dashboard is going to reside in the server as well. 
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ll ll 
if i 
Device 1 HTTP Server i Web App 
Figure 8-1. Components of the temperature monitoring system 
Learning Objectives 
At the end of this chapter, you will be able to: 
e _ Read data from a temperature sensor 
e Publish sensor data to a server 
e Display sensor data in a web-based dashboard 
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Hardware Required 


Figure 8-2 provides a list of all hardware components required for building this 
temperature monitoring system. 


a 


Temperature Sensor (TMP36) 


Arduino 
Jumper Cables 


Breadboard WiFi Shield 


fritzing 


Figure 8-2. Hardware required for the temperature monitoring system 


Software Required 


In order to develop the temperature monitoring system, you need the following software: 
e = Arduino IDE 1.6.4 or later 
e PHP server (installed or hosted) 
e MySQL server (installed or hosted) 


e —- Text editor 
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CHAPTER 8 — IOT PATTERNS: WEB APPS 


In this section, you are going to build the circuit required for the temperature monitoring 
system. This circuit uses a low-cost and easy-to-use TMP36 temperature sensor. The 
sensor returns its values in voltage, which is converted into Celsius and Fahrenheit. 


1. 


Make sure Arduino is not connected to a power source, such 
as to a computer via USB or a battery. 


Attach a WiFi shield to the top of the Arduino. All the pins 
should align. 


Use jumper cables to connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the temperature 
sensor. The left pin of the sensor is the power (+) and the right 
pin is the ground (-). 


To read values from the temperature sensor, you will need to 
connect a jumper cable from the analog voltage port (middle pin) 
of the temperature sensor to the AO (Analog) port of Arduino. 
Your code will read the voltage from this port to calculate the 
temperature in Celsius and Fahrenheit. 


Your circuit is now complete and should look similar to Figures 8-3 and 8-4. 
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Figure 8-3. Circuit diagram of the temperature monitoring system 
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Figure 8-4. Actual circuit of the temperature monitoring system 


Database Table (MySQL) 


As discussed in the previous chapter, before you can send HTTP requests from Arduino, 
you need to build a service that will receive data. 

This chapter also uses MySQL as a database. The application needs a very simple 
three-column table. So create a new table called TEMPERATURE_MONITORING_DATA using the 
SQL script provided in Listing 8-1. Run this script in an existing database or create a new one. 

The first column will be an auto-generated ID, the second column will be an 
auto-generated timestamp, and the third column will be used to store the temperature 
readings. 


Listing 8-1. Create Table SQL 


CREATE TABLE ~TEMPERATURE MONITORING DATA” 
( 
~ID> int(11) NOT NULL AUTO INCREMENT, 
“TIMESTAMP~ timestamp NOT NULL DEFAULT CURRENT TIMESTAMP ON UPDATE 
CURRENT TIMESTAMP, 
“TEMPERATURE~ double NOT NULL, 
PRIMARY KEY (~ID>) 
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Figure 8-5 shows the structure of the TEMPERATURE_MONITORING DATA table. 


=} Cl TEMPERATURE_MONITORING_DATA 
- Columns 
{, New 
{ 1D 
, TEMPERATURE 
j TIMESTAMP 
+— =| Indexes 


Figure 8-5. TEMPERATURE_MONITORING_DATA table structure 


Code (PHP) 


Now that the database table is ready, you need to build two services. The first service 
will receive the Arduino sensor data and store it in the newly created database table. The 
second service will show historical sensor data in a dashboard. 

This project also uses PHP for building data storage and interface services. 

Create a new folder called tempmonitor in the public/root folder of your PHP 
server. All of the PHP source code for this project will go in this tempmonitor folder. 

Start a text editor of your choice. 


Note All the PHP code was developed using Brackets, which is an open source text 
editor. See http: //brackets.io/ for more information. 


Database Connection 


The PHP scripts for storing and displaying data will need to connect to the database. As 
shown in Figure 8-6, create a new file called util-dbconn. php in the tempmonitor folder. 
This file will be used by both scripts instead of repeating the code. 
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x New File 


Create a New File 
New File Name: 
util-dbconn.php 

(ex: file.txt, file.html, file.php) 


New file will be created in: 
* / /public_html/bookapps/tempmonitor 


Cancel | 


Figure 8-6. Common database connectivity file called util-dbconn.php 


Open the file in a text editor and copy or type code from Listing 8-2. As you can 
see, there is not much code in this file. The four variables $servername, $username, 
$password, and $dbname contain the connection information. Create a new connection by 
passing these four variables and store the connection reference in the $mysql1i variable. 
The IF condition in the code simply checks for errors during the connection attempt 
and prints them if there were any. 


Listing 8-2. Common Database Connectivity Code util-dbconn.php 


<?php 
$servername = "SERVER_NAME"; 
$dbname = "DB_NAME"; 
$username = "DB_USERNAME"; 
$password = "DB_PASSWORD"; 


//Open a new connection to MySQL server 
$mysqli = new mysqli($servername, $username, $password, $dbname); 


//Output connection errors 
if ($mysqli->connect_error) 


die("[ERROR] Connection Failed: " . $mysqli->connect_error) ; 


2> 
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Receive and Store Sensor Data 


As shown in Figure 8-7, create a new file called add. php in the tempmonitor folder. This 
script will perform two tasks—first it will fetch information from the HTTP request and 
then it will insert this information as a new row in the database table. 


LT 


Create a New File 
New File Name: 

add.php 

(ex: file.txt, file.ntml, file.php) 


New file will be created in: 
* / /public_html/bookapps/tempmonitor 


Figure 8-7. File to receive and store data in add.php 


Open the newly created file in a text editor and copy or type the code provided 
in Listing 8-3. As mentioned in the previous step, in order to store data, a database 
connection needs to be established. You created util-dbconn. php to perform that task, 
so in this file you need to include util-dbconn. php. The util-dbconn. php file provides 
access to the $mysqli variable, which contains connection references and will be used to 
run the SQL queries. 

The example in this book is hosted at http: //bookapps.codifythings.com/ 
tempmonitor, and Arduino will be sending temperature data to add. php using an HTTP 
GET method. As discussed in Chapter 2, HTTP GET uses a query string to send request 
data. So, the complete URL with the query string that Arduino will be using becomes 
http://bookapps.codifythings.com/tempmonitor/add.php?temperature=79.5. 

Your PHP code will need to extract temperature values from the query string using the 
$ GET[ ‘temperature’ ] statement. 

Now you need to store this temperature value in the database table as a new row. 
Prepare an INSERT SQL statement in $sql variable. You just need to pass the temperature 
value, as ID and TIMESTAMP are both auto-generated, so the database will take care of that 
for you. 

Finally, execute the INSERT SQL statement using $mysqli->query($sql) and check 
the $result variable for success or failure. 
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Listing 8-3. Code to Receive and Store Data in add.php 


<?php 


2> 


include('util-dbconn.php'); 


$temperature = $ GET[ ‘temperature’ ]; 

echo "[DEBUG] Temperature Sensor Data: " . $temperature . "\n"; 

$sql = "INSERT INTO “TEMPERATURE MONITORING DATA (~ TEMPERATURE) VALUES 
($temperature)"; 


if (!$result = $mysqli->query($sql)) 
{ 


echo "[Error] " . mysqli_error() . "\n"; 


exit(); 
i 
$mysqli->close(); 


echo "[DEBUG] New Temperature Sensor Data Added Successfully\n"; 


Dashboard 


All the data that is being captured by the sensor and stored in database is not visible to 
anyone. So next, you are going to build an analytics dashboard that will load the last 30 
entries from the database and display them in a bar chart format. As shown in Figure 8-8, 
create a new file called index. php in the tempmonitor folder. 


% New File 


Create a New File 


New File Name: 
index.php 
(ex: file.txt, file.html, file.php) 


New file will be created in 
* / /public_html/bookapps/tempmonitor 


Cancel 


H 


Figure 8-8. The file for analytics dashboard is index.php 


185 


www.it-ebooks.info 


CHAPTER 8 — IOT PATTERNS: WEB APPS 

Listing 8-4 provides the structure of the index. php file. The structure is standard 
HTML, so in the <head> tag you are going to load data from database table, load 
dependencies and initialize the chart. The <body> tag will simply display the chart. 


Listing 8-4. Code Structure for Analytics Dashboard in index.php 


<html> 
<head> 
<title>...</title> 
<?php 
?> 
<script src="..." /> 
<script> 
// chart customization code 
</script> 
</head> 
<body> 
// chart display 
</body> 
</html> 


Listing 8-5 provides the complete code for index.php, so copy or write the code 
in index. php. For developing the bar chart, you will be using Dojo, which is a very 
popular JavaScript toolkit. You do not need to download or install any code. The toolkit is 
accessible over the Internet so your script tag just needs to point to //ajax.googleapis. 
com/ajax/libs/dojo/1.10.4/dojo/dojo.js as its source 

To populate the chart, you first need to load data from the database in an array 
variable called chartData. In the <script> tag, add the PHP code for loading data from 
a database table. Include util-dbconn. php because a database connection needs to be 
established, and then prepare a SELECT SQL statement. Execute the query and prepare an 
array from the results. The final format of the array should be similar to var chartData = 
[Val1, Val2, Val3]. 

To use Dojo toolkit resources, you need to load all the dependencies using 
require(). For chart development, the two most important dependencies are the chart 
resource dojox/charting/Chart and a theme dojox/charting/themes/PlotKit/orange 
The remaining dependencies are included for customizing the chart. 

Inside function(Chart, theme){...}, create a new chart, set its theme, customize 
its plot area and x/y axis, add a chartData series to the chart. Finally, render the chart. 

The <body> tag has the code to display a title on top of the page and chart created earlier. 
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Listing 8-5. Complete Code for the Analytics Dashboard in index.php 


<html lang="en"> 
<head> 
<title>Temperature Monitoring System - Dashboard</title> 


<script src="//ajax.googleapis.com/ajax/libs/dojo/1.10.4/dojo/dojo.js" 
data-dojo-config="async: true"></script> 


<script> 
<?php 
include('util-dbconn.php'); 


$sql = "SELECT * FROM (SELECT * FROM 

~ TEMPERATURE MONITORING DATA 

ORDER BY ID DESC LIMIT 30) sub ORDER BY id ASC"; 
$result = $mysqli->query($sql); 
$resultCount = $result->num_rows; 


if ($resultCount > 0) 
{ 


$currentRow = 0; 

echo "var chartData = ["; 

// output data of each row 
while($row = $result->fetch_assoc()) 


{ 
$currentRow = $currentRow + 1; 


echo $row[ "TEMPERATURE" | ; 


if($currentRow < $resultCount) 


{ 


echo ","; 


else 


echo "0 results"; 


$mysqli->close(); 


2> 
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</head> 
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require([ 
"dojox/charting/Chart", 
"dojox/charting/themes/PlotKit/orange", 
"dojox/charting/plot2d/Columns", 
"dojox/charting/plot2d/Markers", 
"dojox/charting/axis2d/Default", 
"dojo/domReady!" 

], function(Chart, theme) { 

var chart = new Chart("chartNode"); 


})3 


</script> 


chart. 


chart. 


chart. 


chart. 


chart. 


chart. 


setTheme(theme) ; 


addPlot("default", {type: "Columns", 
gap: 5 , labels: true, 
labelStyle: "outside"}); 


addAxis("x", {title: "Readings (#)", 
titleOrientation: "away"}); 
addAxis("y", {title: "Temperature (F)", 
titleOrientation: "axis" , min: 0, 
max: 270, vertical: true, fixLower: 
"major", 
fixUpper: "major" }); 


addSeries("TemperatureData", chartData) ; 


render(); 


<body style="background-color: #F5EEE6"> 
<div style="align: center;"> 
<font size="5px"> 
Temperature Monitoring System - Dashboard 
</font></div> 
<div id="chartNode" style="width: 100%; height: 50%; margin-top: 50px;"> 
</div> 


</body> 
</html> 
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Code (Arduino) 


The final component of this project is the Arduino code for connecting to the Internet 
using WiFi, reading data from the temperature sensor, and publishing it to a server. 

Start your Arduino IDE and either type the code provided here or download it from 
book’s site and open it. All the code goes into a single source file (*. ino), but in order to 
make it easy to understand and reuse, it has been divided into five sections. 


e _ External libraries 

e Internet connectivity (WiFi) 
e —_ Read sensor data 

e HTTP (publish) 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 8-6, includes all the external libraries 
required to run the code. Since you are connecting to the Internet wirelessly, the main 
dependency of code is on <WiFi.h>. 


Listing 8-6. Code for Including External Dependencies 


#include <SPI.h> 
Hinclude <WiFi.h> 


Internet Connectivity (Wireless) 


The second section of the code defines variables, constants, and functions that are going 
to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 2-9 
(in Chapter 2) here. 


Read Sensor Data 


The third section of code, as provided in Listing 8-7, defines the variables, constants, and 
functions that are going to be used for reading sensor data. 

The readSensorData() function reads data from Analog Pin AO and the result is 
between 0 and 1023. The greater the value returned, the higher the temperature. The 
sensor value does not directly provide the temperature in Celsius or Fahrenheit, so a 
formula, as highlighted in Listing 8-7, is used to convert the sensor value into the required 
formats. 
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Listing 8-7. Code for Reading Temperatures 
int TEMP_SENSOR PIN = AO; 


float temperatureC = 0.0; 
float temperatureF = 0.0; 


void readSensorData() 
{ 
//Read Temperature Sensor Value 
int temperatureSensorValue = analogRead(TEMP_SENSOR PIN); 


float voltage = temperatureSensorValue * 5.0 / 1024; 


//Converting reading to Celsius 
temperatureC = (voltage - 0.5) * 100; 


//Converting reading to Fahrenheit 
temperatureF = (temperatureC * 9.0 / 5.0) + 32.03 


//Log Sensor Data on Serial Monitor 
Serial.print("[INFO] Temperature Sensor Reading (F): "); 
Serial.print1ln(temperatureF) ; 


Data Publish 


The fourth section of code as provided in Listing 8-8 defines the variables, constants, 
and functions that are going to be used for creating and sending an HTTP request to the 
server. This code is a slightly modified version of the HTTP GET that you developed in 
Chapter 3. 

The main modification in this code is its ability to open and close a connection to 
the server repeatedly. Apart from that, make sure to change the server and port values to 
your PHP server’s values, requestData variables and the URL values. 


Listing 8-8. Code for Sending an HTTP Request 


//IP address of the server 
char server[] = {"bookapps.codifythings.com"}; 
int port = 80; 


unsigned long lastConnectionTime = 0; 
const unsigned long postingInterval = 10L * 1000L; 
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void transmitSensorData() 


{ 
// Read all incoming data (if any) 


while (client.available()) 
{ 


char c = client.read(); 
Serial.write(c); 


} 


if (millis() - lastConnectionTime > postingInterval) 


{ 
client.stop(); 


Serial.println("[INFO] Connecting to Server"); 


String requestData = "temperature=' 


IOT PATTERNS: WEB APPS 


+ String(temperatureF) ; 


// Prepare data or parameters that need to be posted to server 


if (client.connect(server, port)) 


i 


Serial.println("[INFO] Server Connected - HTTP GET Started"); 


// Make a HTTP request: 


client.printIn("GET /tempmonitor/add.php?" + requestData + 


client.println("Host: " + String(server)); 
client.println("Connection: close"); 
client.print1n(); 


lastConnectionTime = millis(); 


Serial.println("[ INFO] HTTP GET Completed"); 
} 
else 
d 
// Connection to server:port failed 
Serial.print1ln("[ERROR] Connection Failed"); 
} 
} 


Serial.println("---------------------------------------- 
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Standard Functions 


The code in the last section is provided in Listing 8-9. It implements Arduino’s standard 
setup() and loop() functions. 

The setup() function initializes the serial port and connects to the Internet. 

The loop() function calls readSensorData() for reading temperature data and then 
publishes the data to the server using HTTP by calling transmitSensorData() at regular 
intervals. 


Listing 8-9. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


//Connect Arduino to internet 
connectToInternet(); 


void loop() 
{ 


// Read sensor data 
readSensorData(); 


// Transmit sensor data 
transmitSensorData(); 


// Delay 
delay (6000) ; 


Your Arduino code is now complete. 


The Final Product 


To test the application, make sure your MySQL and PHP servers are up and running with 
the code deployed. 

Also verify and upload the Arduino code as discussed in Chapter 1. Once the code 
has been uploaded, open the Serial Monitor window. You will start seeing log messages 
similar to ones shown in Figure 8-9. 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


| Send | 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
(INFO) Connection Successful[INFO) SSID: HOME-9252 
CINFO] BSSID: 90:C7:92:46:92:50 

(INFO) Signal Strength (RSSI): -53 

(INFO) Encryption Type: 4 

[INFO] IP Address: 10.0.0.13 

(INFO) MAC Address: 78:(4:£:2:94:BD 


[INFO] Temperature Sensor Reading (F):3@.67 
[INFO] Connecting to Server 

{INFO} Server Connected - HTT POST Started 
[INFO] Data: temperature=39 67 

(INFO) HTTP POST Completed 


| Autoscroll | Nolineending +) | 9600 baud “ 


Figure 8-9. Log messages from the temperature monitoring system 


Let your Arduino run for a couple of minutes so that enough data is sent to 
the server. Check your dashboard by accessing the project URL, in this case it was 
http://bookapps.codifythings .com/tempmonitor. Your dashboard should look similar 
to Figure 8-10. 


€ c¢ bookapes codtythings.comternpmoantior — me 
Temperature Monitoring System - Dashboard 


Temperature (F) 
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Readings (#) 


Figure 8-10. Dashboard of the temperature monitoring system 


Summary 


In this chapter, you learned about building custom web apps. Web apps are being 
extensively used for monitoring IoT applications and large-scale implementations, 
as well as for creating dashboards. 


193 


www.it-ebooks.info 


CHAPTER 9 


lol Patterns: Location Aware 


Location-aware devices are going to be one of the largest contributors of savings from 
an IoT implementation. The IoT pattern is seen in various types of scenarios, including 
optimal route planning, endangered wildlife tracking, and pinpointing crash locations. 
In this chapter, you are going to build a livestock tracking system. Figure 9-1 shows a 
high-level diagram of all the components involved in this system. The first component is 
an Arduino device that captures the current coordinates and publishes them to a server 
using an HTTP request. The second component is a server that receives GPS coordinates 
and stores them in a database. The final component is a web page that shows stored GPS 
coordinates on a map. This web page resides on the server as well. 
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Figure 9-1. The components of livestock tracking system 


For the purposes of this project, you are going to be tracking only one animal. 
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Learning Objectives 
At the end of this chapter, you will be able to: 
e Read GPS coordinates 
e Publish GPS coordinates to a server 


e Display GPS coordinates in a map 


Hardware Required 


Figure 9-2 provides a list of all the hardware components required for building the 
livestock tracking system. 


GPS Module (NEO6MV2) 


Arduino 
Jumper Cables 


Breadboard WiFi Shield 


fritzing 


Figure 9-2. Hardware required for the livestock tracking system 
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Software Required 


In order to develop this livestock tracking system, you need the following software: 
e = Arduino IDE 1.6.4 or later 
e PHP server (installed or hosted) 
e MySQL server (installed or hosted) 


e ~—- Text editor 


Circuit 
In this section, you are going to build the circuit required for the livestock tracking system. 


This circuit uses the NEOG6MV2 GPS module for getting current latitude and longitude 
data. The GPS module has a positional accuracy of 5 meters. 


1. Make sure Arduino is not connected to a power source, such 
as to a computer via USB or a battery. 


2. Attach a WiFi shield to the top of the Arduino. All the pins 
should align. 


3. Use jumper cables to connect the power (3.3V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


4. Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the GPS. 


5. To read the GPS data, you will need to connect a jumper 
cable from the RX (Receive) port of the GPS to Digital Port 3 
of Arduino. Your code will use data from this port to find the 
latitude and longitude information. 


6. Similar to Step 5, you also need to connect a jumper cable 
from the TX (Transmit) port of the GPS to Digital Port 2 of 
Arduino. Your code will use data from this port to find the 
latitude and longitude information. 


Note Other GPS modules might have different power requirements and circuits. Check 
the datasheet of your GPS module to confirm its requirements. 


Your circuit is now complete and should look similar to Figures 9-3 and 9-4. 


197 


www.it-ebooks.info 


CHAPTER 9 — IOT PATTERNS: LOCATION AWARE 
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Figure 9-3. Circuit diagram of the livestock tracking system 
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Figure 9-4. Actual circuit of the livestock tracking system 
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Database Table (MySQL) 


As discussed in the previous two chapters, before you can send HTTP requests from 
Arduino, you need to build a service that will receive the data. 

The livestock tracking system will be displaying the latest GPS coordinates on a map, 
so you need to create a database table that will store those GPS coordinates. 

This chapter also uses MySQL as the database. Even though you are only going to 
track a single device, the table structure will be the same as if you were tracking multiple 
devices. So create a new table called GPS_TRACKER_DATA using the SQL script provided in 
Listing 9-1. Run this script in an existing database or create a new one. 

The first column will store the ID of the animal/device sending the coordinates; 
the second column will store the latitude; the third column will store longitude; and the 
fourth column will contain an auto-generated timestamp. 


Listing 9-1. Create Table SQL 


CREATE TABLE ~GPS TRACKER DATA 
( 
“CLIENT ID” varchar(40) NOT NULL, 
“LATITUDE” varchar(40) NOT NULL, 
“LONGITUDE” varchar(40) NOT NULL, 
~LAST_UPDATED” timestamp NOT NULL DEFAULT CURRENT TIMESTAMP 
ON UPDATE CURRENT TIMESTAMP, 
PRIMARY KEY (“CLIENT ID™) 


Figure 9-5 shows the structure of the GPS_TRACKER_DATA table. 


=) GPS_TRACKER_DATA 
- Columns 

4 New 

j CLIENT_ID 

j LAST_UPDATED 

j LATITUDE 

| LONGITUDE 

+5 | Indexes 


Figure 9-5. GPS_TRACKER_DATA table structure 


Code (PHP) 


Now that the database table is ready, you need to build two services. The first service that 
will receive the GPS coordinates and store them in the newly created database table. The 
second service will show the stored GPS coordinates on a map. 
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This project also uses PHP for building the storage and user interface services. 

Create a new folder called gpstracker in the public/root folder of your PHP server. 
All of the PHP source code for this project will go in this gpstracker folder. 

Start the text editor of your choice. 


Note All the PHP code was developed using Brackets, which is an open source text 
editor. See http: //brackets.io/ for more information. 


Database Connection 


Both PHP scripts for storing and displaying data will need to connect to the database. As 
shown in Figure 9-6, create a new file called util-dbconn. php in the gpstracker folder. 
This file will be used by both scripts instead of repeating the code. 


La a aT 


Create a New File 
New File Name: 
util-dbconn.php 

(ex: file.txt, file.html, file.php) 


New file will be created in: 
a, /public_html/bookapps/gpstracker 


Figure 9-6. Common database connectivity file called util-dbconn.php 


Open the file in a text editor and copy or type code from Listing 9-2. As you can 
see, there is not much code in this file. The four variables $servername, $username, 
$password, and $dbname contain connection information. Create a new connection by 
passing these four variables and store the connection reference in the $mysql1i variable. 
The IF condition in the code simply checks for errors during the connection attempt 
and prints them if there are any. 


Listing 9-2. Common Database Connectivity Code util-dbconn.php 


<?php 
$servername = "SERVER_NAME"; 
$dbname = "DB_NAME"; 
$username = "DB_USERNAME"; 
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$password = "DB_PASSWORD"; 


//Open a new connection to MySQL server 
$mysqli = new mysqli($servername, $username, $password, $dbname); 


//Output connection errors 
if ($mysqli->connect_error) 


die("[ERROR] Connection Failed: " . $mysqli->connect_error) ; 


2> 


Receive and Store Sensor Data 


As shown in Figure 9-7, create a new file called update. php in the gpstracker folder. This 
script will perform two tasks—first it will fetch information from an HTTP request and 
then it will update this information in the database table. 

Open the newly created file in a text editor and copy or type the code provided 


SY ssanesininnsenlen Desnecioananasinsnae 


Create a New File 
New File Name: 
update.php 

(ex: file.txt, file.html, file.php) 


New file will be created in: 
**) /public_html/bookapps/gpstracker 


Figure 9-7. File to receive and add/update data in update.php 


in Listing 9-3. As mentioned in the previous step, in order to store data, a database 
connection needs to be established. You created util-dbconn. php to perform that task, 
so in this file you need to include util-dbconn. php. The util-dbconn. php file provides 
access to the $mysqli variable, which contains connection references and will be used to 
run the SQL queries. 

The example in this book is hosted at http: //bookapps.codifythings.com/ 
gpstracker/, and Arduino will be sending GPS coordinates to update. php using an HTTP 
GET method. As discussed in Chapter 2, HTTP GET uses a query string to send request 
data. So, the complete URL with the query string that Arduino will be using becomes 
http: //bookapps.codifythings .com/gpstracker/update. php?clientID=Sheep1&lat 
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itude=41.83&longitude=-87.68. Your PHP code will need to extract client ID and GPS 
coordinates from the query string using $_ GET[' parameterName' ] statement. 

Now you need to store these GPS coordinates in the database table, either in an 
existing row or by inserting them in a new row. Prepare an INSERT OR UPDATE SQL 
statement in the $sql variable. You will need to pass the CLIENT_ID, LATITUDE, and 
LONGITUDE values in the SQL query while TIMESTAMP will be auto-generated by the 
database. 

Finally, execute the INSERT OR UPDATE SQL statement using $mysqli->query ($sql) 
and check the $result variable for success or failure. 


Listing 9-3. Code to Receive and Add/Update Data in update.php 


<?php 
include('util-dbconn.php'); 


$clientID = $ GET['clientID']; 
$latitude = $ GET['latitude']; 
$longitude = $ GET['longitude' ]; 


$sql = "INSERT INTO “GPS TRACKER _DATA~ (CLIENT ID, LATITUDE, LONGITUDE) 
VALUES('$clientID', $latitude, $longitude) "; 

$sql = $sql . "ON DUPLICATE KEY UPDATE CLIENT ID='$clientID', 
LATITUDE=$latitude, LONGITUDE=$longitude" ; 


echo $sql; 

if (!$result = $mysqli->query($sql)) 

{ 
echo "[Error] " . mysqli_error() . "\n"; 
exit(); 

} 


$mysqli->close(); 
echo "[DEBUG] Updated GPS Coordinates Successfully\n"; 


?> 
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Map 


All the GPS coordinates being stored in the database are not visible to anyone yet. Next, 
you are going to build a web page that will display all coordinates on a map. As shown in 
Figure 9-8, create a new file called index. php in the gpstracker folder. 


% New File 


Create a New File 
New File Name 

index.php 

(ex: file.txt, file.htmi, file.php) 


New file will be created in: 
* / /public_html/bookapps/gpstracker 


i] Cancel | 


Figure 9-8. The file for displaying a map is index.php 


Listing 9-4 provides the complete code for index.php, so copy or write the code in 
index.php. This code uses the Google Maps API for creating a map and displaying all the 
coordinates. You do not need to download or install any code; the API is accessible over 
the Internet so your script tag just needs to point to http: //maps.googleapis.com/ 
maps/api/js?sensor=false as its source. 

To populate the map, you first need to load data from the database in the location 
array variable. Add your PHP code for loading data from a database table inside the 
init() JavaScript function. Include util-dbconn. php because the database connection 
needs to be established first, and then prepare a SELECT SQL statement. Execute the 
query and prepare a locations array from the results. 

After the PHP code and inside the init() function, initialize a new map. Set its zoom 
level, default coordinates, and map type. Next read the array in a loop and mark all the 
coordinates on the map. 

The <body> tag has the code to display a title on top of the page and map created earlier. 


Listing 9-4. Code Structure for Map in index.php 


<html lang="en"> 


<head> 
<title>Livestock Tracking System</title> 


<script type="text/javascript" src="http://maps.googleapis.com/maps/api/ 
js?sensor=false"></script> 
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<script> 
function init() 


{ 
<?php 
include('util-dbconn.php'); 


$sql = "SELECT * FROM “GPS TRACKER DATA"; 
$result = $mysqli->query($sql) ; 
$resultCount = $result->num_rows; 


¢zoomLatitude = ""; 


$zoomLongitude = ""; 
echo "var locations = ["; 


if ($resultCount > 0) 
{ 


$currentRow = 0; 


while($row = $result->fetch_assoc()) 


i 
$currentRow = $currentRow + 13 
$clientID=$row[ "CLIENT ID"]; 
$latitude=$row[ "LATITUDE" ]; 
$longitude=$row[ "LONGITUDE" ] ; 


if($currentRow == 1) 

{ 
$zoomLatitude = $latitude; 
$zoomLongitude = $longitude; 


\ 


echo "['".$clientID."',".$latitude.",".$longitude."]"; 


if($currentRow < $resultCount) 


{ 
i 


echo ","; 


} 


echo "];"; 


echo "var latitude = '$zoomLatitude';"; 


echo "var longitude = '$zoomLongitude' ;"; 
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$mysqli->close(); 
?> 
map = new google.maps.Map(document.getElementById('map'), 

zoom: 10, 

center: new google.maps.LatLng(latitude, 

longitude), 
mapTypeld: google.maps.MapTypeId.ROADMAP 


J 
var infowindow = new google.maps.InfoWindow() ; 
var marker, i; 


for (i = 0; i < locations.length; i++) 


d 
marker = new google.maps.Marker ({ 
position: new 
google.maps.LatLng(locations[i][1], 
locations[i][2]),map: map}); 
google.maps.event.addListener(marker, ‘click’, 
(function(marker, i) 
{ 
return function() 
{ 
infowindow. setContent(locations[i][0]); 
infowindow.open(map, marker) ; 
}) (marker, i)); 
} 
</script> 
</head> 


<body style="background-color: #9bcc59"> 

<div style="align: center;"><font size="5px" color="white">Livestock 
Tracking System</font></div> 

<div id="map" style="width: 100%; height: 50%; margin-top: 50px;"></div> 
<script type="text/javascript"> 

initQ); 

</script> 


</body> 
</html> 
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Code (Arduino) 


The final component of this project is the Arduino code for connecting to the Internet 
using WiFi, getting the current GPS coordinates, and publishing them to a server. 

Start your Arduino IDE and either type the code provided here or download it from 
the site and open it. All the code goes into a single source file (*. ino), but in order to 
make it easy to understand and reuse, it has been divided into five sections. 


e External libraries 

e Internet connectivity (WiFi) 
e Read GPS coordinates 

e HTTP (publish) 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 9-5, includes all the external libraries 
required to run the code. This sketch has multiple dependencies—for Internet 
connectivity, you need to include the <WiFi.h>, for communication with the GPS module, 
you need to include <SoftwareSerial.h>, and for reading the GPS coordinates, you need 
to include <TinyGPS.h>. You can download <TinyGPS.h> from https://github.com/ 
mikalhart/TinyGPS/releases/tag/v13. 


Listing 9-5. Code for Including External Dependencies 


#include <SPI.h> 

#include <WiFi.h> 

#include <TinyGPS.h> 
#include <SoftwareSerial.h> 


Internet Connectivity (Wireless) 


The second section of the code defines the variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8 , 
and 2-9 (Chapter 2) here. 


Get GPS Coordinates 


The third section of the code, as provided in Listing 9-6, defines the variables, constants, 
and functions that are going to be used for reading the GPS coordinates. 

Once the GPS module is connected to Arduino and it is powered on, it will look for 
a satellite and start sending data on serial ports D2 and D3 to Arduino. This data won’t 
make much sense, so in order to find the latitude and longitude information, you will use 
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TinyGPS library. This library parses data coming from the GPS module and provides an 
easy way to retrieve the required information. So initialize a variable of the TinyGPS library. 
The getGPSCoordinates() function reads the GPS data from serial ports D2 and 

D3. The GPS module might take a few seconds to find a satellite, so the latitude and 
longitude values returned might not be valid. If latitude and longitude are equal to 
TinyGPS::GPS_INVALID_F_ANGLE, that means the coordinates are invalid, so until the 
code receives valid coordinates, it keeps printing Searching for Satellite on the serial 
monitor. Once the valid coordinates are received, the transmitSensorData(latitude, 
longitude) function is called. 


Listing 9-6. Code for Reading GPS Coordinates 


TinyGPS gps; 
SoftwareSerial ss(2, 3); // GPS TX = Arduino D2, GPS RX = Arduino D3 


static void smartdelay(unsigned long ms) 


i 


unsigned long start = millis(); 
do 


{ 
while (ss.available()) 
gps.encode(ss.read()); 
} while (millis() - start < ms); 
} 


void getGPSCoordinates() 


{ 
float latitude; 
float longitude; 
unsigned long age = 0; 


gps.f_get_position(&latitude, &longitude, &age); 
smartdelay(10000) ; 


// Transmit sensor data 
if(latitude != TinyGPS::GPS INVALID F ANGLE && 

longitude != TinyGPS::GPS_ INVALID F_ANGLE) 
f 


transmitSensorData(latitude, longitude) ; 


} 


else 


{ 
Serial.println("[INFO] Searching for Satellite"); 


} 
} 
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Data Publish 


The fourth section of code, as provided in Listing 9-7, defines the variables, constants, 
and functions that are going to be used for creating and sending an HTTP request to the 
server. This code is a slightly modified version of the HTTP GET that you developed in 
Chapter 3. 

The main modification in this code is its ability to open and close a connection to 
the server repeatedly. Apart from that, make sure to change the server and port values to 
your PHP server’s values, requestData variables and the URL values. 


Listing 9-7. HTTP Publish 


//IP address of the server 
char server[] = {"bookapps.codifythings.com"}; 
int port = 80; 


unsigned long lastConnectionTime = 0; 
const unsigned long postingInterval = 10L * 1000L; 


void transmitSensorData(float latitude, float longitude) 


i 
// Read all incoming data (if any) 


while (client.available()) 
{ 


char c = client.read(); 


} 

if (millis() - lastConnectionTime > postingInterval) 
client.stop(); 
Serial.println("[INFO] Connecting to Server"); 


String requestData = "clientID=Sheep1&latitude=" + String(latitude) 
+ "&longitude=" + String(longitude) ; 
Serial.println("[INFO] Query String: " + requestData) ; 


// Prepare data or parameters that need to be posted to server 
if (client.connect(server, port)) 


{ 
Serial.print1ln("[INFO] Server Connected - HTTP GET Started"); 


// Make a HTTP request: 
client.printIn("GET /gpstracker/update.php?" + requestData + 
" HTTP/1.1")5 


client.println("Host: " + String(server)); 
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client.println("Connection: close"); 
client.print1n(); 


lastConnectionTime = millis(); 


Serial.println("[ INFO] HTTP GET Completed"); 


} 
else 
{ 
// Connection to server:port failed 
Serial.print1ln("[ERROR] Connection Failed"); 
} 
i 
Serial.println("----------------------------------------------- "); 


Standard Functions 


The final code section is provided in Listing 9-8. It implements Arduino’s standard 
setup() and loop() functions. 

The setup() function initializes the serial port. Note that the baud rate is 115200, 
which is different from what you have been using so far. The reason for difference will be 
clear when you look at the next line of code: ss .begin(9600). This statement initializes 
communication with the GPS module on serial ports D2 and D3 (ss is the instance of 
SoftwareSerial library that you initialized in Listing 9-6). The GPS module used in this 
project communicates at 9600 baud rate by default, therefore 115200 was used for serial 
monitor logs. The GPS module that you are using might have a different default baud rate, 
so make sure to check the manufacturer’s datasheet to find the correct one. Next, connect 
to the Internet using WiFi. 

The loop() function just needs to call the getGPSCoordinates() function. It reads 
the GPS coordinates and, at regular intervals, calls the transmitSensorData() function to 
publish the GPS coordinates to the server. 


Listing 9-8. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial. begin(115200) ; 


// Initialize serial port for GPS data 
ss.begin(9600) ; 


//Connect Arduino to internet 
connectToInternet(); 


209 


www.it-ebooks.info 


CHAPTER 9 — IOT PATTERNS: LOCATION AWARE 


void loop() 


// Get GPS Coordinates 
getGPSCoordinates(); 


} 


Your Arduino code is now complete. 


The Final Product 


To test the application, make sure your MySQL and PHP servers are up and running with 
the code deployed. 

Also verify and upload the Arduino code as discussed in Chapter 1. Once the code 
has been uploaded, open the Serial Monitor window. You will start seeing log messages 
similar to ones shown in Figure 9-9. 


eee /dev/cu.usbmodem1411 (Arduino Uno) 
Send 


}CINFO) Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful [INFO] SSID: HOME-9252 

(INFO) BSSID: 90:€7:92:46:92:50 

(INFO) Signal Strength (RSSI): -51 

[INFO] Encryption Type: 4 
(INFO) IP Address: 10.0.0.13 

(INFO) MAC Address: 78:C4:E:2: 


(INFO) Connecting to Server 

CINFO] Query String: clientID=Sheepl&latitude=41 .83&longi tude=-87.68 
(INFO) Server Connected - HTTP GET Started 

[INFO] HTTP GET Completed 

CINFO] Connecting to Server 

CINFO] Query String: clientID-Sheepi&lotitude=41.835longi tude=-87 .68 
(INFO) Server Connected - HTTP GET Started 

(INFO) HTTP GET Completed 


_) Autoscroll Nolineending + 115200 baud + 


Figure 9-9. Log messages from the livestock tracking system 
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Once the GPS has initialized, which might take a few seconds, it will publish the 
current coordinates to the server. Check your web app by accessing the project URL; in 
this case it was http: //bookapps.codifythings.com/gpstracker. Your web app should 
look similar to Figure 9-10. 


Figure 9-10. The final version of the livestock tracking system 


Summary 


In this chapter you learned about location-aware things. They have many great uses, and, 
when combined with other sensors, they can improve so many aspects of our lives, such 
as emergency response, maintenance and optimized routing, and more. 

You developed an IoT application that published livestock tracking data to a server 
where this information was displayed on a map. You can improve quite a few other 
applications that you developed in previous chapters by making them location-aware, 
including: 


e The intrusion detection system from Chapter 5. When an 
intrusion is detected, you can send alerts to the security company 
with the exact coordinates so that they can send someone to 
investigate. 


e The smart parking system from Chapter 7. You can provide exact 
coordinates of a parking spot so that drivers looking for parking 
spots can enter the coordinates in their GPS for directions. 


Not all scenarios will need a purpose-built GPS module. Smartphones are location- 
aware as well and can be used for building IoT applications. For scenarios such as 
livestock tracking, you need to attach purpose-built GPS modules, but for other scenarios, 
such as a car mileage tracker, you have the option to use smartphones as well. 
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loT Patterns: Machine 
to Human 


Due to regulatory requirements or lack of technology, there will be scenarios where 
human intervention is required to respond to sensor-generated alerts. 

In this chapter, you are going to build a simple waste management system to 
elaborate this use case. Figure 10-1 shows a high-level diagram of all components 
involved in this system. The first component is an Arduino device that monitors garbage 
levels with a proximity sensor and publishes a message to an MQTT broker. The second 
component is a Node-RED flow that subscribes to an MQTT broker. The final component 
is a workflow that is initiated whenever the garbage levels are high and a pickup needs to 
be scheduled. 


i it} 
| it} 
i fl 
| 
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i it} 
| 0 
q it 
Device ; MOTT Broker + Node-RED : Human Process 


Figure 10-1. Components of the waste management system 
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Learning Objectives 
At the end of this chapter, you will be able to: 
e Read data from a proximity sensor 
e Publish message to an MQTT broker 
e ~—_ Build a workflow in Effektif (renamed to Signavio Workflow) 


e Create a Node-RED flow and initiate it from Arduino 


Hardware Required 


Figure 10-2 provides a list of all hardware components required for building the waste 
management system. 


Ultrasonic Rangemeter (HC-SRO4) 


Arduino 
Jumper Cables 


eee ee eee ee ee hl 
VCCCRG GRUPOS CUCL CUCU OCCT 


ed 
ed 
ee 
ed 
ee 


Breadboard WiFi Shield 


fritzing 


Figure 10-2. Hardware required for the waste management system 
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Software Required 


In order to develop this waste management system, you need the following software: 
e = Arduino IDE 1.6.4 or later 
e = Effektif (hosted) 
e Node-RED 0.13.2 or later 


In this section, you are going to build the circuit required for the waste management 
system. This circuit uses an ultrasonic proximity sensor to detect objects, as illustrated 
in Chapter 7. The sensor is attached to the top of a garbage can and sends an ultrasonic 


burst that reflects off of the garbage in the can. The circuit reads the echo, which is used to 
calculate the level of garbage. 


1. Make sure Arduino is not connected to a power source, such 
as to a computer via a USB or a battery. 


2. Attach a WiFi shield to the top of the Arduino. All the pins 
should align. 


3. Use jumper cables to connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


4. Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the proximity 
sensor. 


5. To trigger an ultrasonic burst, connect a jumper cable from 
the TRIG pin of the sensor to Digital Port 2 of Arduino. Your 
code will set the value of this port to LOW, HIGH, and then 
LOW in order to trigger the burst. 


6. Toread the echo, connect a jumper cable from the ECHO pin 
of the sensor to Digital Port 3 of Arduino. Your code will read 
the values from this port to calculate the level of garbage in 
the can. 


Your circuit is now complete and should look similar to Figures 10-3 and 10-4. 
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eee eee eee eens 
eee eee eee eens 
eee eee eee eens 
eee eee eee eens 
eee eee eee eens 


fritzing 


Figure 10-4. Actual circuit of the waste management system 


216 


www.it-ebooks.info 


CHAPTER 10 1OT PATTERNS: MACHINE TO HUMAN 


Code (Arduino) 


Next you are going to write the code for the first component of this application. This code 
will connect Arduino to the Internet using WiFi, read the proximity sensor data to get 
garbage levels, and publish that information to an MQTT broker. 

Start your Arduino IDE and type the code provided here or download it from the site 
and open it. All the code goes into a single source file (*. ino), but in order to make it easy 
to understand and reuse, it has been divided into five sections. 


e —_ External libraries 

e Internet connectivity (WiFi) 
e _ Read sensor data 

e MQTT (publish) 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 10-1, includes all the external libraries 
required to run the code. This sketch has two main dependencies—for Internet 
connectivity, you need to include <WiFi.h> (assuming you are using a WiFi shield) and 
for MQTT broker communication, you need to include <PubSubClient.h>. 


Listing 10-1. Code for Including External Dependencies 


#include <SPI.h> 
#include <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines the variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 
2-9 (Chapter 2) here. 


Read Sensor Data 


The third section of code, as provided in Listing 10-2, defines the variables, constants, and 
functions that are going to be used for reading the sensor data. 

The calibrateSensor() function waits for the proximity sensor to calibrate properly. 
Once the calibration is complete, the proximity sensor is active and can start detecting. 
If you do not give it enough time to calibrate, the proximity sensor might return incorrect 
readings. 
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The readSensorData() function generates a burst to detect garbage level in the can. 
It triggers a burst on Digital Pin 2 by sending alternate signals—LOW, HIGH, and LOW 
again. Then it reads the echo from Digital Pin 3, which provides the distance between the 
sensor and the garbage. Finally, it checks if the distance is less than a threshold, and if it 
is, that means the garbage can is close to being full and a pickup needs to be scheduled. 
Since this is just a prototype, the echo value of 700 has been used. When you use this 
sensor in real life, you need to adjust the value by doing a few tests. If the garbage level is 
above the threshold, then call publishSensorData(...) with HIGH. 


Listing 10-2. Code for Detecting the Garbage Level 


int calibrationTime = 30; 
#define TRIGPIN 2 // Pin to send trigger pulse 
#define ECHOPIN 3 // Pin to receive echo pulse 


void calibrateSensor() 


{ 


//Give sensor some time to calibrate 
Serial.println("[INFO] Calibrating Sensor "); 


for(int i = 0; i < calibrationTime; i++) 


Serial.print("."); 
delay(1000); 


Serial.println(""); 
Serial.println("[INFO] Calibration Complete"); 
Serial.println("[INFO] Sensor Active"); 


delay(50); 


} 


void readSensorData() 


{ 


// Generating a burst to check for objects 
digitalWrite(TRIGPIN, LOW); 
delayMicroseconds(10) ; 
digitalWrite(TRIGPIN, HIGH); 
delayMicroseconds(10) ; 
digitalWrite(TRIGPIN, LOW); 


// Distance Calculation 
float distance = pulseIn(ECHOPIN, HIGH); 


Serial.println("[INFO] Garbage Level: " + String(distance)); 
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if(distance < 700) 


{ 
Serial.println("[INFO] Garbage Level High"); 


// Publish sensor data to server 
publishSensorData("HIGH") ; 
} 
} 


Data Publish 


The fourth section of code, provided in Listing 10-3, defines the variables, constants, and 
functions that are going to be used for publishing data to an MQTT broker. 

This code is a slightly modified version of MQTT publish that you developed in Chapter 3. 
You do not need to make any changes for the code to work, but it is recommended that you 
customize some of the messages so that they do not get mixed up with someone else using 
the same values. All values that can be changed have been highlighted in bold in Listing 10-3. 
If you are using your own MQTT server, make sure to change the server and port values. 
The two recommended changes include the value of the topic variable and the name of 
client that you need to pass while connecting to the MQTT broker. 


Listing 10-3. Code for Publishing Messages to an MQTT Broker 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883; 

char topic[] = {"codifythings/garbagelevel"}; 


void callback(char* topic, byte* payload, unsigned int length) 
{ 


//Handle message arrived 


i 
PubSubClient pubSubClient(server, port, 0, client); 


void publishSensorData(String garbageLevel) 


{ 
// Connect MOTT Broker 
Serial.print1n("[INFO] Connecting to MQTT Broker"); 


if (pubSubClient.connect ("arduinoIoTClient" ) ) 


{ 
Serial.println("[INFO] Connection to MQTT Broker Successful"); 


} 


else 


{ 
Serial.println("[INFO] Connection to MOTT Broker Failed"); 


} 
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// Publish to MOTT Topic 
if (pubSubClient.connected()) 


Serial.println("[INFO] Publishing to MQTT Broker"); 
pubSubClient.publish(topic, "Garbage level is HIGH, schedule pickup"); 
Serial.println("[INFO] Publish to MQTT Broker Complete"); 


} 


else 


{ 
Serial.println("[ERROR] Publish to MOTT Broker Failed"); 


} 


pubSubClient.disconnect(); 


Standard Functions 


The final code section is shown in Listing 10-4. It implements Arduino’s standard setup() 
and loop() functions. 

The setup() function initializes the serial port, sets the pin modes for the trigger and 
echo pins, connects to the Internet, and calibrates the proximity sensor. 

The loop() function simply needs to call readSensorData() at regular intervals. 


Listing 10-4. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Set pin mode 
pinMode(ECHOPIN, INPUT); 
pinMode(TRIGPIN, OUTPUT); 


// Connect Arduino to internet 
connectToInternet(); 


// Calibrate sensor 
calibrateSensor(); 
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void loop() 


// Read sensor data 
readSensorData(); 


// Delay 
delay(5000) ; 


Your Arduino code is now complete. 


Effektif Workflow 


Effektif is a cloud-based platform that lets you automate routine workflows and processes 
into applications within minutes. For the purposes of this project, you can sign up for 
their free 30-day trial membership. You are going to define a very simple single step 
workflow that allows a person to enter a garbage pickup schedule. 


Effektif is just one example of a workflow and process management solution; you can use 
one of the many other solutions available as well. 


Process Creation 


Log in using your credentials at https: //app.effektif.com/. Once you are logged in, 
choose Processes from the menu shown in Figure 10-5. 


#8? erreKtir Tasks ases © Processe Examples AD Adeet Javed 


Figure 10-5. Effektif menu 


This will take you to list of all existing processes and give you the option to create a 
new one. Figure 10-6 shows the screen where you will see all existing processes. 


8? eFFexKTiIF Tasks Cases Processes «= Examples Ad Adee! Javed 


+ Create new process 


%) import BPMN 


Figure 10-6. List of existing processes 
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From the Processes tab shown in Figure 10-6, click on the Create New Process 
button. As shown in Figure 10-7, enter Schedule Garbage Pickup as the process name. 
Press Enter to create process and move to next screen. 


#? errexrir Tasks Cases Processes «= Examples AL Adeel Javed ~ 


Schedule Garbage Pickup 


Figure 10-7. New process name 


Process Configurations 


Next you need to configure the newly created process. Figure 10-8 shows the process 
configuration screen, which is where you can define all aspects of your process, including: 


e Trigger: Select how the process can be started 


e Actions: Specify what human and system actions will happen in 
the process and their orders 


e Details: Choose who will be involved in the process 


e Versions: View a list of all versions of processes published till date 


Schedule Garbage Pickup 


e Publish to run this process 


Trigger Actions Details Versions 


ts. Learn more 


= When a form is submitted 8 When an email arrives os 


Figure 10-8. Process configuration screen 


First you are going to select a trigger for your process. For this project, you are going 
to select e-mail as a trigger. As shown in Figure 10-9 under the Triggers tab, click on When 
an Email Arrives as the trigger option. Once you select an e-mail trigger, Effektif provides 
an auto-generated e-mail address. Any person or a system can send an e-mail to this 
auto-generated address and a new instance of process will be started in Effektif. 
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Schedule Garbage Pickup 


e Publish to run this process sss 


Trigger Actions Details Versions 
When an email arrives Removethis trigger 


Anyone can start this process by sending an email. 


This process can be started by sending an email to: 


process-56dc8ed662f8a02c3dc8c24c@mail.effektif.com 


This email address can also be added to your mailing list like support@example.com. 


Figure 10-9. Process trigger options 


Next you will create and configure the one-step scheduling process. As shown in 
Figure 10-10, the Actions tab lets you choose type of tasks you want the process to do. 


Schedule Garbage Pickup 


Trigger Actions Details Versions 
A Send Email @ JavaScript BP Salesforce 
a User task 
box Box 2 — Signavio B Google Drive 
Start : Exclusive gateway Parallel gateway O th 


Figure 10-10. Process actions 


From the Actions tab shown in Figure 10-10, click on User Task to create an action 
that a person needs to perform. 

As shown in Figure 10-11, enter the title of this task as Schedule Garbage Pickup. 
You will also need to specify Assignment information, such as whether a single user 
or a group of users can perform this task. These candidates can be defined in the My 
Organization screen under Profile. For simplicity, select the name that you used when 
creating your Effektif account. 
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Schedule 
Garbage Pickup 


a Schedule Garbage Pickup . 


General Form Reminders Access Rights 


Select the assignee for this task or specify a group of candidates 


Adcel Javed x 


if you want to use a customized name for your tasks, you can use the task 
name template. in there you can reference form fields from the process. 


Figure 10-11. Action type and assignment 


Next you are going to configure how the screen is going to look. This is a simple 
point-and-click activity. Click on the Form tab. 

There are two ways to add fields to a screen—you can either create new fields 
using one of the provided controls or you can use an existing field (system generated or 
previously defined). Figure 10-12 shows list of controls currently available in Effektif. 
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= | Text 

Yes/No Checkbox 
Choice 

Number 

[| Link 

Email address 
Date/Time 

“oa ©6Money 

fey File 

a User 


Figure 10-12. List of available controls 


Figure 10-13 shows a list of existing fields that can be reused. Since you selected 
e-mail as trigger option, the trigger e-mail fields become available in the list. 
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Trigger email / 1D 

a iar rousbosane 

= Trigger email / From name 
Bee 
ees 
eo 


Trigger email / Subject 


Figure 10-13. List of existing fields 


For this process, you will be using new and existing fields. Since the process is being 
triggered by an e-mail, you need to display some information from the e-mail. Select 
Trigger Email/Subject and Trigger Email/Body from Add a Field list. These will be added 
to your form. Change their names to Title and Description, respectively. 

You also need to add a new Date/Time field for someone to enter the garbage pickup 
date/time. As shown in Figure 10-14, select Date/Time from Add a Field list, set its name 
to Pickup Data/Time, and make it a mandatory field. 
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Pickup Date/Time 6 ~ Pickup Date/Time oO 


Date/time 
Description 
Initial value 


Read only 
Mandatory 


Allow entering multiple values 


Figure 10-14. Add a new field on the form 


You can rearrange the order of all the fields on the form and change their properties 
to make them more understandable. The final screen layout of your action should look 
similar to Figure 10-15. 


Title 
Description = Description ° 


Pickup Date/Time 6 Description 


Figure 10-15. Final form layout 


Next click on the Reminders tab and, as shown in Figure 10-16, you have the option 
to define different types of reminders for the task. For now you can leave them as-is for all 
types of reminders. 


e Due date: When is the task due? 


e Reminder: When should a reminder be sent to the user that the 
task is getting delayed? 


e¢ Continue reminding every: Until when should the system keep 
sending reminders? 


e Escalation: If the user still does not take action, to whom should 
the task be reassigned or delegated? 
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Schedule | © 
Garbage Pickup 


ry Schedule Garbage Pickup ra folers 


General Form Reminders Access Rights 


& Reminders 


Escalation Due date (> days . 


Reminder (? days - 


Figure 10-16. Task reminders 


The Schedule Garbage Pickup action is fully configured, so now you need to define 
the flow. From the Actions tab, select the Start action to add it in the flow right before the 
Schedule Garbage Pickup action, as shown in Figure 10-17. 


Schedule 
Garbage Pickup 


Figure 10-17. Start action added to flow 


Connect the Start action to the Schedule Garbage Pickup action, as shown in 
Figure 10-18. 


Schedule 
Garbage Pickup 


Figure 10-18. Connect the Start and Schedule Garbage Pickup actions 


Next, select the Schedule Garbage Pickup action and, from the available options, 
click on End action, as shown in Figure 10-19. 
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0 


Schedule oO 
Garbage Pickup 


7s 


Figure 10-19. Connect Start and Schedule Pickup activities 


Anew End action will be added to the flow, right after Schedule Pickup action, as 
shown in Figure 10-20. This will make sure that the process ends once a user enters the 
pickup date/time on the form. 


Figure 10-20. Connect Schedule Pickup and End activities 


The final step is to make the process available. To do this, switch to the Versions tab, 
as shown in Figure 10-21. 


Schedule Garbage Pickup 


There ore currently no published versions of this process. 


Figure 10-21. Publish process changes 


Next, click on the Publish Changes button and a new version of the process will 
immediately show up in Versions list, as shown in Figure 10-22. 
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Schedule Garbage Pickup 


Trigger Actions Details Versions 


Pa Initial version Startnewcase CF 


Figure 10-22. Process versions 


This completes configuration of your process. 


Node-RED Flow 


The final component of your IoT application is a Node-RED flow that will subscribe to 
an MQTT topic that Arduino is publishing messages to and then kick off the process in 
Effektif. 

Start the Node-RED server and designer, as explained in Chapter 4. As shown in 
Figure 10-23, click on the + to create a new flow. 


Figure 10-23. Create a new Node-RED flow 


Double-click the flow tab name to open the properties dialog box. As shown in 
Figure 10-24, rename the flow Waste Management System and click OK to save your 
changes. 
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Rename flow x 


® Name Waste Management System 


Delete Cancel 


Figure 10-24. Rename flow sheet 


Drag and drop the mqtt input node from palette in the flow tab; your flow should 
look similar to Figure 10-25. 


| mat 9 
Figure 10-25. MQTT subscribe node 


Double-click the mqtt node to open the properties dialog box, as shown in 
Figure 10-26. You need to configure a new MQTT broker, select Add New matt-Broker... 
from the Broker field and click on the Pencil icon. 


Edit matt in node 


@ Broker Add new matt-broker... : | ra 
= Topic | Topic | 
® Name Name 

Ok Cancel 


Figure 10-26. MQTT node properties 
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The MQTT configuration dialog box will open, as shown in Figure 10-27. You need 
to configure the same MQTT broker where Arduino is publishing messages, which in this 
case is the publicly available broker from Eclipse Foundation. Enter iot.eclipse.org in 
the Broker field, 1883 in the Port field, and nodeRedClient in the Client ID field. Click Add 
to add the newly configured MQTT broker. 


Add new matt-broker config node 


@ Broker iot.eclipse.org Port 1883 
® Client ID nodeRedClient 
& Username 


@ Password 


Figure 10-27. MQTT broker configuration 


Now that you have configured the MQTT broker, you will need to enter a topic 
that your mqtt node should subscribe. Since Arduino is publishing to codifythings/ 
garbagelevel, you need to enter the same in the Topic field. Update the name to Receive 
MOTT Messages, as shown in Figure 10-28, and click OK to save the changes. 


232 


www.it-ebooks.info 


CHAPTER 10 1OT PATTERNS: MACHINE TO HUMAN 


Edit matt in node 


@ Broker nodeRedClient@iot.eclipse.org:1i + # 
= Topic codifythings/garbagelevel 
® Name Receive MQTT Messages 
Ok Cancel 


Figure 10-28. MQTT broker topic 


Drag and drop an email node from the social palette and place it in the flow tab after 
the Receive MOTT Messages node. Your flow should look similar to Figure 10-29 at this 
point. 


(Trea asap Sonat * 


Figure 10-29. Email node 


An email node lets you send an e-mail message to the provided address. Double- 
click the email node to open the properties dialog box shown in Figure 10-30. 
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Edit e-mail node 


™% To email@address.com 
@ Server smtp.gmail.com 

x Port 465 

& Userid 

@ Password 

® Name Name 


Ok Cancel 


Figure 10-30. E-mail node properties 


Update the email node properties as shown in Figure 10-31. In the To field, enter the 
e-mail address that was auto-generated by Effketif BPM. In the Server, Port, Userid, and 
Password fields, provide information about the the SMTP server that Node-RED can use 
to send this e-mail. By default, the email node has Gmail properties. Update the Name to 
Send Email/Start New Process option. Click OK to save your changes. 
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Edit e-mail node 


To 


@ Server 


% Port 


& Userid 


@ Password 


® Name 


process-56412de0e4b066c8288ac68f@mail 
smtp.gmail.com 

465 

codifythings@gmail.com 


Send Email / Start New Process 


Figure 10-31. Updated email node properties 


You have added all the required nodes, so you can now connect the Receive MOTT 
Messages node to the Send Email/Start New Process node. This completes your Node- 
RED flow and it should look similar to Figure 10-32. Click on the Deploy button to make 


this flow available. 


i) Receive MQTT Messages (» 5 Send Email / Start New Process 


Figure 10-32. Final Node-RED flow 
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The Final Product 


To test the application, verify and upload the Arduino code as discussed in Chapter 1. 
Place your proximity sensor on top of a trash can or an empty cardboard box, as shown in 
Figures 10-33 and 10-34. Make sure there is no garbage in the can initially. 


Figure 10-33. Circuit of the waste management system 
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Figure 10-34. Close-up of the waste management system circuit 


Once the code has been uploaded, open the Serial Monitor window. You will start 
seeing log messages similar to ones shown in Figure 10-35. 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


Send 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful[ INFO) SSID: HOME-9252 
[INFO] BSSID: 90:C€7:92:46:92:50 

[INFO] Signal Strength (RSSI): -60 

[INFO] Encryption Type: 4 

(INFO) IP Address: 10.0.0.13 

[INFO] MAC Address: 78:(4:E:2:94:BD 


(INFO) Calibration Complete 

{INFO} Sensor Active 

[INFO] Garbage Level: 3580.00 

[INFO] Garbage Level: 3608.00 

(INFO) Garbage Level: 1654.00 

(INFO) Garbage Level: 1021.00 

[INFO] Garbage Level: 758.00 

[INFO] Garbage Level: 563.00 

[INFO] Garbage Level High 

[INFO] Connecting to MQTT Broker 
[INFO] Connection to MQTT Broker Successfull 
[INFO] Publishing to MQTT Broker 
[INFO] Publish to MQTT Broker Complete 


 Autoscroll No line ending 


+} { 9600baud = 


Figure 10-35. Log messages from the waste management system 


Your Node-RED server should be up and running and the waste management system 
flow should be deployed. The final component is the Effektif process, and you should 


have already published that in previous steps. 


Start adding stuff to your garbage can/box, and as soon as it reaches a certain level 
(set at 700 in Arduino code), a message will be published to the MQTT broker. Your Node- 
RED flow is listening to the MQTT broker for new messages and, as soon as it receives 
a new one, an e-mail will be sent out that starts the Effektif process. Log in to Effektif 
using your credentials and, as shown in Figure 10-36, you should see a new task for the 


Schedule Garbage Pickup process available under the Tasks tab. 


Inbox All tasks 


= PU] schedule Garbage Pickup 
= PY] schedule Garbage Pickup 


Figure 10-36. New task available in Effektif 
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Click on the task link to see the details. As you can see in Figure 10-37, Title contains 
the MQTT topic name and Description contains the message that was sent by Arduino. 
Enter a pickup date/time and click Done. This will complete the process and the task will 
be removed from your Tasks list. 


8 Sche arbage Pickup 


Schedule Garbage Pickup #2 
~ a © 


i= Show all tasks in this case 


Schedule Garbage Pickup Markdown 


ptoad a document | comment | 
Adeel Javed ¥ Due Tomorrow © 


Title codifythings\garbagelevel 


Description Garbage level is HIGH, schedule pickup 


s From Adeel Javed 

Pickup Date/Time 6 Land 

ee — iy “re Maal “om 
Subject codifythings\garbagelevel 


Garbage Level is HIGH, schedule pickup 


Figure 10-37. Task details in Effektif 


This completes the end-to-end testing of this project. 


Summary 


In this chapter, you learned about the IoT pattern that will be used when a human 
response is required to device generated alerts. 

The project you developed was one example where Arduino sends alerts and a 
process is started in response to them. 

Initiating a process is just one way to respond. Processes provide you with a more 
streamlined and structured response, but depending on the requirement, you can always 
use e-mail, SMS, etc. 

Due to regulatory requirements or lack of response technology, human intervention 
will continue to be a requirement for some IoT applications. As IoT progresses, the 
amount of human intervention will be reduced as well. 
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loT Patterns: Machine to 
Machine 


As IoT technology evolves and machines become smarter and more capable, the need for 
human intervention will reduce. Machines will be able to autonomously respond to alerts 
generated by other machines. 

In this chapter, you are going to build an energy conservation system that will 
show how two machines can communicate. Figure 11-1 shows a high-level diagram of 
all components involved in this system. The first component is an Arduino device that 
monitors light brightness levels and sends an alert whenever the levels are low. The 
second component is an MQTT broker that helps avoid point-to-point communication. 
Multiple devices can communicate with each other without knowing each other’s 
identities. 


if i 
0 1 
I 
i | 
Shee! ! 
-= — 
4 ~ QP 0 i I 0 oP 3 q 
: i i 
0 i] 
q 
F 0 q F 
Device 4 MOTT Broker i Device 
Figure 11-1. Components of an energy conservation system 
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The final component is another Arduino device that controls lights. If the light sensor 
publishes a message to the MQTT broker that light brightness level is LOW, the device 
will automatically turn the lights on. In real life, this system could be utilized to turn 
street lights on or off only when they are required instead of doing it at scheduled times, 
regardless of how bright it is. 


Learning Objectives 


At the end of this chapter, you will be able to: 
e Read data from a light sensor 
e Publish messages to an MQTT broker 
e Control LEDs 
e Subscribe Arduino to an MQTT broker 


Light Sensor Device 


The first component of your IoT application is an Arduino device that will monitor the 
light brightness levels and publish a message when they are low. 


Note You already built this circuit in Chapter 4, so for the hardware and software 
requirements and circuit instructions, refer back to Chapter 4. Changes are in Arduino 
code only, which in this case publishes a message to an MQTT broker instead of starting 
a Node-RED flow. 


Code (Arduino) 


Next you are going to write code for connecting Arduino to the Internet using WiFi, 
reading light sensor data, and publishing it to an MQTT broker. 

Start your Arduino IDE and type the code provided here or download it from the site 
and open it. All the code goes into a single source file (*. ino), but in order to make it easy 
to understand and reuse, it has been divided into five sections: 


e _ External libraries 

e Internet connectivity (WiFi) 
e Read sensor data 

e MQTT (publish) 


e Standard functions 
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External Libraries 


The first section of the code, as provided in Listing 11-1, includes all the external 
libraries required to run the code. This sketch has two main dependencies—for Internet 
connectivity you need to include <WiFi.h> (assuming you are using a WiFi shield), and 
for MQTT broker communication, you need to include <PubSubClient.h>. 


Listing 11-1. Code for Including External Dependencies 


#include <SPI.h> 
#include <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines the variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 
2-9 (in Chapter 2) here. 


Read Sensor Data 


The third section of code, as provided in Listing 11-2, defines the variables, constants, and 
functions that are going to be used for reading the sensor data. 

The readSensorData() function reads the data from Analog Pin AO; the result is 
between 0 and 1023. The greater the value returned, the brighter the light source. The 
light sensor value is assigned to the lightValue variable. Based on the lightValue 
variable, the corresponding LOW or HIGH value is passed as a parameter to the 
publishSensorData() function. 


Listing 11-2. Code for Reading the Light Sensor Data 


int lightValue; 

void readSensorData() 

{ 
//Read Light Sensor Value 
lightValue = analogRead(A0); 


Serial.print("[INFO] Light Sensor Reading: "); 
Serial.println(lightValue) ; 


if(lightValue < 500) 


publishSensorData("LOW"); 
} 
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else 


{ 
publishSensorData("HIGH") ; 


} 
Serial. println("----------------------------------------------- 5 


} 


Data Publish 


The fourth section of the code defines the variables, constants, and functions that are 
going to be used for publishing data to an MQTT broker (for details, see Chapter 3). 

This code is similar to what you saw in Chapter 3. There are a few changes that you 
need to make. All the changes are highlighted in bold in Listing 11-3. Make sure to change 
the server, port, and topic variables and the name of client that you need to pass while 
connecting to the MQTT broker. The other main change includes an IF/ELSE condition 
that publishes different messages based on the lightLevel parameter passed by the 
readSensorData() function. 


Listing 11-3. Code for Publishing an MQTT Message 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883; 

char topic[] = {"codifythings/lightlevel"}; 


void callback(char* topic, byte* payload, unsigned int length) 
{ 


//Handle message arrived 


} 


PubSubClient pubSubClient(server, port, 0, client); 


void publishSensorData(String lightLevel) 


{ 
// Connect MOTT Broker 
Serial.print1n("[INFO] Connecting to MQTT Broker"); 


if (pubSubClient. connect ("arduinoIoTClient")) 


{ 
Serial.println("[ INFO] Connection to MQTT Broker Successful"); 


} 


else 


{ 
Serial.printin("[INFO] Connection to MOTT Broker Failed"); 


} 
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// Publish to MQTT Topic 
if (pubSubClient.connected()) 


Serial.println("[INFO] Publishing to MOTT Broker"); 
if(lightLevel == "LOW") 
{ 
Serial.println("[INFO] Light Level is LOW"); 
pubSubClient.publish(topic, "LOW"); 
} 


else 


{ 
Serial.printIn("[INFO] Light Level is HIGH"); 


pubSubClient.publish(topic, "HIGH"); 
} 


Serial.println("[ INFO] Publish to MQTT Broker Complete"); 
} 


else 


{ 
Serial.println("[ERROR] Publish to MOTT Broker Failed"); 


} 


pubSubClient.disconnect(); 


Standard Functions 


The final section is provided in Listing 11-4. It implements Arduino’s standard setup() 
and loop() functions. 

The setup() function initializes the serial port and connects to the Internet. 
The loop() function calls readSensorData() only, as it internally calls the 
publishSensorData() function when light levels are low. 


Listing 11-4. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 
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void loop() 


// Read sensor data 
readSensorData(); 


// Delay 
delay(5000) ; 


Your Arduino code for the light sensor device is now complete. 


Lighting Control Device 


The other component of your IoT application is an Arduino device that will the control 
lights—it will turn them on or off depending on the messages received from the MQTT 
broker. The circuit and code for this device is basically the same as the circuit and device 
that you developed in Chapter 6. 


Note You already built this circuit in Chapter 6, so for hardware and software requirements 
and circuit instructions, refer to Chapter 6. Changes are in Arduino code only, which in this case 
uses a different logic to publish a message to MQTT broker. 


Code (Arduino) 


Next you are going to write code for connecting Arduino to the Internet using WiFi, 
subscribing to an MQTT broker, and controlling the attached LED. 

Start your Arduino IDE and type the code provided here or download it from the site 
and open it. All the code goes into a single source file (*. ino), but in order to make it easy 
to understand and reuse, it has been divided into five sections: 


e External libraries 

e Internet connectivity (WiFi) 
e MQTT (subscribe) 

e Control LED 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 11-5, includes all the external libraries 
required to run the code. This sketch has two main dependencies—for Internet 
connectivity you need to include <WiFi.h> (assuming you are using a WiFi shield) and for 
the MQTT broker communication, you need to include <PubSubClient.h>. 
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Listing 11-5. Code for Including External Dependencies 


#include <SPI.h> 
#Hinclude <WiFi.h> 
#include <PubSubClient.h> 


Internet Connectivity (Wireless) 


The second section of the code defines the variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 
2-9 (in Chapter 2) here. 


Data Subscribe 


The third section of code defines the variables, constants, and functions that are going to 
be used for connecting to an MQTT broker and callback when a new message arrives (for 
details, see Chapter 3). 

This code is similar to what you saw in Chapter 3. There are only few changes that 
you need to make for the code to work. All changes have been highlighted in bold in 
Listing 11-6. Make sure to change the server, port, and topic variable values to your 
MOTT server’s values. 

Whenever a new message is received, the callback(...) function is called. It 
extracts the payload and calls the turnLightsOnOff() function. One addition to this code 
is the IF/ELSE condition, which checks for the value of the payloadContent and if it is 
LOW, sends ON as the parameter to the turnLightsOn0ff(...) function. Otherwise, OFF is 
sent as the parameter. 


Listing 11-6. Code for Subscribing to an MQTT Broker 


// IP address of the MOTT broker 

char server[] = {"iot.eclipse.org"}; 

int port = 1883; 

char topic[] = {"codifythings/lightlevel"}; 


PubSubClient pubSubClient(server, port, callback, client); 
void callback(char* topic, byte* payload, unsigned int length) 
{ 

// Print payload 

String payloadContent = String((char *)payload) ; 

Serial.println("[ INFO] Payload: " + payloadContent) ; 

if (payloadContent.substring(0,3) == "LOW") 


// Turn lights on/off 
turnLightsOnOff("ON"); 
} 
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else 
{ 
// Turn lights on/off 
turnLightsOn0ff("OFF") ; 
} 
} 


Control Lights 


The fourth section of code, as provided in Listing 11-7, defines the variables, constants, 
and functions that are going to be used for controlling the LED. 
This code switches the state of the LED based on the value of the action parameter. 


Listing 11-7. Code for Controlling the LED 
int ledPin = 3; 


void turnLightsOnOff(String action) 
{ 
// Check if lights are currently on or off 
if(action == "ON") 
{ 
//Turn lights on 
Serial.println("[INFO] Turning lights on"); 
digitalWrite(ledPin, HIGH) ; 


else 
i 
// Turn lights off 
Serial.println("[INFO] Turning lights off"); 
digitalWrite(ledPin, LOW); 
} 
} 


Standard Functions 


The final code section is provided in Listing 11-8. Itimplements Arduino’s standard 
setup() and loop() functions. 

The setup() function initializes the serial port, connects to the internet, and 
subscribes to the MQTT topic. 

The MQTT broker has already been initialized and subscribed, so in loop() 
function, you only need to wait for new messages from the MQTT broker. 
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Listing 11-8. Code for Standard Arduino Functions 


void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


// Set LED pin mode 
pinMode(ledPin, OUTPUT) ; 


//Connect MOTT Broker 

Serial.print1n("[INFO] Connecting to MQTT Broker"); 

if (pubSubClient.connect("arduinoClient") ) 

{ 
Serial.println("[ INFO] Connection to MQTT Broker Successful"); 
pubSubClient.subscribe(topic) ; 

} 

else 

{ 
Serial.println("[INFO] Connection to MOTT Broker Failed"); 

} 

} 


void loop() 


// Wait for messages from MOTT broker 
pubSubClient.loop(); 
} 


Your Arduino code for the lighting control device is now complete. 


The Final Product 


To test the application, make sure both your devices—the light sensor device and the 
lighting control device—are powered on and the code has already been deployed (see 
Chapter 1 for the deployment process). 

Open the Serial Monitor window for both of your devices. Figure 11-2 shows the 
Serial Monitor window with log messages generated from the light sensor device. As soon 
as you move this device from bright light to a dark area, it will publish a message to the 
MQTT broker. 
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eee /dev/cu.usbmodem1411 (Arduino Uno) 


| | Send | 


(INFO) Light Sensor Reading: 1023 

(INFO) Connecting to MQTT Broker 

[INFO] Connection to MQTT Broker Successfull 
(INFO) Publishing to MQTT Broker 

(INFO) Light Level is HIGH 

(INFO) Publish to MQTT Broker Complete 
(INFO) Light Sensor Reading: 280 

(INFO) Connecting to MQTT Broker 

[INFO] Connection to MQTT Broker Successfull 
(INFO) Publishing to MQTT Broker 

(INFO) Light Level is LOW 

(INFO) Publish to MQTT Broker Complete 
(INFO) Light Sensor Reading: 311 

(INFO) Connecting to MQTT Broker 

[INFO] Connection to MQTT Broker Successfull 
(INFO) Publishing to MQTT Broker 

[INFO] Light Level is LOW 

(INFO) Publish to MQTT Broker Complete 


_) Autoscroll | Nolineending +| | 9600 baud “ 


Figure 11-2. Log messages from the light sensor device 


Figure 11-3 shows the Serial Monitor window with log messages generated from 
the lighting control device. As soon as the light sensor device publishes a message, the 
lighting control device will turn the LED ON. If you move the light sensor device back into 
a brighter area, the lighting control device will turn the LED OFF. 


eee /dev/cu.usbmodem1411 (Arduino Uno) 


| Send | 


[INFO] Attempting Connection - WPA SSID: HOME-9252 
[INFO] Connection Successful [INFO] SSID: HOME-9252 
(INFO) BSSID: 90:C€7:92:46:92:50 

(INFO) Signal Strength (RSSI): -51 

(INFO) Encryption Type: 4 

(INFO) IP Address: 10.0.0.13 

(INFO) MAC Address: 78:(4:E:2:94:BD 


(INFO) Connecting to MQTT Broker 

[INFO] Connection to MQTT Broker Successfull 
[INFO] Payload: LOWel 

(INFO) Turning Lights on 

(INFO) Payload: HIGHL 

(INFO) Turning lights off 


_) Autoscroll | Nolineending +! | 9600 baud . 


Figure 11-3. Log messages from the lighting control device 
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Summary 


In this chapter you learned how to make multiple devices communicate with each 

other using an MQTT broker. Brokers such as MQTT remove the need for direct 
communication. A device publishes a message that can be received by all devices or 
systems that are interested in that message and respond accordingly. The machine-to- 
machine pattern definitely provides maximum benefits in the IoT space. The next frontier 
within this area is of course developing Al (artificial intelligence) devices that can learn 
and adapt to an ever-changing environment. 
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lol Platforms 


IoT platforms provide developers with the ability to develop, deploy, and manage their 
IoT applications from one central location in a secure manner. IoT platforms expedite 
the development process by providing required tools in a cloud-based environment, 
which means developers do not spend time on setups. A good IoT platform would ideally 
include most of the tools that we have covered in the previous 11 chapters, such as MQTT 
brokers, HTTP servers, REST API support, databases to store sensor data, Node-RED for 
complex orchestrations, device location, secure communications, reporting, analytics, 
and easy-to-use tools for building web and mobile apps. 

This chapter covers a popular IoT platform called Xively. You are going to build a 
soil moisture control system that sends out an e-mail alert whenever the moisture level 
of the soil falls below a certain threshold. Figure 12-1 shows a high-level diagram of 
all components involved in this system. The first component is an Arduino device that 
monitors the soil moisture level and publishes a message to Xively. The second and third 
components reside on the Xively platform. With some basic configuration, the platform 
will be able to receive, store, and display data sent by the sensor. 
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Figure 12-1. Components of the soil moisture control system 
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Learning Objectives 


At the end of this chapter, you will be able to: 
e Read soil moisture sensor data 
e Set up Xively to receive moisture sensor data 
e =>. Set up a trigger in Xively to send an e-mail using a Zapier task 


e Write code to read the moisture sensor data and publish it to 
Xively 


Hardware Required 


Figure 12-2 provides a list of all hardware components required for building the soil 
moisture control system. 


Jumper Cables 


Breadboord Arduino WiFi Shield 


Figure 12-2. Hardware required for the soil moisture control system 


Software Required 


In order to develop this soil moisture control system, you need following software: 
e Arduino IDE 1.6.4 or later 
e = Xively (hosted) 
e Zapier (hosted) 
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In this section, you are going to build the circuit required for the soil moisture control 
system. This circuit uses a soil moisture sensor to detect the amount of moisture in the soil. 


1. Make sure your Arduino is not connected to a power source, 
such as to a computer via a USB or a battery. 


2. Attach a WiFi shield to the top of the Arduino. 


3. Use jumper cables to connect the power (5V) and ground 
(GND) ports on Arduino to the power (+) and ground (-) ports 
on the breadboard. 


4. Now that your breadboard has a power source, use jumper 
cables to connect the power (+) and ground (-) ports of your 
breadboard to the power and ground ports of the moisture 
sensor. 


5. To read the moisture sensor values, you need to connect a 
jumper cable from the analog port of the moisture sensor 
to the AO (Analog) port of your Arduino. Your code will read 
the moisture level from this port. The sensor returns a value 
between 0 and 1023. Higher values correspond to lower soil 
moisture levels. 


Your circuit is now complete and should look similar to Figures 12-3 and 12-4. 


fritzing 


Figure 12-3. Circuit diagram of the soil moisture control system 
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Figure 12-4. Actual circuit of the soil moisture control system 


Xively Setup 


As mentioned earlier, Xively is a popular IoT platform. To use Xively, you first need to set 
up a free account at https: //personal.xively.com/. 

Once your account is setup, log in to Xively. Upon login, you will be redirected to 
your account dashboard. Click on DEVELOP from the menu bar on top, as shown in 
Figure 12-5. 


J 
xively DEVELOP MANAGE SETTINGS DEVELOPERCENTER™ LOGOUT Q- L processramablings 
persona 


Figure 12-5. Xively account dashboard 


Add a new development device, as shown in Figure 12-6, by clicking on the + Add 
Device link. 
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<> Development Devices 


Prototype, experiment, research. more 


+ Add Device 


Figure 12-6. Add a new development device 


On the device setup screen, enter a device name and device description, as provided 
in Figure 12-7. Keep the privacy of your device set to Private Device. Click on Add Device 
to complete this step. 


257 


www.it-ebooks.info 


CHAPTER 12 | 1OT PLATFORMS 


<> Add Device 


The Xively Developer Workbench will help you to get your devices, 
applications and services talking to each other through Xively. The first 
Step is to create a development device. Begin by providing some basic 
information: 


Senses soil moisture levels and notifies via email if soil moisture level 
goes below a certain threshold. 


~W Add Device Cancel 


Figure 12-7. Device setup 


Xively will automatically generate a unique API key and a Feed ID, and both of 
these are required in the Arduino code. You can find the Feed ID on top-right side of the 
dashboard (see Figure 12-8). 
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Arduino Moisture Sensor “ Activated.) Desciete | Deniey >| 


Private Device 


Feed ID 1725577605 
Product ID Yie4u7HEQOdESaCtH Feed URL hittps//personaldvely convieeds/1725577605 
Product Secret Oe95d666054580bc4ec47881Bec365c00b39674c API Endpoint https //apixively.comvv2/feeds/1725577605 


Serial Number EGEW344WJTPG 
Activation Code 650d0ta4b3b21ad0702083f9166a26dca9133008 


Learn about the Develop stage 
Figure 12-8. Feed ID 


As mentioned earlier, Xively automatically generates an API key, but you have 
the option to add your own key as well. In this project you are going to use the auto- 
generated API key. You can locate the API key in the API Keys section of the dashboard 
(see Figure 12-9). 


API Keys 


Auto-generated Arduino Mositure Sensor device 
key for feed 40606841 


b9TZ10zKedy8jxozbiGOS3LfY BrK3p3mBHSoUuiIftS4JxGbCu 


permissions READ,UPDATE,CREATE,DELETE 
private accesss 


@ Edit +“) Regenerate 


>} Add Key 
Figure 12-9. API keys (auto-generated and custom-generated) 


Next you are going to create a channel. A channel will map directly to a sensor, that 
is, data from a sensor will be received and stored by a channel. As shown in Figure 12-10, 
click on the Add Channel button from the Channels section. 
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Channels tos: updated a few seconds ago 4 Graphs 


* Add Channel 


Figure 12-10. Add channel 


Enter the values of your channel, as shown in Figure 12-11. Channel ID is the only 
required field, and as you will see in later sections, it is also used in the Arduino code 
for sending sensor data. If you have multiple channels, then Tags will help you search. 
The Units and Symbol fields will be used while displaying data. Current Value is also 
used while displaying data as your graph starts from this point. Click on Save Channel to 
complete the channel’s setup. 


Channels tos: updated 8 minutes ago 4 Graphs 


Add Channelip ccouires 


SoilMoistureSensor1 
Tags Use acommatoseparatetags. Units Symbol 
moisture Voltage Vv 
Current Value 
1?) 


Figure 12-11. New channel setup 


Once you save your channel settings, Xively is ready to receive the sensor data. 
Figure 12-12 shows the section where each sensor’s data will be displayed. 
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Channels test updated 4 minutes ago WV Graphs 
SoilMoistureSensor1 e) 
mositure Last updated a few seconds ago 


No datapoints found for this channel 


< © 6 hours averaged datapoints 


# Edit G Delete 


+} Add Channel 
Figure 12-12. SoilMoistureSensor1 channel 


If the location of the device is important, you can set that from the Location section 
as well, as shown in Figure 12-13. In this project, you are not going to be changing it from 
code, so this will be just static that will show up on the dashboard. 


Location 


$M Add location 
Figure 12-13. Add location 


Click on Add Location and, as shown in Figure 12-14, enter the location name 
and address where your sensor is physically located. Location data is always useful for 
maintenance purposes. Click Save. 
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Location 


mn eg ET reach fie 


; ett eee 
PRN ion 


Figure 12-14. Set device location 


Figure 12-15 shows how the location information will be displayed on the dashboard. 
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. 
Location "A 
= wd ~ 
Map Satellite z ae® (2s}) ? 
£ ao en" Re 
School St Hf Schoolst  Whitmans, 2) Roe See 
> - > 
a a a 
— 
ca ce / 
£20} 4 Rural 
20) 


heen phe Rockford 


4 E State St 
om ad i Ist Ave F 
Morgan St R ‘ ~ Charles Sy 
= o | ‘ hi = eV S 5th Ave + 
lin St A Y 
} x Montague St & ; . = | 
Googlé ow ; 
00g e 2 Map data ©2016 Google TermsofUse Report a map error 
Location Name Corn Field 1 
Latitude 42.2711311 
Longitude -89.0939952 
Elevation 


Figure 12-15. Device location 


For now, there are no more setups needed in Xively. 


Zapier Setup 


Xively supports triggering external tasks; for example, if the value of a channel crosses 
a certain threshold, you can execute your own task. Xively uses HTTP POST to trigger an 
external task. All the data will be submitted to the recipient using the HTTP POST method 
(see Chapter 3 for more details about HTTP POST). 

Xively data is available over HTTP and can be used for developing custom 
dashboards and generating alerts. A few of the IoT applications that you developed in 
Chapters 7, 8, and 9 had HTTP components. You will lose advantage of using an IloT 
platform if you end up writing custom code. For generating triggers in Xively, you can 
avoid all the coding by simply using a Zapier task. Zapier is a web-based tool that lets 
you automate if/then tasks. You create a task (a.k.a., a Zap) that requires a trigger anda 
corresponding action. 
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Note You can also trigger a Zapier task from Arduino using the HTTP POST method 
discussed in Chapter 3. 


To set up a Zap, you first need to set up a free Zapier account. Once you have 
completed account setup process, log in to Zapier at https: //zapier.com/. Upon login, 
you will be redirected to your account dashboard. As shown in Figure 12-16, under the 
My Zaps tab, click on the Make a New Zap button to start the Zap creation process. 


% MY ZAPS 


Make a New Zap 
or Explore Zaps 


Figure 12-16. My Zaps (list of all zaps) 


As shown in Figure 12-17, Step 1 requires you to choose a Trigger app and an 
Action app. 


1 Choose a trigger and action 


Need inspiration? t or 


WHEN THIS ws DO THIS 
TNS: HAPPENS ... > 


Figure 12-17. Select Zap trigger and action 


Select Webhooks by Zapier from the Trigger app dropdown and select Catch Hook 
from the dropdown below it. This tells Zapier that whenever a certain URL is called, this 
Zap will be triggered. You will see the generated URL later. Figure 12-18 shows the trigger 
selection. 
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1 Choose a trigger and action 


Need inspiration? x pt Or ex 
2s| Webhooks by Zapier 


Catch Hook 


Cr ohiica ws DO THIS we 


Figure 12-18. Zap trigger 


You have to send out an e-mail when this task is called, so from Action app 
dropdown, select Email by Zapier and select Send Outbound Email from the dropdown 
below it, as shown in Figure 12-19. 


1 Choose a trigger and action 


Need inspiration? x or ex 


| £6 | Webhooks by Zapier *> |™)| Email by Zapier 


Catch Hook ’ Send Outbound Email 


Laas Ate ws DO THIS JN 


Figure 12-19. Zap action 


In Step 2, Zapier will generate a custom webhook URL that Xively will call. 
Figure 12-20 shows the custom webhook URL generated by Zapier. Click Continue to 
proceed to the next step. 


2» Selecta Webhooks by Zapier account 
We've generated a custom webhook URL for you to send requests to. Learn more about 
using webhooks. 7 
Use this: 


https://zapier.com/hooks/catch/31261k/ Copy to clipboard 


Continue 


Figure 12-20. Custom webhook URL 
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Since you selected Email by Zapier as your action, Step 3 does not require any input 
from you, as shown in Figure 12-21. You are all set, so click on Continue. If you selected 
some other e-mail mechanism, such as Gmail, then Zapier would have required you to 


set up a Gmail account. 


3) Selecta 2 Email by Zapier account 


You're all set. Carry on! 


Figure 12-21. E-mail account setup 
As shown in Figure 12-22, Step 4 allows you to filter requests coming through 


webhook. You can simply skip this step, as you want all Xively requests to come. Click 
on Continue. 


4) Filter Webhooks by Zapier triggers 
Only trigger a "Catch Hook" from Webhooks by Zapier when... 


Pick off a Child Key 

By default, Zapier gives you the entire payload of the webhook. If this specified, Zapier will only 
grab the child key from the object sent to Zapier. For example, given {"contact": {"name": 
"Mike"}} ,specify contact toonlytriggeron {"name": "Mike"} . Traverse more deeply 


nested children by using dot-separated syntax). 


Add filters based on other Webhooks by Zapier fields to only allow some items. 


+ Add a custom filter 


Figure 12-22. Webhook filter 
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In Step 5, you need to provide details about the e-mail alert, such as who it should 
go to, what should be the subject, and what should be the body text. When Xively calls 
the webhook URL, it will send some data in an HTTP POST request as well. You can use 
that data in Zapier wherever you see the Insert Fields option. Figure 12-23 shows the 


e-mail settings. 


5) Matchup Webhooks by Zapier Hook to Email by Zapier Outbound Email 


To 


Can be a comma separated 


processramblings@gmail.com 


Subject 


Alert - Soil Moisture Levels Low 


Body (HTML or Plain) 


You can place HTML in h 


some very basic HTML fo 


Hi, 


d we will send it 


ater client compa 


st of emails. 


Soil moisture levels in Corn Field 1 are low, please take necessary 


actions. 


Soil Moisture Reading: 


Thanks! 


Figure 12-23. E-mail settings 


If this is plain text, we will t 


fields 


* fields 


* fields 


For illustration purposes, this project uses the moisture sensor value and inserts 
it into the e-mail body. As shown in Figure 12-24, when you click on the Insert Fields 
button, it will show a list of all the variables that can be inserted. Initially, you might not 
see any data, so you can come back to this step after the Xively trigger has been set up and 
you have sent a couple of test requests. Zapier will automatically start showing a list of all 


the request variables. 
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Body (HTML or Plain) (requ rec) 


You can place HTML in here and we will send it as is. If this is plain text, we will try to convert it to 
some very basic HTML for greater client compatibility. 


Hi, Insert * fields 
Soil moisture levels in Corn Field 1 are low, please take necessary 


actions. 
Soil Moisture Reading: 


Thanks! 
Body Triggeri atastream Value Value 329.00 


Body Triggering Datastream ID Soi!’ 


Attachment 
A file object to be attache Body Timestamp —2015-10-12719:34:13.0789882 
attached. Please note, if’ Body Environment Title Arduino Moisture Sensor 
techniques (like Gmail or 
Body Triggering Datastream At 2015-10-12719:34:12.9868482 
Body Triggering Datastream Units Symbol Vv 
Body Threshold Value 700 
From Name 
Body Type 
This will be your "display 
Mailgun, IMAP, Mandrill o Body Triggering Datastream Units Label Voltage 


Body Environment Feed hittp://api.xively.com/v2/feeds/1725577605 


Body Environment Description 
Figure 12-24. Request variables 


Figure 12-25 shows the final e-mail message once the request variable has been 
inserted. 


Body (HTML or Plain) (requ rec) 


You can place HTML in here and we will send it as is. If this is plain text, we will try to convert it to 
some very basic HTML for greater client compatibility. 


Hi, Insert *& fields 


Soil moisture levels in Corn Field 1 are low, please take necessary 
actions. 


Soil Moisture Reading: (Body Triggering Datastream Value Value) 


Thanks! 


Figure 12-25. E-mail body with request variable 
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You can skip Step 6, and in Step 7 enter a name for Zap. Click Turn Zap On as shown 
in Figure 12-26. 


7) Name and turn this Zap on 


This Zap is instant. It will trigger immediately when we receive a new Webhooks by 
Zapier Hook. 


Name this Zap: 


Arduino Moisture Sensor Alert 


Figure 12-26. Zap name and turn Zap on 


This completes the setup in Zapier. Now you just need to set up a trigger in Xively 
that will call the custom webhook URL generated by Zapier. 


Xively Trigger 


Log in to Xively and go to the Triggers section of device setup. Click on the Add Trigger 
button. As shown in Figure 12-27, select a condition when trigger should be fired; in this 
case itis IF SoilMoistureSensor1 > 850 THEN CALL HTTP POST URL. In the HTTP 
POST URL field, paste the custom webhook URL that was generated by Zapier. Click Save 
Trigger to enable the trigger. 
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Triggers 


Edit Trigger 


Channel Where the trigger will be attached 


SoilMoistureSensort wo 


Condition When to fire the trigger 


ze B 850 


HTTP POST URL 


https://zapier.com/hooks/catch/31z61k/ 


coe 


“hb Add Trigger 


Figure 12-27. Xively trigger setup 


As shown in Figure 12-28, you can quickly test your trigger by clicking on Send Test 
Trigger. It calls the custom webhook URL that you provided in the HTTP POST URL field. 
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Triggers 


SOmMorsesonse <700 HTTP POST 


HTTP POST URL https://zapier.com/hooks/catch/31z61k/ 
@ Edit ©)Send Test Trigger Delete 


“h Add Trigger 


Figure 12-28. Test trigger 


Code (Arduino) 


Next you are going to write the code for connecting Arduino to the Internet using WiFi, 
reading soil moisture sensor data, and publishing it to a Xively channel. 

Start your Arduino IDE and type the code provided here or download it from the site 
and open it. All the code goes into a single source file (*. ino), but in order to make it easy 
to understand and reuse, it has been divided into five sections. 


e —_ External libraries 

e Internet connectivity (WiFi) 
e _ Read sensor data 

e = Xively (publish) 


e Standard functions 


External Libraries 


The first section of code, as provided in Listing 12-1, includes all the external libraries 
required to run the code. This sketch has multiple dependencies—for Internet 
connectivity you need to include the <WiFi.h> (assuming you are using a WiFi shield) 
and for Xively connectivity, you need to include <HttpClient.h> and <Xively.h>. You 
can download <Xively.h> from https://github.com/xively/xively_arduino. 
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Listing 12-1. Code for Including External Dependencies 


#include <SPI.h> 
#include <WiFi.h> 
#include <HttpClient.h>; 
#include <Xively.h>; 


Internet Connectivity (Wireless) 


The second section of the code defines the variables, constants, and functions that are 
going to be used for connecting to the Internet. Use the code from Listings 2-7, 2-8, and 
2-9 (Chapter 2) here. 


Read Sensor Data 


The third section of the code is provided in Listing 12-2. It defines the variables, 
constants, and functions that are going to be used for reading the sensor data. 

The readSensorData() function reads data from Analog Pin AO and the result is 
between 0 and 1023. Higher values correspond to lower soil moisture levels. 


Listing 12-2. Code for Reading Soil Moisture Sensor Value 


int MOISTURE SENSOR PIN = AO; 
float moistureSensorValue = 0.0; 


void readSensorData() 
{ 
//Read Moisture Sensor Value 
moistureSensorValue = analogRead(MOISTURE SENSOR PIN); 


//Display Readings 
Serial.print("[INFO] Moisture Sensor Reading: "); 
Serial.println(moistureSensorValue) ; 


Data Publish 


The fourth section of the code defines the variables, constants, and functions that are 
going to be used for publishing sensor data to the Xively channel. 

In order to communicate with Xively, you need to provide the Feed ID and API key 
that were generated after you completed device setup in Xively. Both of these keys are 
unique to you. You will also need to provide the exact channel name that you entered in 
Xively. If the API key or Feed ID are incorrect, your device will not be able to connect with 
your Xively account, and if the channel name is incorrect, the data will not show up in the 
correct graph on the Xively dashboard. All these values have been highlighted in the code 
(see Listing 12-3). 
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If you have multiple sensors and want to send data to Xively for all of them, you 
can simply set up multiple channels in Xively. In Arduino code you need to specify the 
channel name in a similar way that you defined moistureSensorChannel. All these 
channel names need to be passed to the datastreams array. 

The XivelyFeed variable feed passes data for all the channels with a number that 
specifies how many datastreams are contained in the feed. In this case, there is only one 
datastream, so the value will be 1. 

Next you define a XivelyClient variable using the WiFiClient. It will be used to 
actually create a connection and pass the feed. 

All of these are one time setups and the repetitive code is inside the transmitData() 
function. The transmitData() function sets the latest moistureSensorValue in 
datastreams[0] and then sends the feed to Xively. If the status code returned from Xively 
in the ret variable is 200, that means your feed was successfully sent to Xively. 


Listing 12-3. Code for Publishing Data to Xively 


// API Key - required for data upload 
char xivelyKey[] = "YOUR_API_KEY"; 


#tdefine xivelyFeed FEED_ID // Feed ID 
char moistureSensorChannel[] = "SoilMoistureSensor1"; //Channel Name 


// Datastream/Channel IDs 
XivelyDatastream datastreams[] = 


{ 
XivelyDatastream(moistureSensorChannel, 
strlen(moistureSensorChannel) , 
DATASTREAM FLOAT) , 


}5 
// Create Feed 
XivelyFeed feed(xivelyFeed, datastreams, 1); // Number of Channels 
// in Datastream 
XivelyClient xivelyclient(client) ; 
void transmitData() 
a 
//Set Xively Datastream 


datastreams[0].setFloat(moistureSensorValue) ; 


//Transmit Data to Xively 
Serial.println("[INFO] Transmitting Data to Xively"); 


int ret = xivelyclient.put(feed, xivelyKey); 


Serial.print("[INFO] Xively Response (xivelyclient.put): "); 
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Serial.println(ret) ; 
Serial.println("----------------------------------------------- a 
} 


Standard Functions 


The final code section is provided in Listing 12-4. It implements Arduino’s standard 
setup() and loop() functions. 

The setup() function initializes the serial port and connects to the Internet. The 
loop() function first reads the soil moisture sensor by calling readSensorData() and 
then transmits these values to Xively in a feed by calling transmitData(). For each 
iteration, you can add a delay depending on your requirements. 

Listing 12-4. Code for Standard Arduino Functions 
void setup() 


// Initialize serial port 
Serial.begin(9600) ; 


// Connect Arduino to internet 
connectToInternet(); 


} 

void loop() 

readSensorData(); 
transmitData(); 
//Delay 


delay(6000) ; 


Your Arduino code is now complete. 


The Final Product 


To test the application, verify and upload the Arduino code as discussed in Chapter 1. 
Either insert your soil moisture sensor in the dry soil or simply dip it in water as shown 
in Figure 12-29. 


Note Do not fully submerge the circuit or sensor in water or soil. Make sure the 
wiring does not get wet. For exact instructions about your soil moisture sensor, read the 
manufacturer’s product specifications and directions. 
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Figure 12-29. Final circuit with sensor submerged in water 


Once the code has been uploaded, open the Serial Monitor window. You will start 
seeing log messages similar to ones shown in Figure 12-30. 


eee /dev/cu.usbmodem1411 (Arduino Uno) 


| Send | 


(INFO) Transmitting Data to Xively 

[INFO] Attempting Connection - WPA SSID: HOME-9252 
(INFO) Connection Successful [INFO] SSID: HOME-9252 
(INFO) BSSID: 90:C7:92:46:92:50 

{INFO} Signal Strength (RSSI): -51 

(INFO) Encryption Type: 4 

[INFO] IP Address: 10.0.0.13 

(INFO) MAC Address: 78:(4:E:2:94:BD 


[INFO] Moisture Sensor Reading: 969 
[INFO] Transmitting Data to Xively 
[INFO] Xively Response (xivelyclient.put): 200 


Figure 12-30. Log messages from the soil moisture control 
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As soon as you see the Xively response 200 in your serial logs, log in to the Xively 
dashboard and take a look at the Request Log section, as shown in Figure 12-31. The 
history of your sensor data feed will start showing up in this section. 


Request Log II Pause 
200 PUT feed 19:31:41 UTC 
200 PUT feed 19:31:32 UTC 
200 PUT feed 19:31:23 UTC 
200 PUT feed 19:31:14 UTC 
200 PUT feed 19:30:44 UTC 


Figure 12-31. Request log of the soil moisture sensor 


Click on any of the requests and you will be able to see the exact request that was 
sent from the sensor to Xively (see Figure 12-32). 


Request Response 


URL /api/v2Meeds/1725577605.json 
Method PUT 


At 


REQUEST HEADERS 


Version HTTP/LO 
Host apixively.com 


MRequest-Start 1444678301725250 


User-Agent Xively-Arduino-Lib/1.0 
X%Apikey XPBixSg3sZSfGBL2ieH3jOSkKWEnFT TiMwnd2icYLwv7zmmXZ 
Origin 


REQUEST BODY 


{ 
“version”: "1.0.0", 
“datastreams”: [ 
{ 
"id": “SoilMoistureSensor1", 
“current_value": "968.08" 
} 
J 
} 


Figure 12-32. Request details 
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Next take a look at the graph in the Channels section, as shown in Figure 12-33. Your 


sensor data will start populating a graph over a period of time. 


Channels tas: updated in a few seconds 4 Graphs 


SoilMoistureSensor1 319.00 


moisture Last updated a few seconds ago 
r 1K 
500 
_39 40 41 42 43 
< © 5 minutes raw datapoints 


2 rdit G Delete 


+} Add Channel 


Figure 12-33. Sensor data view 


Finally, ensure that your Xively trigger sends out an e-mail alert: 


e Ifyou were testing the moisture sensor using water, then take the 
sensor out. The reading should immediately go up, indicating that 
the moisture levels have dropped. Your Xively trigger will fire and 
Zapier will send out an e-mail alert. 


e Similarly, if you are testing the moisture sensor using actual soil, 
take your sensor out of the wet soil. This will result in an e-mail 
alert as well. 


Figure 12-34 shows an e-mail alert generated by Xively/Zapier. 
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Alert - Soil Moisture Levels Low intox x 6.8 


no-reply.98fxb@zapiermail.com 3:41 PM (4 minutes ago) « 
tome «- 


Hi, 


Soil moisture levels in Corn Field 1 are low, please take necessary actions. 
Soil Moisture Reading: 969.00 


Thanks! 


Visit this link to stop these emails: hitp://zpr.io/TGDU 


Figure 12-34. Alert e-mail 


Summary 


In this chapter, you learned about IoT platforms and their advantages. You developed an 
IoT application that published sensor data to Xively, which is one of the more popular IoT 
platforms available on the market. 

There are more than 100 small-, medium-, and large-scale IoT platforms currently 
available. Table 12-1 lists a few of the major IoT platforms with links to access them. All of 
these platforms either provide a free trial or cut-down versions for personal use. 


Table 12-1. Major IoT Platforms 


Platform Example 


IBM Internet of Things Foundation/ http://www. ibm.com/internet-of-things/ 
IBM Bluemix 


Intel IoT https://software. intel. com/en-us/iot/home 
Microsoft Azure IoT https://www.azureiotsuite.com/ 

Amazon AWS IoT https://aws.amazon.com/iot/ 

Thingworx http://www. thingworx.com/ 

Xively https://xively.com/ 


There is a lot of material available that can help you determine which one is the best 
for your needs. IoT platforms are expediting the entry of so many people into the world of 
IoT. As IoT matures, these platforms are going to become more sophisticated and further 
simplify loT application development. 


278 


www.it-ebooks.info 


Index 


A, B 
Arduino, 3 

hardware requirements 
battery power, 5 
boards, 3 
digital and analog pins, 5 
Ethernet shield, 3 
summarization, 4-5 
USB connector, 5 

objectives, 3 

programming language 
code execution, 11-12 
code structure, 10 
constants and variables, 9 
external libraries, 9 
functions, 9 
log messages, 12 
reference, 8-9 
serial monitor window, 12 
setup() function, 10 
structure code, 9 

software requirements 
defult view, 5-6 
serial monitor window, 7-8 
status window, 7 
toolbar, 6-7 


C 


Communication protocols 
HTTP 
data publication, 37-39 
external libraries, 36 
GET method, 40-41 
interaction, 35 
Internet connectivity 
(Wireless), 36 


© Adeel Javed 2016 


POST method, 40, 42 

source code, 36 

standard functions, 39-40 

MQTT 

data publishes and 
subscribes, 45-46 

external libraries, 45 

Internet connectivity, 45 


intrusion detection system, 43 


log messages, 47 
remote controls, 44 
source code, 45 
standard functions, 46-47 
objectives, 35 
connectToInternet() function, 18 


D 


doHttpPost() function, 39 


E,FG 


Effektif workflow, 221 
action type and 
assignment, 223-224 
configurations screen, 222 
connection option, 229 
controls, 224-225 
date/time from, 226-227 
existing fields, 226 
form layout, 227 
process creation 
existing processes, 221 
menu bar, 221 
processes tab, 222 


process management solution, 221 
Schedule Garbage Pickup action, 228 


task reminders, 228 


A. Javed, Building Arduino Projects for the Internet of Things, 


DOI 10.1007/978-1-4842-1940-9 


www.it-ebooks.info 


INDEX 


Effektif workflow (cont.) 
versions completion, 230 
versions tab, 229 

Energy conservation system 
componenets, 241 
lighting control device 

control lights, 248 
data subscribe, 247 
external libraries, 246 
Internet connectivity 
(Wireless), 247 
source code, 246 
standard function, 248-249 
light sensor device 
data publication, 244 
external libraries, 243 
Internet connectivity 
(Wireless), 243 


publishSensorData() function, 243 


read sensor data, 243 
readSensorData() 
function, 243-244 
source code, 242 
standard functions, 245 
log messages, 249-250 
objectives, 242 


H 


Hyper Text Transfer Protocol (HTTP) 
GET method, 40-41 
interaction, 35 
node-RED flow 

response node, 68 
threshold switch node, 69 
POST method, 40, 42 
source code, 36 
data publication, 37-39 
external libraries, 36 
Internet, 36 
standard functions, 39 


I, J, K 


Internet connectivity 
Ethernet. See Wired connectivity 
(Ethernet) 
HTTP, 36 
intrusion detection system 
(Wireless), 79 
IoT devices, 15 


280 


lighting control system, 133 
livestock tracking 
system (Wireless), 206 
MQTT, 45 
objectives, 15 
options, 15 
smarter parking system (Wireless), 149 
waste management system 
(Wireless), 217 
WiFi. See Wireless connectivity 
(WiFi) 


Internet Connectivity (Wireless), 45 
Intrusion detection system, 43 


circuit, 77-78 

code (Android), 83 

components, 75 

hardware components requirement, 76 

MOTT client 
AndroidManifest.xml, 105 
Android Project, 97 
callback method, 102 
class creation, 99 
code completion, 100-102 
connectToMQTT() method, 102 
default code, 100 
dialog box, 98 
libraries, 96 
module option, 99 
onCreate() method, 102-105 
resolve dependencies, 97 
top-level package, 99 

objectives, 76 

project setup 
Activity template, 86-87 
Android device screen, 86 
configuration, 85-86 
customization screen, 87-88 
default folders, 89 
folders and files details, 88 
menu bar, 85 
quick start screen, 84 

screen layout 
activity_main.xml, 90 
content_main.xml, 91, 93 
default development view, 89-90 
image icon, 92 
ImageView element, 92 
screen layout, 94 
TextView element, 92 
toolbar and floating 

action button, 91 


www.it-ebooks.info 


screen logic 


createNotification(...) method, 95 


MainActivity.java file, 94 
updateView(...) method, 95 
serial monitor window 
default view, 108 
deployment and 
running app, 106 
details, 110 
device selection, 107 
intrusion notification, 109 
log messages, 106 
software requirement, 77 
source code 
calibrateSensor() function, 80 
data publication, 81-82 
external libraries, 79 
Internet connectivity 
(Wireless), 79 
readSensorData() 
function, 79-80, 83 
sections, 79 
standard functions, 83 


L 


Lighting control system 

circuit 
diagram, 113-115 
requirement, 113 

code (Arduino) 
control lights, 134 
data requirements, 133 
external libraries, 133 
Internet connectivity 

(Wireless), 133 

sections, 132 
standard functions, 134-135 

component, 111 

hardware components, 112 

MOTT client, 126 
app permissions, 132 
class adding, 129 
complete code, 129-130 
default code, 129 
import library-resolve 

dependencies, 127 

libraries, 128 
module option, 128 
name field adding, 129 
onCreate() method, 131 


INDEX 


publishToMQTT() method, 130 
switch perspective, 127 
objectives, 112 
project creation 
customization screen, 119-120 
device selection screen, 117-118 
folders and files 
creation, 120-121 
menu bar, 116 
project configuration, 117 
Quick Start screen, 115 
template selection screen, 118-119 
screen layout 
custom content, 123 
default development, 121-122 
dialog box, 125 
final layout, 125 
ImageView element, 124 
layout file, 122 
TextView element, 124 
toolbar and floating action 
button, 123 
screen logic 
default code, 126 
onCreate() method, 126 
Serial Monitor window 
default view, 137-138 
deploy and run app, 136 
device selection, 137 
log messages, 135-136 
software requirement, 113 
light sensor tweet system, 52 
Livestock tracking system 
circuit, 197-198 
code (PHP) 
database connection, 200 
gpstracker, 199 
map, 203-205 
receive and store sensor 
data, 201-202 
components, 195 
database table (MySQL), 199 
final version, 211 
hardware components, 196 
log messages, 210 
software requirements, 197 
source code, 206 
data publication, 208 
external libraries, 206 
getGPSCoordinates() 
function, 207 


281 


www.it-ebooks.info 


INDEX 


Livestock tracking system (cont.) 


GPS coordinates, 206 

Internet connectivity 
(Wireless), 206 

standard functions, 209 


M 


MQTT protocols 


intrusion detection system, 43 
AndroidManifest.xml, 105 
Android project, 96 
callback method, 102 
class creation, 99 
code completion, 100-102 
connectToMQTT() method, 102 
createNotification and 

updateView methods, 102 
default code, 100 
dialog box, 98 
imported files, 98 
libraries, 96 
module option, 99 
onCreate() method, 102-105 
resolve dependencies, 97 
service library, 98 
top-level package, 99 

remote controls, 44 

source code 
callback() function, 46 
data publishes and subscribes, 45 
external libraries, 45 
Internet, 45 
sections, 45 
setup() and loop() functions, 46 
standard functions, 46 


N, O 


Node-RED 


282 


circuit 
circuit diagram, 54-55 
light sensor tween system, 54 
components, 52 
development environment, 51 
flow 
default view, 57 
function node, 61-62, 65 
HTTP node, 69 
HTTP request node, 60 
input nodes, 57-58 


output nodes, 57, 59 
properties dialog box, 59-60 
switch node, 63-64 
tasks, 56 
terminal window, 56 
tweet node, 66 
Twitter credentials, 66-68 
hardware components 
requirement, 53 
IoT applications, 51 
light sensor tweet system, 52 
log messages, 72 
objectives, 53 
software requirement, 54 
source code 
data publication, 70-71 
external libraries, 69 
Internet connectivity, 70 
read sensor data, 70 
sections, 69 
standard functions, 72 
Node-RED flow 
deploy button, 235 
flow creation, 230 
MQTT 
broker node, 232-233 
configuration, 232 
Email node, 233 
input node, 231 
node properties, 231 
rename flow sheet, 231 
updated email node 
properties, 234-235 


PQ 


printConnectionInformation() 
function, 19 
publishToMQTT() method, 130 


R 


readSensorData() function, 70 
Remote lighting controls, 44 


Ss 


Smarter parking system, 139 
circuit 
diagram, 142-143 
requirements, 141 


www.it-ebooks.info 


INDEX 


code (PHP) T, U, V 


database connection, 145 


data storage, 144 Temperature monitoring system 
interface/database, 148-149 circuit, 179-181 
parking spots count, 148 code (PHP) 
receive and update dashboard, 185-188 
stored data, 146-147 database connection, 182-183 
SQL statement, 147 receive and store 
components of, 139 sensor data, 184 
database table (MySQL), 144 components, 177 
hardware components, 140 dashboard, 193 
objectives, 140 database table (MySQL), 181-182 
Serial Monitor window hardware components, 178 
log messages, 171 1 messages, 193 
open spots app, 175 log messages, 192 
proximity sensor, 174 objectives, 177 
screen simulation menu, 172 software requirements, 178 
simulator app, 173 source code, 189 
software requirement, 141 data publication, 190 
source code external libraries, 189 
calibrateSensor() function, 150 Internet connectivity 
code (iOS), 153 (Wireless), 189 
data publication, 151-152 read sensor data, 189 
external libraries, 149 standard functions, 192 
Internet connectivity Tweet system 
(Wireless), 149 flow diagram, 66 
read sensor data, 150-151 function node, 65 
readSensorData() log messages, 73 
function, 150 message node, 68 
sections, 149 Twitter 
standard functions, 152-153 authentication, 66-67 
Xcode. See Xcode project authorization process, 68 
Soil moisture control system authorize app button, 67 
circuit requirement, 255-256, 274-275 credentials, 66 
components, 253 
hardware components, 254 W 
log messages, 275 
objectives, 254 Waste management system 
software requirements, 254 cardboard box, 236 
source code circuit requirements, 215-216, 236 
data publication, 272 Close-up, 237 
external libraries, 271 components, 213 
Internet connectivity details (Effwkkif), 239 
(Wireless), 272 Effektif. See Effektif workflow 
readSensorData() hardware components, 214 
function, 272 log messages, 237-238 
sections, 271 Node-RED flow, 230 
standard setup() and loop() deploy button, 235 
functions, 274 Email node properties, 234 
transmitData() function, 273 flow creation, 230 
Xively. See Xively project MOTT subscribe node, 231-233 


283 


www.it-ebooks.info 


INDEX 


Waste management system (cont.) 


rename flow sheet, 231 
updated email node 
properties, 235 


objectives, 214 
software requirements, 215 
source code, 217 


calibrateSensor() function, 217 
data publication, 219-220 
external libraries, 217 
Internet connectivity 
(Wireless), 217 
read sensor data, 217-218 
readSensorData() 
function, 217-218 
standard functions, 220-221 


tasks tab, 238 

Wired connectivity (Ethernet) 
circuit, 16-17 
code (Arduino) 


external libraries, 17 
Internet connectivity, 18-19 
standard function, 19-20 


types, 17 


hardware components, 16 

log messages, 20 

software requirement, 16 
Wireless connectivity (WiFi) 

Arduino Uno 


circuit, 21-22 

code (Arduino), 22 

connectToInternet() function, 23 

external libraries, 22 

hardware components 
requirement, 21 

Internet connectivity, 23-24 

log messages, 26 

printConnectionInformation() 
function, 24 

software requirement, 21 

standard functions, 25 


Arduino Yuin 


284 


board selection, 31 
configuration, 29-30 

external libraries, 32 
hardware requirement, 26-27 
internet connectivity, 33 
login screen, 28 

log messages, 34 

password screen, 28 

port selection, 32 


printConnectionInformation() 
function, 33 
restart button, 30 
setup() and loop() 
functions, 27, 33 
software requirement, 27 
source code, 32 
standard functions, 33 
wireless networks, 27 


X, ¥ 


Xcode project 


configuration, 155-156 
creation, 153 
folders and files creation, 156-157 
screen layout 
alignment and constraints 
menu, 162 
alignment screen, 163-164 
align widgets, 162 
button properties, 161 
constraints menu, 164 
default development view, 157 
image selection, 159 
ImageView properties, 159-160 
import assests, 159 
label properties, 161 
screen layout, 165 
user interface widgets, 158 
widgets, 158, 163 
screen logic 
action properties, 167-168 
arbitrary loads properties, 171 
complete code, 168 
didReceiveMemoryWarning() 
function, 165 
drag and drop label, 166 
Info.plist properties list, 169 
outlet properties, 166 
storyboard, 167 
transport security 
properties, 170 
viewDidLoad() function, 165 
template selection screen, 155 


Xively project 


account dashboard, 256 
API keys, 259 

channel adding, 259 
channel’s setup, 260 
development device, 257 


www.it-ebooks.info 


device location, 263 
device setup, 258 
Feed ID, 258-259 
location adding, 261 
request details, 276 
sensor data view, 277 
set device location, 261-262 
SoilMoistureSensor1 channel, 261 
triggers 
e-mail message, 277-278 
setup, 269-270 
test trigger, 270-271 
Zapier. See Zapier setup 


INDEX 


Z 


Zapier setup 
action selection, 264-265 
custom webhook URL, 265 
E-mail account setup, 266 
e-mail message, 266-268 
HTTP POST method, 263 
request variables, 267-268 
trigger selection, , 264 
Webhook filter, 266 
Zap creation process, 264 
Zap name, 269 


285 


www.it-ebooks.info 


